Blackbody effects in the Yb lattice clock

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.

Blackbody effects in the Yb lattice clock

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.

We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the $6s^{5}d^{3}D_{1}^{+}$-$6s^{6}p^{3}P_{0}^{+}$ reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

The views, opinions and/or findings contained in this report are those of the author(s) and should not contrived as an official Department of the Army position, policy or decision, unless so designated by other documentation.
Report Title
Blackbody effects in the Yb lattice clock

ABSTRACT
We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the \( ^6s^5d3D1?D^6s^6p3P0\) reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Yb lattice clock (that stemming from the BBR shift) by an order of magnitude.

Conference Name: 2012 IEEE International Frequency Control Symposium, Baltimore, Maryland, May, 2012
Conference Date: May 21, 2011
Blackbody effects in the Yb optical lattice clock

A. D. Ludlow\textsuperscript{1}, J. A. Sherman\textsuperscript{1}, N. D. Lemke\textsuperscript{1,2}, K. Beloy\textsuperscript{1}, N. Hinkley\textsuperscript{1,2}, M. Pizzocaro\textsuperscript{1,3}, R. W. Fox\textsuperscript{1}, C. W. Oates\textsuperscript{1}
\textsuperscript{1}National Institute of Standards and Technology, 325 Broadway, Boulder, CO 80305, USA
\textsuperscript{2}University of Colorado, Department of Physics, Boulder, CO 80309, USA
\textsuperscript{3}Politecnico di Torino, Corso duca degli Abruzzi 24, 10125 Torino, Italy
Email: ludlow@boulder.nist.gov

Abstract—We report a high accuracy measurement of the differential static polarizability for the clock transition in a Yb lattice clock, a key parameter for determining the blackbody (BBR) shift of this transition. We further report efforts to determine the \(\langle 6s5d^2 D_2 | D | 6s6p^2 P_6 \rangle\) reduced dipole matrix element, a critical ingredient in the non-static correction to the BBR shift. In all, we have reduced the largest uncertainty in the Byb lattice clock (that stemming from the BBR shift) by an order of magnitude.

I. INTRODUCTION

Optical lattice clocks have potential for achieving time and frequency measurement at unprecedented levels of accuracy and stability. The most recent evaluation of the ytterbium optical lattice clock at NIST yielded a fractional frequency uncertainty of \(3.4 \times 10^{-16}\) [1]. The largest contributor to this uncertainty was the Stark shift due to room temperature blackbody radiation, and represents a key obstacle which must be overcome to achieve \(10^{-18}\) clock accuracy. The BBR shift can be written as \([2], [3]\):

\[
\Delta \nu_{BBR} \approx -\frac{1}{2h} \Delta \alpha^{(0)} \langle E^2 \rangle_T [1 + \eta_{clock}(T)]
\]

(1)

Here, \(\Delta \alpha^{(0)}\) is the differential static polarizability between the two clock states \(^1S_0\) and \(^3P_0\) (i.e. \(\alpha^{(0)}_{1S0} - \alpha^{(0)}_{3P0}\)). The static polarizability plays a prominent role in the BBR shift: because the room temperature BBR spectrum is concentrated at frequencies which are small compared to the energy difference of dipole-coupled atomic states, the atomic response to BBR is primarily a static one. \(\langle E^2 \rangle_T\) denotes the time-averaged blackbody field bathing the atoms, which is parameterized by the characteristic temperature \(T\) (in this case, room temperature). Finally, because the BBR Stark effect is not a perfectly static one, \(\eta_{clock}(T)\) gives the dynamic correction for the clock transition.

For the case of the Yb lattice clock, the BBR shift is \(\Delta \nu_{BBR} \approx 1.4\) Hz, or \(2.5 \times 10^{-15}\) [4]. The differential static polarizability \(\Delta \alpha^{(0)}\) has been calculated at the 10\% level [4], leading to a shift uncertainty of \(2.5 \times 10^{-16}\). Furthermore, for the NIST Yb lattice clock, imprecise knowledge of the BBR environment bathing the atoms \(\langle E^2 \rangle_T\) contributes a shift uncertainty of \(3 \times 10^{-17}\). Finally, the dynamic correction is \(\sim 0.1\) and is known at the 10\% level, thus contributing a room temperature shift uncertainty of a few \(10^{-18}\). To reduce the room temperature BBR shift uncertainty from its previous level, a precise determination of the differential static polarizability must be made.

II. MEASUREMENT OF THE DIFFERENTIAL STATIC POLARIZABILITY

By applying a well-characterized, uniform static electric field to the atoms, measurement of the induced Stark shift on the clock transition leads directly to a determination of the differential static polarizability, i.e. \(\Delta \alpha^{(0)} = -2h \Delta \nu^{(0)}/E^2\). Such a measurement has been made previously with cesium atoms launched in an atomic fountain [5]. For our lattice-trapped atoms, one key consideration is to generate the electric field without precluding the optical access required for laser cooling and trapping in three dimensions. Thus, we fabricated the electrodes from optically transparent materials, as shown in Figure 1. Upper and lower electrodes used laser-grade fused-silica optical flats on which a thin film of indium tin oxide (ITO) was deposited, leaving an optically transparent, electrically-conductive inner surface on each substrate. The outer surfaces were anti-reflection coated. Three precision-ground fused silica spacers were bonded to fused silica blanks...
using hydroxide catalysis. These spacers created a rigid, uniform, and precise spacing between the electrode plates. Furthermore, four sets of gold pads were deposited on each electrode, forming 4 distinct Fabry-Perot interferometers with a finesse of 20 each. A laser scanned over tens of nm facilitated measurement of the free spectral range of each interferometer, and thus determination of the uniform electrode spacing, \( d = 15.03686(8) \) mm. By applying high voltage (kV) to the electrodes, electric fields (\( E = V/d \)) approaching kV/cm were achieved, inducing Stark shifts of several kHz on the clock transition. By interleaving frequency measurements with and without the applied electric field, the shift could be determined to tens of mHz after 1000 s of averaging. Furthermore, by measuring the Stark shift with the electric field reversed, stray fields influencing the measurement could be characterized [6].

Measurements of the induced Stark shift are shown in Figure 2. For more information on this measurement, including further details of the experimental procedure and evaluation of the systematic effects, see [3]. Using the measured Stark shift, the differential static polarizability was measured to be 145.726(3) atomic units, with a stated accuracy of 19 ppm. We note that this polarizability measurement, one of the most accurate for any atomic or molecular system [7], agrees well with the ab-initio calculation made in [4], however the most accurate for any atomic or molecular system [7], the value of the reduced dipole matrix element \( (6s5d^3D_1 || D || 6s6p^3P_0) \) is well-known. An experimental determination based on a lifetime measurement [8] disagrees with the best theoretical calculation [4] beyond the 2.5 \( \sigma \) uncertainty level. A determination of \( \eta \) at or below the 10% level requires improved knowledge of this matrix element. With this motivation, we have made several efforts to determine this matrix element. One such effort is shown in Figure 3, where atom population in \( ^3D_1 \) experiences a cascaded decay to \( ^2P_1 \) and then to \( ^1S_0 \). By monitoring fluorescence decay at 556 nm, corresponding to the \( ^3P_1-^1S_0 \) decay path, the lifetime of \( ^3D_1 \) can be measured, from which the reduced dipole matrix element can be deduced. We report a preliminary measurement of the \( ^3D_1 \) lifetime of 335(20) ns. Ultimately, this measurement will be used to constrain \( \eta \) below the 10% level. For more details, please refer to an upcoming publication.

**ACKNOWLEDGMENT**

The authors would like to thank A. Derevianko and E. N. Fortson for useful discussion, T. Fortier, S. Diddams, F. Calcagni, and J. Perkins for technical contributions, and S. Papp and F. Adler for helpful comments on this manuscript. This paper is a contribution of NIST and is not subject to U.S. copyright.

**REFERENCES**
