<table>
<thead>
<tr>
<th>UNCLASSIFIED</th>
</tr>
</thead>
<tbody>
<tr>
<td>AD NUMBER</td>
</tr>
<tr>
<td>AD390325</td>
</tr>
<tr>
<td>CLASSIFICATION CHANGES</td>
</tr>
<tr>
<td>TO: unclassified</td>
</tr>
<tr>
<td>FROM: restricted</td>
</tr>
<tr>
<td>LIMITATION CHANGES</td>
</tr>
<tr>
<td>TO: Approved for public release, distribution unlimited</td>
</tr>
<tr>
<td>FROM: Distribution authorized to DoD and DoD contractors only; Foreign Government Information; 04 DEC 1967. Other requests shall be referred to British Embassy, 3100 Massachusetts Avenue, NW, Washington, DC 20008.</td>
</tr>
</tbody>
</table>

AUTHORITY

DSTL, AVIA 18/3218, 28 May 2009; DSTL, AVIA 18/3218, 28 May 2009

THIS PAGE IS UNCLASSIFIED
SECURITY MARKING

The classified or limited status of this report applies to each page, unless otherwise marked. Separate page printouts MUST be marked accordingly.

THIS DOCUMENT CONTAINS INFORMATION AFFECTING THE NATIONAL DEFENSE OF THE UNITED STATES WITHIN THE MEANING OF THE ESPIONAGE LAWS, TITLE 18, U.S.C., SECTIONS 793 AND 794. THE TRANSMISSION OR THE REVELATION OF ITS CONTENTS IN ANY MANNER TO AN UNAUTHORIZED PERSON IS PROHIBITED BY LAW.

NOTICE: When government or other drawings, specifications or other data are used for any purpose other than in connection with a definitely related government procurement operation, the U. S. Government thereby incurs no responsibility, nor any obligation whatsoever, and the fact that the Government may have formulated, furnished, or in any way supplied the said drawings, specifications, or other data is not to be regarded by implication or otherwise as in any manner licensing the holder or any other person or corporation, or conveying any rights or permission to manufacture, use or sell any patented invention that may in any way be related thereto.
AEROPLANE AND ARMAMENT EXPERIMENTAL ESTABLISHMENT

BOSCOMBE DOWN

HESSE X R.K. 6 XT 484

DECK LANDING TRIALS ON EAA LYNES BY DAY AND NIGHT

PRESENTED BY

G. M. J. DAVIS, AND L.T. C. J. HORSFORD, TIN;

PERFORMANCE DIVISION, AND FLYING DIVISION

U.S. CONFIDENTIAL-MODIFIED HANDLING AUTHORIZED:

U.K. RESTRICTED

EXCLUDED FROM AUTOMATIC REGRADING:

DOD D.1.5376-10 DOES NOT APPLY

CONDITIONS OF RELEASE

1. THIS INFORMATION IS RELEASED BY THE U.K. GOVERNMENT TO THE RECIPIENT GOVERNMENT FOR DEFENCE PURPOSES ONLY.

2. THIS INFORMATION MUST BE ACCORDED THE SAME DEGREE OF SECURITY PROTECTION AS THAT ACCORDED THERETO BY THE U.K. GOVERNMENT.

3. THIS INFORMATION MAY BE DISCLOSED ONLY WITHIN THE DEFENCE DEPARTMENTS OF THE RECIPIENT GOVERNMENT AND TO ITS DEFENCE CONTRACTORS WITHIN ITS OWN TERRITORY; EXCEPT AS OTHERWISE AUTHORIZED BY THE MINISTRY OF TECHNOLOGY SUCH RECIPIENTS SHALL BE REQUIRED TO ACCEPT THE INFORMATION ON THE SAME CONDITIONS AS THE RECIPIENT GOVERNMENT.

4. THIS INFORMATION MAY BE SUBJECT TO PRIVATELY-OWNED RIGHTS.

Minstech 688

DOD U.S. CONFIDENTIAL

AUTHORIZED
Best Available Copy
Deck Landing Trials on RFA Lyness by Day and Night

Presented by

G. H. J. Davis, and Lt. C. J. Horscroft, RN, Performance Division, Flying Division

Ref: AEE/3/107/08
Period of Trial: 15th and 16th March, 1967

Summary

Trials have been conducted to establish the limits for operating "Essex" helicopters from the flight deck of Royal Fleet Auxiliaries of the "NESS" Class.

Landings and take-offs were made by day and night, on board RFA Lyness, (15,000 tons) and recommendations are made for Service use.

This report is issued with the authority of

Air Commodore,

Defense of the United States within the meaning of the
Its transmission or the production of its contents in any
manner to an unauthorized person is prohibited by law.

Security Classification

Report: Restricted
Abstract: Unclassified
Title: Unclassified
List of Contents

1. Introduction 3
2. A brief description of the ship 3
3. Trials helicopter 3
4. Day-time landings and take-offs 3
5. Night-time landings and take-offs 5
6. Conclusions 6
7. Recommendations 7

List of Illustrations

RF A Lyness (15,000 tons) 1
A sketch of the layout and position of the approach and
landing aids of RFA Lyness 2

RF A Lyness. A forward facing landing of the "essex class" 3
XT 484

RF A Lyness. The "essex class" XT 484 landing abaft the beam 3B

RF A Lyness. Limitations in relative wind speed and direction
for day-time operation 4

RF A Lyness. Limitations in relative wind speed and direction
for night-time operation 5

/1. Introduction
1. **Introduction**

Deck landing trials have been carried out on the Royal Fleet Auxiliary Lyness in conjunction with the Naval Air Department at RAE Bedford and the Royal Navy, to define the limits for operating 'Essex helicopters from the flight decks of HESS Class RFAs.

The trial took place off Portland on the 15th and 16th March, 1967.

2. **A brief description of the ship**

RF: Lyness was a new auxiliary ship of 15,000 tons designed for the Royal Navy as an air stores supply ship.

The large flight deck was situated at the aft end of the ship and was about 45 feet above the water line. The shape of the flight deck followed the outline of the ship, so that it tapered towards the stern and was rounded at the stern. The flight deck had an appreciable slope forward, the aft end was about 3 feet higher than the centre point of the large white "T" painted on the deck. A small box was painted on the "T" to indicate the optimum landing position for the main wheels of the helicopter. "Ell" forward of the landing "T" was a flush fitting stores lift; also aircraft lashing points were provided in this area. The deck was unobstructed except for a deck house at the forward end. The nearest superstructure, on which was built the funnel, was amidships, but between this superstructure and the flight deck was a large cargo derrick.

Stop/Go lights, relative windspeed and direction indicators, and RT/briefing facilities were provided for the Flight Deck Officer (FDO) in the starboard side of the deck house. Stop/Go lights were duplicated at the port side of the aft end of the flight deck.

Lighting for night flying consisted of four red floodlights, white unidirectional outline "T" lighting, a horizon bar and a Glide Path Indicator (GPI) set to give a 3° glide path at a relative heading to the ship of Red 165. The latter two were mounted on the cargo derrick; dimming controls were provided in the port side of the deck house.

The general layout of the facilities mentioned above is shown in Figs. 1 and 2, Fig. 1 being photographs of RFA Lyness.

3. **Trials helicopter**

The trials helicopter, a 'Essex 5.T.484 from RNAS Culdrose, was fitted with a small amount of instrumentation by RAE Bedford to record various parameters during touch-down on all landings.

The helicopter was flown within the limitations laid down in 'Pilots' Notes at J's up to 13,000 lb. at approximately central C of G. It was piloted jointly by two experienced Royal Navy pilots and an RAE pilot, who was aboard the helicopter for all the flying.

4. **Day-time landings and take-offs**

69 deck landings and take-offs were made within the relative wind limits given below, two landings being made at each condition.

/Table
<table>
<thead>
<tr>
<th>Wind Relative to the Ship</th>
<th>Direction</th>
<th>Speed</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>0° to 22° Red and Green</td>
<td>Up to 45 knots</td>
</tr>
<tr>
<td></td>
<td>20° to 90° Red and Green</td>
<td>Up to 30 knots</td>
</tr>
<tr>
<td></td>
<td>90° to 180° Red and Green</td>
<td>Up to 15 knots</td>
</tr>
</tbody>
</table>

The ship's motion was slight throughout and well within the limits which had been previously defined, i.e., ±2° in pitch and ±5° in roll.

Approaches were mostly made on a relative bearing of Red 165° to a hover off the port side of the flight deck, the exception being when the athwartships wind component was more than 15 knots from port in which case approaches were made from starboard. In addition approaches were made from starboard with the wind abaft the port beam, with the helicopter landing facing aft on the flight deck. The helicopter was normally landed facing forward, but with an athwartships component of more than 15 knots the aircraft was landed approximately into the relative wind.

The flight deck was easily seen from any approach angle. With the helicopter facing forward on the deck, the FDC was, in the initial stage of the trial, too close to the centre line and the pilot lost sight of him during the final stages of landing. This problem was aggravated by all three pilots wishing to make slightly higher approaches over the deck (10 to 15 feet clearance) than the FDC wanted (5 feet). Then the FDC was re-positioned further to starboard this problem was resolved, with the pilots still preferring the higher approach. The FDC's position was on the port side right aft; this position was satisfactory except that the RT/briefing cable was not long enough at this position.

It was noted that the FDC in some circumstances was not able to see whether all lashings were removed before take-off. Some confusion existed occasionally owing to the inexperienced state of the handlers, and it was found desirable to have a responsible rating on the blind side of the aircraft to the FDC who signalled to the FDC that these lashings were on or off as appropriate, especially as the pilot was not able to see for himself.

In general, turbulence levels, around the flight deck were low, due presumably to the comparative absence of high superstructure above the landing area. In winds greater than 30 knots turbulence was occasionally encountered in the final stages of the approach and also just before touchdown; but this caused no difficulty. With the wind ahead at 30 knots or more there was a noticeable reduction of wind just before landing, with a resultant tendency to sink more rapidly than was intended. During the final stages of approach, the aircraft frequently flew through the funnel smoke (which was barely visible).
no change in turbulence levels were noted but the smoke was readily smelt. The smoke was well above the aircraft in the final stage of landing. Large changes of ship's power required produced moderate quantities of thick smoke as the throttles were opened, but this state only lasted for a few seconds and was not a problem during the trial. No problem was found landing the aircraft accurately on the deck. At first the tendency was for the main wheels to be just forward of the "T" box, but discussion with the FDC remedied this. When facing to either beam the aircraft was still easily placed over the "T", and just aft of the cross bar, and when facing aft the aim of having the tailwheel in the box was easily achieved. The large size of the deck made precise accuracy unnecessary.

With the aircraft facing forward, the tailwheel touched down first. This was due to the natural tail down lowering attitude of the "Essex" and aggravated by the down slope of the deck (see Fig. 3A). Further, the left mainwheel tended to touch just before right.

As a result of this, slight "padding" (incipient ground resonance) was experienced frequently (about half the landings) and "padding" was severe on four occasions, necessitating immediate lift-off of the aircraft. When the aircraft was facing to either beam, or especially astern (see Fig. 3B) (when the main and tail wheels touched almost simultaneously) "padding" was almost non-existent.

No landings with the wheel brakes off (or failed) were made as it was thought that the slope of the deck might cause the helicopter to roll forward into the deck house if not checked immediately.

To observe the behaviour of the rotor blades during the shut down of the engines, the rotor was stopped on five occasions - once with the aircraft facing to each beam and astern, and twice facing ahead.

There was no sign of blade sailing during rotor engagement on start-up.

The relative wind was light (below 10 knots) when facing astern and to the beam, but up to 35 knots when facing ahead. Under the latter conditions, very slight signs of blade sailing were apparent on shut down, but not of sufficient extent to cause any danger.

5. Night-time landings and take-offs

31 deck landings and take-offs were made in dark conditions within the relative wind limits given below, two landings were made at each condition. All landings were made facing ahead.

<table>
<thead>
<tr>
<th>'Ind relative to the ship</th>
<th>Direction</th>
<th>Speed</th>
</tr>
</thead>
<tbody>
<tr>
<td>0-30° Red and Green</td>
<td>Up to 25 knots</td>
<td></td>
</tr>
</tbody>
</table>

The same comments as for day flying applied where appropriate with the following additional comments on the lighting.

/(a)
(a) The GPI was easily seen when within about one mile of the ship. It was noted that the GPI looked very much like white (during the early part of the approach) for some time — much more so than in day-light. Brilliance control was good.

(b) The Horizon Bar was also easily seen and the brilliance control good. It was visible right up to the final stages of approach, but was not used when the aircraft was closer than about 50 yards as the deck could then be seen clearly. It was useful however in the earliest stages of take-off, before it disappeared below the aircraft. The two centre line lights below the centre light of the bar were not felt by the AAE pilot to be of any assistance in judging the centre line, though it is understood that in the installation these have been asked for by aircrew. The pilot also found the GPI amber became "lost" in these two lights on some occasions.

(c) The "T" Outline Lighting was good, the brilliance control also being good. The intensity was adjusted to a low level as the trial progressed.

(d) At the beginning of the night flying trials the Red Floodlighting was used at full intensity but this was reduced to about half the brilliance by the end of the trial. Some approaches were made with the red floodlights off, the AAE pilot finding things neither better nor worse than with them on. The other (RN) pilot liked them on, and the ship also preferred them on.

(e) The lighting of the ship for helicopter operation was considered to be satisfactory, but it was found necessary to ask for the ship to be darkened aft of the funnel, (i.e. dousing of all extraneous lights) to avoid confusion resulting from the large numbers of lighted scuttles below the flight deck. With the ship darkened, the deck lighting was considered good throughout. It was thought that further improvement for the pilot could have been obtained if the lights in the funnel casing/ventilator trunking had also been doused. Although the mast displayed the normal obstruction lighting, the tops of the after derricks were unlit. It was noted on one occasion after a normal night lift-off (climbing away to port and forward whilst facing ahead) that the aircraft came very close to the port derrick top. These tops were well (70 ft.) above flight deck level and at this stage of take-off virtually all other reference lighting had been lost.

(f) The dimming facilities for the night lighting which were located in the deck house on the port side were not within easy reach of the FDC. It is considered that the dimmers should be repositioned on the starboard side, adjacent to the FDOs normal position.

(g) In addition to the normal aircraft lighting, downward facing low intensity deck landing lights were fitted to the 'Essex (in addition to the normal adjustable high intensity landing light which was not used). The pilot was not aware of any illumination from these lights but the ship commented adversely when they were switched off.

6. Conclusions

6.1 Relative wind strength and direction

The natural wind conditions prevented a complete examination throughout the planned relative wind ranges, but all three pilots considered that stronger relative wind up to the planned levels would result in no serious adverse effects becoming apparent, particularly as the wind speed as measured on deck was always less than that shown by the ship's anemometer.
6.2 **Ship's Motion**

Similarly, though the ship's motion was slight throughout the trial, the size of the deck and the lack of severe turbulence around it should ensure that satisfactory take-offs and landings could be made within the ship's motion limits defined in para. 7.

6.3 **Helicopter headings**

The helicopter was normally landed heading forwards but other headings into the relative winds were quite satisfactory for day-time operation, as were approaches from directions other than those made from the port side. The flight deck and the FDC could be seen satisfactorily.

Turbulence and funnel smoke appeared only to have a minor affect on the handling of the aircraft and even this could be avoided, if the approaches were made from the port side with the relative wind from ahead or "fine" on the port bow.

6.4 **Rotor starting and stopping**

No blade sailing problems should arise in stopping or starting rotors in wind conditions up to the recommended limits, provided the aircraft is facing into the relative wind.

6.5 "adding"

The number of occasions on which "padding" occurred during landing was undesirably high. This may be aggravated in other conditions of AUH, C of G, ambient temperature and severe ship motion. The slope of the flight deck was thought to be contributory to these occurrences as the pilots found it difficult to place all three wheels down together.

6.6 **Night lighting**

This was satisfactory except for the absence of after derrick obstruction lights. Night operation was made much easier if the ship's extraneous lights aft of the funnel were dowsed and with only the ship's helicopter operating lights showing.

7. **Recommendations**

7.1 **Limits for take-off and landing**

It is recommended that the class be cleared to operate 'essex helicopters within the following limitations (all relative speeds from ship's anemometer).

(a) **By day (see also Fig. 4)**

<table>
<thead>
<tr>
<th>Wind relative to the ship</th>
<th>Wind relative to the helicopter</th>
</tr>
</thead>
<tbody>
<tr>
<td>Direction</td>
<td>Speed</td>
</tr>
<tr>
<td>0-20° Red &amp; Green</td>
<td>45 knots</td>
</tr>
<tr>
<td>20-90° Red &amp; Green</td>
<td>Decreasing linearly from 45 knots to 30 knots</td>
</tr>
<tr>
<td>90-180° Red &amp; Green</td>
<td>15 knots</td>
</tr>
</tbody>
</table>

/ship's
Ship's motion not to exceed ±2° in pitch; ±5° in roll, and yaw to be kept to a minimum.

(b) By night (see also Fig. 5)

<table>
<thead>
<tr>
<th>Wind relative to the ship</th>
<th>Helicopter relative to the ship</th>
</tr>
</thead>
<tbody>
<tr>
<td>Direction</td>
<td>Speed</td>
</tr>
<tr>
<td>0-30° Red &amp; Green</td>
<td>35 knots</td>
</tr>
<tr>
<td>30-90° Red &amp; Green</td>
<td>Decreasing linearly from 35 knots to 5 knots</td>
</tr>
<tr>
<td></td>
<td>Minimum wind speed is 3 knots</td>
</tr>
</tbody>
</table>

Ship's motion not to exceed ±1.5° in pitch; ±3° in roll, and yaw to be kept to a minimum.

(c) Stopping and starting rotors

The limiting wind relative to the helicopter for stopping and starting rotors is as follows.

<table>
<thead>
<tr>
<th>Wind Direction</th>
<th>Wind speed (knots)</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>40</td>
</tr>
<tr>
<td>±30°</td>
<td>30</td>
</tr>
<tr>
<td>±90°</td>
<td>20</td>
</tr>
</tbody>
</table>

7.2 Slope of flight deck

Pilots should be warned of the tendency to "padding" on landing, particularly when using the part of the deck which slopes forward.

7.3 Provision of obstruction lights

The after derricks should be marked near their highest points with red obstruction lights (showing at least to the aft sector).

7.4 Re-location of light dimming facilities

It is recommended that the night lighting control dimmers now located in the deck house port side, be repositioned on the starboard side, adjacent to the FDC's normal position.

7.5 FDC's Briefing/RT Lead

Some means should be found of enabling the FDC to retain his briefing/RT facilities when in his alternative position for helicopter landings facing aft.

/Circulation
## Circulation List

**External:**
- D/RH ARH
- AD/H
- AD/RN
- H(T)3
- RDT 3
- RH(C)
- HRP
- Hav. 2(a)
- TIL
- RAE Bedford
- RAE Farnborough
- RTC Westland Helicopter Ltd.

<table>
<thead>
<tr>
<th>Copy</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>2 copies (1 for Action)</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>2 copies</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>50 copies</td>
<td></td>
</tr>
<tr>
<td>2 copies</td>
<td></td>
</tr>
<tr>
<td>6 copies</td>
<td></td>
</tr>
<tr>
<td>2 copies</td>
<td></td>
</tr>
</tbody>
</table>

**Internal:**
- CS
- S of ~
- S of E
- S of F
- OC/D Sqdn.
- Lt. J. Gregory
- Authors - Fr. G. Davis, Lt. C. J. Horscroft
- Lt. S. J. Evans
- Lt. A. Wilson
- Science Library

<table>
<thead>
<tr>
<th>Copy</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>10 copies</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>1 copy</td>
<td></td>
</tr>
<tr>
<td>2 copies</td>
<td></td>
</tr>
</tbody>
</table>
R.F.A. LYNESS (15,000 Tons).

Fig. 1.

RESTRICTED.
A sketch of the layout and position of the approach and landing aids of R.F.A. Lyness

- Horizon Bar Lights
- Flush Deck Lights
- Aft Derrick
- G.P.I.
- Horizon Bar
- Winch Control Cabin
- Stop/Go Lights
- Position of F.D.O. for Fore & Aft Landings
- Red Floodlights
- Position of F.D.O. for Port-Athwartships Landings
- Position of F.D.O. for Aft Facing Landings

(Approx. 20 feet)

FIC

FIG. 3b. R.F.A. LYNESS. - THE WINSEY Mk.5, XT 494 LANDING ABAST THE BEAM.
R.F.A. LYNES LIMITATIONS IN RELATIVE WIND SPEED AND DIRECTION FOR DAY TIME OPERATION
FIG. 5

RELATIVE WIND SPEED (KNOTS)

RED AHEAD GREEN

30 KT$.

20 KTS.

10 KTS.

RELATIVE WIND SPEED

R.F.A. LYNNESS. LIMITATIONS IN RELATIVE WIND SPEED AND DIRECTION FOR NIGHT TIME OPERATION.
These cards were inserted in Reports for the committees of Liberalism and
This document is now available at the National Archives, Kew, Surrey, United Kingdom.

DTIC has checked the National Archives Catalogue website (http://www.nationalarchives.gov.uk) and found the document is available and releasable to the public.

Access to UK public records is governed by statute, namely the Public Records Act, 1958, and the Public Records Act, 1967. The document has been released under the 30 year rule. (The vast majority of records selected for permanent preservation are made available to the public when they are 30 years old. This is commonly referred to as the 30 year rule and was established by the Public Records Act of 1967).

This document may be treated as **UNLIMITED**.