Best Available Copy

SCIENTIFIC REPORT NO. 1
DESIGN OF MODEL 2.040 AND 2.041 QUADRALOOP ANTENNAS

U.S. DEPARTMENT OF COMMERCE
OFFICE OF TECHNICAL SERVICES

distributes this and thousands of similar reports in the interest of science, industry, and the public—for which research and new products mean better health, better living, and a stronger economy.

HOW TO GET OTHER REPORTS

The Office of Technical Services is the Nation's clearinghouse for reports of research supported by the Army, Navy, Air Force, Atomic Energy Commission, and other Government agencies.

Abstracts of new reports available are published twice a month in U. S. GOVERNMENT RESEARCH REPORTS ($15 a year domestic).

Selected Reports of particular interest to small business are described monthly in TECHNICAL REPORTS NEWSLETTER ($1 a year domestic).

Translations of foreign technical material are also available from the Office of Technical Services and other sources. These are listed or abstracted semimonthly in TECHNICAL TRANSLATIONS ($12 a year domestic).

The above periodicals may be ordered from Superintendent of Documents, U. S. Government Printing Office, Washington, D. C., 20402, or through a U. S. Department of Commerce Field Office.

Inquiries about the availability of reports and translations on any particular subject may be directed to Office of Technical Services, U. S. Department of Commerce, Washington, D.C., 20230, or to any Commerce field office.

Reports and translations are published by the Office of Technical Services for use by the public. Thus, you may use the know-how or repeat the information therein except that where patent questions appear to be involved the usual preliminary search is advised, and where copyrighted material is used permission should be obtained for its further publication.

These documents are reprinted by OTS from the best available copy.
Design of model 2.040 and 2.041 quadraloop antennae

Project Director: H. W. Haas
Project Engineer: D. G. Henry

Prepared for
Air Force Cambridge Research Laboratories
Office of Aerospace Research
United States Air Force
Bedford, Massachusetts
Under Contract No. AF 19(628) 3229

New Mexico State University
Physical Science Laboratory
University Park, New Mexico
LIMITATIONS IN REPRODUCTION QUALITY

ACCESSION # 606080

1. WE REGRET THAT LEGIBILITY OF THIS DOCUMENT IS IN PART UNSATISFACTORY. REPRODUCTION HAS BEEN MADE FROM BEST AVAILABLE COPY.

2. A PORTION OF THE ORIGINAL DOCUMENT CONTAINS FINE DETAIL WHICH MAY MAKE READING OF PHOTOCOPY DIFFICULT.

3. THE ORIGINAL DOCUMENT CONTAINS COLOR, BUT DISTRIBUTION COPIES ARE AVAILABLE IN BLACK-AND-WHITE REPRODUCTION ONLY.

4. THE INITIAL DISTRIBUTION COPIES CONTAIN COLOR WHICH WILL BE SHOWN IN BLACK-AND-WHITE WHEN IT IS NECESSARY TO REPRINT.

5. LIMITED SUPPLY ON HAND: WHEN EXHAUSTED, DOCUMENT WILL BE AVAILABLE IN MICROFICHE ONLY.

6. LIMITED SUPPLY ON HAND: WHEN EXHAUSTED DOCUMENT WILL NOT BE AVAILABLE.

7. DOCUMENT IS AVAILABLE IN MICROFICHE ONLY.

8. DOCUMENT AVAILABLE ON LOAN FROM CFSTI (TT DOCUMENTS ONLY).

9.
PHYSICAL SCIENCE LABORATORY
NEW MEXICO STATE UNIVERSITY
University Park, New Mexico

September 1963

Scientific Report No. 1

The research reported in this document has been sponsored in part by Air Force Cambridge Research Laboratories, Office of Aerospace Research, under Contract No. AF 19(628) 3229. It is published for technical information only, and does not necessarily represent recommendations or conclusions of the sponsoring agency.

DESIGN OF MODEL 2.040 AND 2.041 QUADRALOOP ANTENNAS

Project Engineer; D. G. Henry
Associate Engineer

Approval: H. W. Haas
Supervisor
Electromagnetics Section
Senior Engineer

Prepared for

AIR FORCE CAMBRIDGE RESEARCH LABORATORIES
OFFICE OF AEROSPACE RESEARCH
UNITED STATES AIR FORCE
BEDFORD, MASSACHUSETTS
Under Contract No. AF 19(628) 3229
ABSTRACT

The Models 2.040 and 2.041 Quadraloop Antennas are the result of a mounting problem associated with the Aerobee rocket telemetry extension. The Model 2.041 is the pressurized version of the un-pressurized Model 2.040. Electrical and mechanical characteristics are given in the form of graphs and figures.
<table>
<thead>
<tr>
<th>Section</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>1.0 Introduction</td>
<td>1</td>
</tr>
<tr>
<td>2.0 Electrical Characteristics</td>
<td>1</td>
</tr>
<tr>
<td>2.1 Usable Frequency Range</td>
<td>1</td>
</tr>
<tr>
<td>2.2 Impedance and Bandwidth</td>
<td>1</td>
</tr>
<tr>
<td>2.3 RF Breakdown</td>
<td>1</td>
</tr>
<tr>
<td>2.4 Radiation Characteristics</td>
<td>9</td>
</tr>
<tr>
<td>3.0 Mechanical Characteristics</td>
<td>9</td>
</tr>
<tr>
<td>3.1 Construction</td>
<td>9</td>
</tr>
<tr>
<td>3.2 Mounting</td>
<td>9</td>
</tr>
<tr>
<td>4.0 Conclusions</td>
<td>9</td>
</tr>
<tr>
<td>5.0 Bibliography</td>
<td>12</td>
</tr>
<tr>
<td>Fig.</td>
<td>Model/Description</td>
</tr>
<tr>
<td>------</td>
<td>----------------------------------------------------------------------------------</td>
</tr>
<tr>
<td>1</td>
<td>Model 2.040 Quadraloop</td>
</tr>
<tr>
<td>2</td>
<td>Model 2.041 Quadraloop</td>
</tr>
<tr>
<td>3</td>
<td>Assembly of Model 2.040 Quadraloop (PSL Drawing No. 005066)</td>
</tr>
<tr>
<td>4</td>
<td>Assembly of Model 2.041 Quadraloop (PSL Drawing No. 005067)</td>
</tr>
<tr>
<td>5</td>
<td>Frequency Range vs Tie-Screw Size</td>
</tr>
<tr>
<td>6</td>
<td>Impedance of Single Quadraloop</td>
</tr>
<tr>
<td>7</td>
<td>Impedance of Paralleled Pair of Quadraloop</td>
</tr>
<tr>
<td>8</td>
<td>Radiation Power Contour Plot</td>
</tr>
<tr>
<td>9</td>
<td>Mounting Assembly of Model 2.040 and 2.041 Quadraloops (PSL Drawing No. 005066, Sheet 2 of 2)</td>
</tr>
</tbody>
</table>
1.0 INTRODUCTION

The Aerospace Instrumentation Laboratory of Air Force Cambridge Research Laboratories has requested the Physical Science Laboratory of New Mexico State University to adapt the basic quadraloop antenna to fit directly on the standard Aerobee rocket 10-inch telemetry extension. The present antenna used for this application is too long and must be shortened to facilitate mounting on the short extension.

2.0 ELECTRICAL CHARACTERISTICS

The quadraloop antenna design parameters have been given in previous reports. This report will cover only the electrical characteristics and physical mounting for the Model 2.040 and 2.041 Quadraloop Antennas. The Model 2.040 is unpressurized and the Model 2.041 is pressurized. Photos are seen in Figs. 1 and 2.

These antennas are of the standard type with a fixed capacitor added for endloading to obtain the desired frequency in the shortened antenna. Assembly drawings of the antennas are shown in Figs. 3 and 4.

2.1 Usable Frequency Range

By changing the size of the fixed capacitor (tie-screw), the Model 2.040 and 2.041 can be used from 215 Mc to 265 Mc. The fixed capacitor is used to obtain the coarse frequency while the adjustable tuning capacitor is used for final tuning. This adjustable capacitor will tune the antenna over approximately 20 Mc from minimum to maximum capacitance. A graph of frequency vs. tie-screw size is shown in Fig. 5.

2.2 Impedance and Bandwidth

The antenna is designed for a 100-ohm impedance since an array of two radiators is commonly used to give a usable radiation pattern. The impedance of a single antenna is shown in Fig. 6. The impedance of a parallel pair of antennas is shown in Fig. 7.

The bandwidth of a paralleled pair of antennas can be obtained from the impedance curve. The bandwidth is the difference between the extreme frequencies at which the impedance has a VSWR of less than 2:1. The bandwidth is 3 Mc within these limits. The bandwidth within a 1.5:1 VSWR is 1.8 Mc.

2.3 RF Breakdown

The rf breakdown was run with a CW signal and the average power was measured. Breakdown did not occur when the average power
FIG. 3 - ASSEMBLY OF MODEL 2.040 QUADRALOOP
FIG. 5 - FREQUENCY RANGE VS TIE-SCREW SIZE
FIG. 6 - IMPEDANCE OF SINGLE QUADRAI OPP
FIG. 7 - IMPEDANCE OF PARALLELED PAIR OF QUADRALOOPS
was 3 watts or below. The residual gas in the bell jar in which the breakdown was run was heavily ionized to more nearly approximate the actual flight conditions.

2.4 Radiation Characteristics

An array of two antennas is flown on the Aerobee rocket to give the best coverage. The antennas are fed 180° out of phase for this coverage. A power contour plot showing the radiated signal strength as seen by right circular polarization is shown in Fig. 8. The contours are plotted relative to a Stoddard half-wave dipole when illuminated by right circular polarization.

3.0 MECHANICAL CHARACTERISTICS

3.1 Construction

The antenna body of the Model 2.040 and 2.041 is made of aluminum. The tie-screw and the mounting studs are made of non-magnetic stainless steel. The leading edge of the antenna is shaped for a minimum of aerodynamic drag. All dielectric in the antenna is annealed Fluorosint.

3.2 Mounting

The antenna is mounted directly to the body of the missile by means of stainless steel studs in the base of the antenna. The feed point goes through the missile skin but is not attached to it. A mounting assembly is shown in Fig. 9. The mounting is the same for both Model 2.040 and 2.041. The dimension between the extreme mounting studs enables the antenna to be mounted on a 10-inch Aerobee extension without a plate or other similar device.

4.0 CONCLUSIONS

The Model 2.040 and 2.041 Quadraloop Antennas have all the advantages of the longer models without the additional length. These antennas can be used over the entire telemetry band. This means that a single mounting dimension can be used for all telemetry antennas whether on the Aerobee or any other missile. Thus these antennas will replace all previous quadraloop models for telemetry application.
BIBLIOGRAPHY

DISTRIBUTION LIST

Copy No.

1-25
Headquarters
Air Force Cambridge Research Laboratories
Office of Aerospace Research
Laurence G. Hanscom Field
Bedford, Massachusetts
Attention: CREI/Raymond E. Wilton

26-55
PSL/Electromagnetics Section

56
PSL /Reports Office