NOMOGRAPh CONSTRUCTION METHODS

ROBERT R YLAGER
- Technology Incorporated

TECHNICAL REPORT AFFDL-TR-69-44

APRIL 1970

This document has been approved for public release and sale.
Distribution is unlimited.

Best Available Copy

AIR FORCE FLIGHT DYNAMICS LABORATORY
RESEARCH AND TECHNOLOGY DIVISION
AIR FORCE SYSTEMS COMMAND
WRIGHT-PATTERSON AIR FORCE BASE, OHIO
NOTICE

When Government drawings, specifications, or other data are used for any purpose other than in connection with a definitely related Government procurement operation, the United States Government thereby incurs no responsibility nor any obligation whatsoever; and the fact that the government may have formulated, furnished, or in any way supplied the said drawings, specifications, or other data, is not to be regarded by implication or otherwise as in any manner licensing the holder or any other person or corporation, or conveying any rights or permission to manufacture, use, or sell any patented invention that may in any way be related thereto.

Copies of this report should not be returned unless return is required by security considerations, contractual obligations, or notice on a specific document.
NOMOGRAPh CONSTRUCTION METHODS

ROBERT R. YEAGER
Technology Incorporated

This document has been approved for public release and sale;
its distribution is unlimited.
FOREWORD

Technology Incorporated, Dayton, Ohio, prepared this report on nomograph construction methods as an integral part of a contractual effort intended primarily to devise a stress analysis manual. All work was authorized under Contract F33615-67-C-1538, which was initiated and sponsored by the Air Force Flight Dynamics Laboratory, Wright-Patterson Air Force Base, Ohio, under Project 1467 "Structural Analysis Methods", Task No. 146702 "Thermoelastic Structural Analysis Methods". The contractual period extended from 30 April 1967 to 30 April 1969.

Mr. Gene E. Maddux, of the Air Force Flight Dynamics Laboratory, served as the Air Force contract monitor. For Technology Incorporated, Mr. Dudley C. Ward, manager of the Aeromechanics Department, was the project director; and Mr. Leon A. Vorst, senior research engineer, was the project engineer.

The author is grateful for the direction and assistance of Mr. Maddux; and of Messrs. Thomas J. Hogan and Harold P. Zimmerman, both scientific programmers of Technology Incorporated.

This technical report has been reviewed and is approved.

FRANCIS J. JANIK, Jr.
Chief, Solid Mechanics Branch
Structures Division
Air Force Flight Dynamics Laboratory
This report presents nomographic methods developed to graphically represent the various functional relationships between three or more parameters interrelated by equations. Also included are methods developed to vary both the form and the size of given nomographs. These developments were based on colinear techniques.
<table>
<thead>
<tr>
<th>SECTION</th>
<th>PAGE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>INTRODUCTION</td>
</tr>
<tr>
<td>2</td>
<td>NOMOGRAPHY AND ITS EMPLOYMENT</td>
</tr>
<tr>
<td>3</td>
<td>BASIC PRINCIPLES IN NOMOGRAPHIC CONSTRUCTION</td>
</tr>
<tr>
<td>3.1</td>
<td>Sizing Techniques</td>
</tr>
<tr>
<td>3.2</td>
<td>Composite Nomographs</td>
</tr>
<tr>
<td>3.3</td>
<td>Normal and Radial Graphing Aids</td>
</tr>
<tr>
<td>3.4</td>
<td>Nomographic Determinants</td>
</tr>
<tr>
<td>REFERENCES</td>
<td>26</td>
</tr>
<tr>
<td>FIGURE</td>
<td>Description</td>
</tr>
<tr>
<td>--------</td>
<td>-----------------------------------------------------------------------------</td>
</tr>
<tr>
<td>1</td>
<td>Basic Colinear Relationships in Nomograms</td>
</tr>
<tr>
<td>2</td>
<td>Graph Transform of X, Y Coordinates for a Single X, Y Function</td>
</tr>
<tr>
<td>3</td>
<td>Graph Transform of X, Y Coordinates for Three X, Y Functions</td>
</tr>
<tr>
<td>4</td>
<td>Plan Nomograph for $A = B/2.0 + C/4.0$</td>
</tr>
<tr>
<td>4(a)</td>
<td>Working Nomograph for $A = B/2.0 + C/4.0$</td>
</tr>
<tr>
<td>5</td>
<td>Plan Nomograph for $B = AC$</td>
</tr>
<tr>
<td>6</td>
<td>Modified Plan Nomograph for $B = AC$</td>
</tr>
<tr>
<td>7</td>
<td>Nomographic Sizing Technique</td>
</tr>
<tr>
<td>8</td>
<td>Nomograph of $A = B + CD$</td>
</tr>
<tr>
<td>9</td>
<td>Integration of Several Nomographs</td>
</tr>
<tr>
<td>10</td>
<td>Integration of Normal Graphs and Nomographs</td>
</tr>
<tr>
<td>11</td>
<td>Transformation of Normal Graphs into Nomographs</td>
</tr>
<tr>
<td>12</td>
<td>Nomographic Linkage</td>
</tr>
</tbody>
</table>
1. INTRODUCTION

The fundamental principles underlying nomographic construction have been understood for many years. However, the development and application of nomography has been limited in the past because of misunderstandings in regard to the severity of the construction procedures.

This report furnishes the basic information necessary to the construction of nomographs. In addition, it explains the role of normal and radial graphing techniques as supplementary aids to nomography in describing mathematical functions.
2. NOMOGRAPHY AND ITS EMPLOYMENT

A nomograph is a two-dimensional, pictorial representation of a mathematical relationship. This relationship incorporates three or more variables which are functionally describable and void of excluded values within their numerical ranges. A nomograph, utilizing colinear concepts, connects curves depicting these variables with straight lines which enable a value of the dependent variable to be determined for selected values of the independent variables.

It is important to realize that a nomograph has limited applicability. Any equation which is not commonly used by engineering or design personnel will not justify the time and effort necessary to the construction of its nomograph. Equations which are simply constructed with a minimum number of variables can be easily handled within an individual's mind whereas extremely complex equations requiring major nomographic efforts can usually be simulated by computer programs with less difficulty.

Nomographs should be constructed for the repetitious equations used by the specialized engineer as well as for the generalized equations found in many areas of interest. The construction of slide rules and radial graphs are but two of the many complementary benefits derived from an understanding of nomographic principles.
3. **BASIC PRINCIPLES IN NOMOGRAPHIC CONSTRUCTION**

A basic understanding of the fundamental principles underlying nomography may be achieved by first considering the graph in Figure 1(a).

![Figure 1](image)

**Figure 1. Basic Colinear Relationships in Nomograms**

It is apparent that the three points on the straight line have a colinear relationship which can be expressed in the determinate form of

\[
\begin{vmatrix}
X_{10} & Y_{10} & 1 \\
X_{20} & Y_{20} & 1 \\
X_{30} & Y_{30} & 1
\end{vmatrix} = 0 \tag{1}
\]

where each element of the determinant has a specific numerical value. Determinants for Figures 1(b) and (c) can similarly be constructed.
Analysis of determinants (1) and (2) and determinants (1) and (3) reveals the interdependency of the positions of the three points.

Consider now the determinant
The solution of determinant (4) in terms of arbitrarily selected functions
will yield an equation in terms of A, B, and C. The selection of the numerical
range of values for any two of these variables will automatically dictate the
range of values for the third variable if the zero equivalency of the determinant
is to be maintained.

Thus, determinant (4) is the generalized version of determinants (1),
(2) and (3) and represents an infinite number of collinear relationships between
defined points in the XY plane.

The graphical relationship of the X and Y functions to the nomograph can
now be established. To simplify this procedure, the independent variable (A)
in functions $f_1$ and $f_2$ will be replaced by an arbitrarily defined variable (Z) which has the same numerical boundary range as (A). The coordinates of $X_1$ and $Y_1$ can be calculated by substituting the values of Z into the functions $f_1$ and $f_2$. These coordinates are then plotted on an X, Y, Z graph similar to that shown in Figure 2.

![Figure 2. Graph Transform of X, Y Coordinates for a Single X, Y Function](image)

This procedure may be repeated for the elements in the second and third rows of determinant (4), and a set of curves may be established on the X, Y, Z coordinate graph depicted in Figure 3.

![Figure 3. Graph Transform of X, Y Coordinates for Three X, Y Functions](image)
These three curves represent a structural relationship and this pictorial kinship is called a nomograph. Note that the points defined by the intersection of any straight line with these curves will satisfy the numerical requirements of determinant (4).

The following example will serve to illustrate the discussed procedure. Knowing that

\[
\begin{bmatrix}
X_1 & Y_1 & 1 \\
X_2 & Y_2 & 1 \\
X_3 & Y_3 & 1
\end{bmatrix}
\]

and arbitrarily defining

\[
X_1 = f_1(A) = -1.0 \quad Y_2 = f_4(B) = -B/4.0
\]
\[
Y_1 = f_2(A) = -A \quad X_3 = f_5(C) = 1.0
\]
\[
X_2 = f_3(B) = 0.0 \quad Y_3 = f_6(C) = C/4.0
\]

the following determinant can be constructed.
Solving for $A$

\[ A = \frac{B}{2.0} + \frac{C}{4.0} \]

Normally the range of the numerical values for $B$ and $C$ would be determined from physical criteria. In this example, however, they will be defined as

\[ 0.0 \leq B \leq 4.0 \]
\[ 0.0 \leq C \leq 4.0 \]

Thus,

\[ 0.0 \leq A \leq 3.0 \]

The nomograph for this equation can now be plotted. The notation of replacing the variables with $Z$ will be dropped since it only established the process of presenting all curves on the same graph.

It is important to remember that the determined numerical values for the coordinates of the curves are not the numerical values of the variable.

This is clearly demonstrated in Figure 4.
The given equation is:

\[ X_1 = -1.0 \quad Y_1 = -A \quad \text{for} \quad 0.0 \leq A \leq 3.0 \]

\[ X_2 = 0.0 \quad Y_2 = -B/4.0 \quad \text{for} \quad 0 \leq B \leq 4.0 \]

\[ X_3 = 1 \quad Y_3 = C/4.0 \quad \text{for} \quad 0 \leq C \leq 4.0 \]

<table>
<thead>
<tr>
<th>A</th>
<th>X_1</th>
<th>Y_1</th>
<th>B</th>
<th>X_2</th>
<th>Y_2</th>
<th>C</th>
<th>X_3</th>
<th>Y_3</th>
</tr>
</thead>
<tbody>
<tr>
<td>0.0</td>
<td>-1.0</td>
<td>0.0</td>
<td>0.0</td>
<td>0.0</td>
<td>0.0</td>
<td>0.0</td>
<td>1.0</td>
<td>0.0</td>
</tr>
<tr>
<td>1.0</td>
<td>-1.0</td>
<td>-1.0</td>
<td>1.0</td>
<td>0.0</td>
<td>-0.25</td>
<td>1.0</td>
<td>1.0</td>
<td>0.25</td>
</tr>
<tr>
<td>2.0</td>
<td>-1.0</td>
<td>2.0</td>
<td>2.0</td>
<td>0.0</td>
<td>-0.50</td>
<td>2.0</td>
<td>1.0</td>
<td>0.50</td>
</tr>
<tr>
<td>3.0</td>
<td>-1.0</td>
<td>3.0</td>
<td>3.0</td>
<td>0.0</td>
<td>-0.75</td>
<td>3.0</td>
<td>1.0</td>
<td>0.75</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td>4.0</td>
<td>0.0</td>
<td>-1.00</td>
<td>4.0</td>
<td>1.0</td>
<td>1.00</td>
</tr>
</tbody>
</table>

Figure 4. Plan Nomograph for \( A = B/2.0 + C/4.0 \).
It is now possible to use the nomograph as shown in Figure 4 with the equation

\[ A = \frac{B}{2.0} + \frac{C}{4.0} \]

by selecting values of \( B \) and \( C \) within the ranges indicated for such by the nomograph. For example, choosing \( C = 4 \) and \( B = 2 \) and drawing a line through these points permits \( A \) to be determined as equaling 2. (See Figure 4(a))

Figure 4(a) Working Nomograph for \( A = \frac{B}{2.0} + \frac{C}{4.0} \)
3.1 Sizing Techniques

Any nomograph can usually be modified in regard to its shape and relative position of curves. This enables information to be presented in a format which is more acceptable. There are a number of processes by which this can be accomplished. One such method utilizes the digital computer and specific mathematical transforms which attempt to modify any determinant in the construction form of determinant (4) (See reference 1). A second method consists of determining coefficients which nondimensionalize the elements within the determinant. This method is illustrated in the following example.

Defining the determinant,

\[
\begin{bmatrix}
-A & A^2 & 1 \\
0 & B & 1 \\
C & C^2 & 1
\end{bmatrix}
\]

and solving for \( B \), yields the fundamental mathematical expression

\[ B = AC \]

Boundary ranges for \( A \) and \( C \) are arbitrarily selected.
Thus, $0 \leq B \leq 50$

Figure 5 illustrates the resulting nomograph.

Figure 5. Plan Nomograph for $B = AC$
However, the equation

\[ B = AC \]

can be modified to

\[ \frac{B}{50} = \frac{A}{10} \times \frac{C}{5} \]

using the selected variable ranges.

The elements in determinant (6) can now be replaced by the modified forms of the variables.

\[
\begin{bmatrix}
-\frac{A}{10} & \left( \frac{A}{10} \right)^2 & 1 \\
0 & \frac{B}{50} & 1 \\
\frac{C}{5} & \left( \frac{C}{5} \right)^2 & 1
\end{bmatrix}
= 0 \tag{7}
\]

Figure 6 depicts the resulting modified determinant.
The shape of this nomograph permits a more general usage and its scales are easier to read.

A third method by which the shape of nomographs may be changed is established by altering the size of the units used in the pictorial construction of the nomograph. Figure 7 illustrates this mechanism for the equation used in determinant (7).
Figure 7. Nomographic Sizing Technique
Skill in shaping nomographs will be acquired by interested personnel as their experience enlarges. The ability to transform the basic determinant into one which is more usable depends upon the individual rather than a mathematical or mechanical procedure.

3.2 Composite Nomographs

There are two possible ways in which to pictorially present the mathematical relationship between more than three variables. One procedure is to treat the combination of two variables as one. For example,

\[ A = B + CD \]

can be represented by

A \hspace{1cm} B \hspace{1cm} CD

Figure 8. Nomograph of \( A = B + CD \)

A second procedure, which enables each variable to be individually portrayed, incorporates the fabrication of dummy parameters. Consider

\[ A = BC + DE \]
Defining

\[ N_1 = BC \]
\[ N_2 = DE \]

Thus, establishing \( A = N_1 + N_2 \). The following determinants can be constructed.

\[
\begin{bmatrix}
-B & B^2 & 1 \\
0 & N_1 & 1 \\
C & C^2 & 1
\end{bmatrix} = 0 \quad (8)
\]

\[
\begin{bmatrix}
-D & D^2 & 1 \\
0 & N_2 & 1 \\
E & E^2 & 1
\end{bmatrix} = 0 \quad (9)
\]
The nomographs for these determinants can now be combined as shown in Figure 9.

Figure 9. Integration of Several Nomographs
Analysis of the final nomograph will show that \( N_1 \) and \( N_2 \) are dummy lines and need no scales. In addition, it is important to note that the order of linking is now more complex and should be indicated in an auxiliary diagram.

3.3 **Normal and Radial Graphing Aids**

Normal two axis graphs can be attached to nomographs. This usually requires a linearly scaled nomographic line which is identical to one of the axes of the normal graph. An example of this is illustrated in Figure 10.

**Figure 10. Integration of Normal Graphs and Nomographs**

Scales on line C are not required.
Interesting two variable radial graphs can be constructed from determinate form by replacing both the X and Y elements of any row with specific numerical values. This results in a two variable relationship which is very useful in several ways. First, it permits normal graphs to be replaced by a graph which is more easily used. For example.

![Figure 11. Transformation of Normal Graphs into Nomographs](image)

Secondly, it permits two nomographs with identical variables to be linked.

![Figure 12. Nomographic Linkage](image)
To maintain the required colinear relation, a focal point must exist which is valid for all lines passing through the two curves. The coordinates for this point are determined by the values of the numerical elements in the replaced row.

3.4 Nornographic Determinants

The following list of determinants and equations is presented in order to provide a supplementary digest of existing nomographs.

$$
\begin{bmatrix}
0 & 2A & 1 \\
-\frac{7.5}{B} & 2B & 1 \\
\frac{7.5}{C} & 2C & 1
\end{bmatrix}
$$

$$
A = \frac{B^2 + C^2}{B + C}
$$

$$
\begin{bmatrix}
0 & \frac{2}{3}A & 1 \\
\frac{1}{B+1} & -\frac{2B^2}{3(B+1)} & 1 \\
1 & \frac{2}{3}C & 1
\end{bmatrix}
$$

$$
B^2 + AB + C = 0
$$
\[
\begin{bmatrix}
0 & A & 1 \\
\frac{B^2}{B^2+1} & -\frac{B}{B^2+1} & 1 \\
1 & C & 1
\end{bmatrix}
\]

\[CB + A/B + 1 = 0\]

\[
\begin{bmatrix}
-1 & 2A-1 & 1 \\
B^2 & B^2 & 1 \\
1 & 2C + 1 & 1
\end{bmatrix}
\]

\[z^2 = \frac{A+C}{A-C}\]

\[
\begin{bmatrix}
\frac{1}{A} & 0 & 1 \\
B & B & 1 \\
0 & \frac{1}{C} & 1
\end{bmatrix}
\]

\[A + C = \frac{1}{B}\]
\[
\begin{bmatrix}
\frac{1}{A} & -\frac{1}{A^2} & 1 \\
0 & \frac{1}{B} & 1 \\
\frac{1}{C} & -\frac{1}{C^2} & 1 \\
\end{bmatrix}
\]

\[B = AC\]

\[
\begin{bmatrix}
A^2 & A^2 & 1 \\
1 + \frac{B}{2} & \frac{B}{2} & 1 \\
C^2 + 2 & C^2 & 1 \\
\end{bmatrix}
\]

\[B = A^2 + C^2\]

\[
\begin{bmatrix}
A & 0 & 1 \\
B & B & 1 \\
0 & C & 1 \\
\end{bmatrix}
\]

\[\frac{1}{B} = \frac{1}{A} + \frac{1}{C}\]
\[
\begin{bmatrix}
\frac{1}{1+A^2} & \frac{A}{1+A^2} & 1 \\
\frac{1}{1+B^2} & \frac{-B}{1+B^2} & 1 \\
\frac{1}{1+C} & 0 & 1
\end{bmatrix}
\text{\quad \quad \quad AB = C}
\]

\[
\begin{bmatrix}
A & A^2 & 1 \\
1 & B^2 & 1 \\
C & 0 & 1
\end{bmatrix}
\text{\quad \quad \quad C = \frac{A^2 - AB^2}{A^2 - B^2}}
\]

\[
\begin{bmatrix}
0 & \frac{1}{A} & 1 \\
\frac{1}{B^3} & \frac{1}{B^3} & 1 \\
1 & \frac{C+1}{C} & 1
\end{bmatrix}
\text{\quad \quad \quad C = \frac{A}{1 - B^3}}
\]
REFERENCES


### Nomograph Construction Methods

This report presents nomographic methods developed to graphically represent the various functional relationships between three or more parameters interrelated by equations. Also included are methods developed to vary both the form and the size of given nomographs. These developments were based on colinear techniques.
### UNCLASSIFIED

#### Security Classification

<table>
<thead>
<tr>
<th>KEY WORDS</th>
<th>LINK A</th>
<th>LINK B</th>
<th>LINK C</th>
</tr>
</thead>
<tbody>
<tr>
<td>Nomography</td>
<td>ROLE</td>
<td>WT</td>
<td>ROLE</td>
</tr>
<tr>
<td>Nomographic Methods</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Stress Analysis</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Automated Nomography</td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### INSTRUCTIONS

1. ORIGINATING ACTIVITY: Enter the name and address of the originator, subcontractor, grant, Department of Defense activity or other organization (corporate author) issuing the report.

2a. REPORT SECURITY CLASSIFICATION: Enter the overall security classification of the report. Indicate whether "Restricted Data" is included. Marking is to be in accordance with appropriate security regulations.

2b. GROUP: Automatic downgrading is specified in DoD Directive 5200.10 and Armed Forces Industrial Manual. Enter the group number. Also, when applicable, show that optional markings have been used for Group 3 and Group 4 as authorized.

3. REPORT TITLE: Enter the complete report title in all capital letters. Titles in all cases should be unclassified. If a meaningful title cannot be selected without classification, show title classification in all capitals in parenthesis immediately following the title.

4. DESCRIPTIVE NOTES: If appropriate, enter the type of report, e.g., interim, progress, summary, annual, or final. Give the inclusive dates when a specific reporting period is covered.

5. AUTHOR(S): Enter the name(s) of author(s) as shown on or in the report. Enter last name, first name, middle initial. The name of the principal author is an absolute minimum requirement.

6. REPORT DATE: Enter the date of the report as day, month, year; or month, year: If more than one date appears on the report, use date of publication.

7a. TOTAL NUMBER OF PAGES: The total page count should follow normal pagination procedures, i.e., enter the number of pages containing information.

7b. NUMBER OF REFERENCES: Enter the total number of references cited in the report.

8a. CONTRACT OR CRANT NUMBER: If appropriate, enter the applicable number of the contract or grant under which the report was written.

8b, c, & d. PROJECT NUMBER: Enter the appropriate military department identification, such as project number, subproject number, system numbers, task number, etc.

9a. ORIGINATOR'S REPORT NUMBER(S): Enter the official report number by which the document will be identified and controlled by the originating activity. This number must be unique to this report.

9b. OTHER REPORT NUMBER(S): If the report has been assigned any other report numbers (either by the originator or by the sponsor), also enter this number(s).

10. AVAILABILITY/LIMITATION NOTICE: Enter any limitations on further dissemination of the report, other than those imposed by security classification, using standard statements such as: 

- "Qualified requesters may obtain copies of this report from DDC."
- "Foreign announcement and dissemination of this report by DDC is not authorized."
- "U. S. Government agencies may obtain copies of this report directly from DDC. Other qualified DDC users shall request through...",
- "U. S. military agencies may obtain copies of this report directly from DDC. Other qualified users shall request through...",
- "All distribution of this report is controlled. Qualified DDC users shall request through...",

If the report has been furnished to the Office of Technical Services, Department of Commerce, for sale to the public, indicate this fact and enter the price, if known.

11. SUPPLEMENTARY NOTES: Use for additional explanatory notes.

12. SPONSORING MILITARY ACTIVITY: Enter the name of the departmental project office or laboratory sponsoring (paying for) the research and development. Include address.

13. ABSTRACT: Enter an abstract giving a brief and factual summary of the document indicative of the report, even though it may also appear elsewhere in the body of the technical report. If additional space is required, a continuation sheet shall be attached.

It is highly desirable that the abstract of classified reports be unclassified. Each paragraph of the abstract shall end with an indication of the military security classification of the information in the paragraph, represented as (S), (C), or (U).

There is no limitation on the length of the abstract. However, the suggested length is from 150 to 225 words.

14. KEY WORDS: Key words are technically meaningful terms or short phrases that characterize a report and may be used as index entries for cataloging the report. Key words must be selected so that no security classification is required. Identifiers, such as equipment model designation, trade name, military project code name, geographic location, may be used as key words but will be followed by an indication of technical content. The assignment of links, rules, and weights is optional.