Research Project: CREEP AND SLIDING IN CLAY SLOPES: MUTUAL EFFECTS OF INTERLAYER SWELLING AND ICE JACKING

Principal Investigator: KURT A. CZURDA

Contractor: UNIVERSITY OF INNSBRUCK

Contract Number: DAJA 45-83-C-0010

4. INTERIM REPORT


The Research reported in this document has been made possible through the support and sponsorship of the U.S. Government through its European Research Office of the U.S. Army. This report is intended only for the internal use of the Contractor and the US Government.

APPROVED FOR PUBLIC RELEASE: DISTRIBUTION UNLIMITED

Innsbruck, 1984-04-25
<table>
<thead>
<tr>
<th>Block</th>
<th>Content</th>
</tr>
</thead>
<tbody>
<tr>
<td>1. REPORT NUMBER</td>
<td>A191764</td>
</tr>
<tr>
<td>2. GOVT ACCESSION NUMBER</td>
<td></td>
</tr>
<tr>
<td>3. RECIPIENT'S CATALOG NUMBER</td>
<td></td>
</tr>
<tr>
<td>4. TITLE (and Subtitle)</td>
<td>Creep and Sliding in Clay Slopes; Mutual effects on Interlayer Swelling and Ice Jacking</td>
</tr>
<tr>
<td>5. TYPE OF REPORT &amp; PERIOD COVERED</td>
<td>Dec 83 - Apr 84</td>
</tr>
<tr>
<td>6. PERFORMING ORG. REPORT NUMBER</td>
<td></td>
</tr>
<tr>
<td>7. AUTHOR(s)</td>
<td>Kurt A. Czurda</td>
</tr>
<tr>
<td>8. CONTRACT OR GRANT NUMBER(s)</td>
<td>DAAG25-83-C-0010</td>
</tr>
<tr>
<td>9. PERFORMING ORGANIZATION NAME AND ADDRESS</td>
<td>Engineering Geology Section, Innsbruck University, A-6020 Innsbruck, Austria</td>
</tr>
<tr>
<td>10. PROGRAM ELEMENT, PROJECT, TASK AREA &amp; WORK UNIT NUMBERS</td>
<td>61102A-16-1102-BH57-01</td>
</tr>
<tr>
<td>11. CONTROLLING OFFICE NAME AND ADDRESS</td>
<td>USARSDS-UK, PO Box 65, FPO NY 09510</td>
</tr>
<tr>
<td>12. REPORT DATE</td>
<td>25 Apr 84</td>
</tr>
<tr>
<td>13. NUMBER OF PAGES</td>
<td>10</td>
</tr>
<tr>
<td>14. MONITORING AGENCY NAME &amp; ADDRESS (if different from Controlling Office)</td>
<td></td>
</tr>
<tr>
<td>15. SECURITY CLASS. (of this report)</td>
<td>Unclassified</td>
</tr>
<tr>
<td>15a. DECLASSIFICATION/DOWNGRADING SCHEDULE</td>
<td></td>
</tr>
<tr>
<td>16. DISTRIBUTION STATEMENT (of this Report)</td>
<td>Approved for public release; distribution unlimited</td>
</tr>
<tr>
<td>17. DISTRIBUTION STATEMENT (of the abstract entered in Block 20, if different from Report)</td>
<td></td>
</tr>
<tr>
<td>18. SUPPLEMENTARY NOTES</td>
<td></td>
</tr>
<tr>
<td>19. KEY WORDS (Continue on reverse side if necessary and identify by block number)</td>
<td>Clay petrography; swelling clay; frost-thaw cycles; slope stability; molasse formation; Austrian alps</td>
</tr>
<tr>
<td>20. ABSTRACT (Continue on reverse side if necessary and identify by block number)</td>
<td>Laboratory tests, partially confirmed by field data, demonstrate that the swelling of freshwater clay exhibits small clay swell expansion (depending upon the initial water content) and additional ice expansion due to ice lense formation. Ice lense formation is enabled only if the freezing process is accompanied by simultaneous water uptake from the bottom. If the natural condition of a sample is almost water saturated, as was the case during sampling in the fall of 1983, the clay represents an already expanded condition.</td>
</tr>
</tbody>
</table>
INSTRUCTIONS FOR PREPARATION OF REPORT DOCUMENTATION PAGE

RESPONSIBILITY. The controlling DoD office will be responsible for completion of the Report Documentation Page, DD Form 1473, in all technical reports prepared by or for DoD organizations.

CLASSIFICATION. Since this Report Documentation Page, DD Form 1473, is used in preparing announcements, bibliographies, and data banks, it should be unclassified if possible. If a classification is required, identify the classified items on the page by the appropriate symbol.

COMPLETION GUIDE

General. Make Blocks 1, 4, 5, 6, 7, 11, 13, 15, and 16 agree with the corresponding information on the report cover. Leave Blocks 2 and 3 blank.

Block 1. Report Number. Enter the unique alphanumeric report number shown on the cover.

Block 2. Government Accession No. Leave Blank. This space is for use by the Defense Documentation Center.

Block 3. Recipient's Catalog Number. Leave blank. This space is for the use of the report recipient to assist in future retrieval of the document.

Block 4. Title and Subtitle. Enter the title in all capital letters exactly as it appears on the publication. Titles should be unclassified whenever possible. Write out the English equivalent for Greek letters and mathematical symbols in the title (see "Abstracting Scientific and Technical Reports of Defense-sponsored RDT&E," AD-667 000). If the report has a subtitle, this subtitle should follow the main title, be separated by a comma or semicolon if appropriate, and be initially capitalized. If a publication has a title in a foreign language, translate the title into English and follow the English translation with the title in the original language. Make every effort to simplify the title before publication.

Block 5. Type of Report and Period Covered. Indicate here whether report is interim, final, etc., and, if applicable, inclusive dates of period covered, such as the life of a contract covered in a final contractor report.

Block 6. Performing Organization Report Number. Only numbers other than the official report number shown in Block 1, such as series numbers for in-house reports or a contractor/grantee number assigned by the contractor or grantee who prepared the report and identify the appropriate corporate division, school, laboratory, etc., of the author. List city, state, and ZIP Code.

Block 7. Author(s). Include corresponding information from the report cover. Give the name(s) of the author(s) in conventional order (for example, John R. Doe or, if author prefers, J. Robert Doe). In addition, list the affiliation of an author if it differs from that of the performing organization.

Block 8. Contract or Grant Number(s). For a contractor or grantee report, enter the complete contract or grant number(s) under which the work reported was accomplished. Leave blank in in-house reports.

Block 9. Performing Organization Name and Address. For in-house reports enter the name and address, including symbol, of the performing activity. For contractor or grantee reports enter the name and address of the contractor or grantee who prepared the report and identify the appropriate corporate division, school, laboratory, etc., of the author. List city, state, and ZIP Code.

Block 10. Program Element, Project, Task Area, and Work Unit Numbers. Enter here the number code from the applicable Department of Defense form, such as the DD Form 1498, "Research and Technology Work Unit Summary" or the DD Form 1634, "Research and Development Planning Summary," which identifies the program element, project, task area, and work unit or equivalent under which the work was authorized.

Block 11. Controlling Office Name and Address. Enter the full, official name and address, including office symbol, of the controlling office. (Equates to sponsoring agency. For definition see DoD Directive 5200.20, "Distribution Statements on Technical Documents.")

Block 12. Report Date. Enter here the day, month, and year or month and year as shown on the cover.

Block 13. Number of Pages. Enter the total number of pages.

Block 14. Monitoring Agency Name and Address (if different from Controlling Office). For use when the controlling or funding office does not directly administer a project, contract, or grant, but delegates the administrative responsibility to another organization.


Block 17. Distribution Statement (of the abstract entered in Block 20, if different from the distribution statement of the report). Insert here the applicable distribution statement of the abstract from DoD Directive 5200.20, "Distribution Statements on Technical Documents."

Block 18. Supplementary Notes. Enter information not included elsewhere but useful, such as: Prepared in cooperation with . . . Translation of (or by) . . . Presented at conference of . . . To be published in . . .

Block 19. Key Words. Select terms or short phrases that identify the principal subjects covered in the report, and are sufficiently specific and precise to be used as index entries for cataloging, conforming to standard terminology. The DoD "Thesaurus of Engineering and Scientific Terms" (TE27), AD-672 000, can be helpful.

Block 20. Abstract. The abstract should be a brief (not to exceed 200 words) factual summary of the most significant information contained in the report. If possible, the abstract of a classified report should be unclassified and the abstract to an unclassified report should consist of publicly-releasable information. If the report contains a significant bibliography or literature survey, mention it here. For information on preparing abstracts see "Abstracting Scientific and Technical Reports of Defense-Sponsored RDT&E," AD-667 000.
Table of Contents

1. Summary of Research Results up to now 1
2. Results of Field Testing 2
   2.1. Clay Strain 2
   2.2. Temperature 5
   2.3. Piezometer 5
   2.4. Conclusions 6
3. Results of Laboratory Testing 7
4. Research Plans for the Coming Research Period 7

List of Figures

Fig. 1: Atmospheric temperature, soil temperature and soil strain results from winter 1983/84, test site Remigen. Three freeze-thaw cycles with maximum axial volume increase of about 6 cm during the third frost period in February 1984.

Fig. 2: Freezing Test Diagram: samples with natural water content without water uptake during experiment.

Fig. 3: Freezing Test Diagram: samples in natural condition (almost water saturated) with water uptake during freezing.
1. Summary of Research Results up to now

In general, the more advanced laboratory tests from the freezer, the dilatometer and the swell heave apparatus showed excellent trend conformity with the field testing results of the first freezing period: winter 1983/84.

In the laboratory it could be proved that the swelling freshwater clay exhibits small clay swell expansion (depending on the initial water content) and additional ice expansion due to ice lense formation. Ice lense formation is enabled only if the freezing process is accompanied by simultaneous water uptake (adhesion) from the bottom. If the natural condition of a sample is almost water saturated, as it was the case during sampling in fall 1983, the clay represents already an expanded condition.

The three freezing periods during winter 1983/84 forced the clay in our test section Remigen within the freshwater Molasse of Upper Austria, to form ice lenses during freezing, resulting in an absolute swell heave of roughly 6 cm within the top layer of 10 cm thickness. 10 cm means the maximum of possible frost penetration during the winter period under discussion. The extremely high axial strain - the laboratory results even exceeding - suggests water adhesion from the ground water reservoir through the dried zone immediately below the freezing front. The according thawing periods brought about swell heave within the dried out zone by clay water adsorption.

Fabric rearrangements of the clay flakes show a loosening effect on the clay and probably are responsible for a remaining increased volume and better swelling conditions on further water uptake. Structure collapses are to be expected.
2. Results of Field Testing

First results from our field testing equipment is now available and can be evaluated. The following data were obtained in winter 1983/84 between Nov. 7. 1983 and March 3.1984. (Fig. 1)

No frost days were registered before the installation of the field testing equipment (soil strain gauges, thermograph) on Nov. 7., thus no frost heave was missed this season.

2.1. Clay Strain

The first frost day was Nov. 12.1983. The first frost heave was registered two days later when the external temperature fell below -4°C. This is due to the fact that the water surrounding the clay flakes stays in a state of tension and freezes at lower temperatures than ordinary water. The temperature where all the water is frozen depends on three parameters: kind of clay minerals, electrolyte content and extent of water saturation. The freezing point of -4°C for the clay under investigation fits perfectly with the laboratory results (freezer tests). This first freezing period mentioned continued until Nov. 25. The frost heave, interrupted by two small shrinkage intervals, continued for the same time. It's extent of axial volume increase went up by 11.5 mm. Within the following thaw period shrinkage could be registered with an extent of 5.5 mm within one single day. The remaining 6.0 mm persisted as clay swell heave resp. as volume increase due to newly developed surface parallel microcracks.

A second freezing period started on Nov. 30. Certainly the expansion due to freezing began when the atmospheric temperature fell below -9°C, which was about the lowest temperature during the second freezing period. During this period an expansion up to 27.5 mm occurred, again interrupted by two small shrinkage events.
Fig. 1: Atmospheric temperature, soil temperature and soil strain results from winter 1983/84, test site Remigen. Three freeze-thaw cycles with maximum axial volume increase of about 6 cm during the third frost period in Feb. 1984.
Very low resp. none swelling at all has been recorded by the lower sensors: between 21 and 31 cm resp. 31 and 41 cm (sensors 3/4 and 4/5) a swell heave of 0,5 mm during the first frost period and 0,2 mm during the 2. The lower parts of the test section (below 41 cm = sensors 5 to 8) were not affected by any expansion or shrinkage.

2.2. Temperature

The temperature, recorded by a dial thermometer in a depth of 15 cm, shows a similar course like the atmospheric values. By all means it is noticeable that all changes - either freezing or thawing - are shifted by two days. The lowest temperature value which was reached in 15 cm depth was -1°C during the 3. frostheave period (20.2.84). The temperature at 90 cm depth was lowered down to +4°C during the same period.

The steady registration by means of three thermosensors in 2, 7 and 12 cm depth was not succesful because these sensors are too sensitive against vibrations. We have to place this equipment at another location, seperated from the other installations, in order to avoid disturbance.

Furthermore, during the coming winter season, the accurate freezing depth has to be measured. This could be achieved most accurately by sampling small drilling cores during frost periods.

2.3. Piezometer

The recording of the groundwater level through the especially drilled piezometer hole could be done only sporadically and therefore no measured trend in fluctuation could be gained. During the coming cold period, the groundwater level has to be recorded daily because it is of striking interest, how it influences the expected suction during the ice lens formation within the top clay layers.
A direct connection between precipitation and frost expansion resp. shrinkage could not be observed. The most abundant rainfall in most cases goes with thawing periods.

2.4. Conclusions

The frost heave rates are surprisingly high. With certainty it can be said that the frost penetration face did not exceed deeper than 11 cm. Assuming that it was at roughly 10 cm, then this means an expansion of 60% - and in case the frost penetration did not exceed that far, this value would increase even more. Compared with the laboratory results (29 - 52%) the field values are slightly higher. A small part of this expansion is certainly due to pure swelling by water uptake within and around the clay flakes, especially the swelling phases. At any rate this amounts only up to 1-3%. This because the natural moisture content of the clay was measured between 28 and 34%, which means about water saturation. As we know from the laboratory experiments, the clay in this state of moisture content is expanded already.

The clay below the frost penetration line, between 10 and 40 cm depth, experienced a slight shrinkage during the freezing periods, possibly due to suction of moisture out of this area into the freezing region. A complete drying out is not to be assumed because the extent of shrinkage was not high enough as we know from our laboratory tests. The swelling during the thaw periods are to be attributed to clay expansion by water adsorption because melt water is now diffusing downward and is saturating the dry lower layers. The measured swell heave of 2-3% is adequate to the laboratory results.

It was mentioned and explained already that freezing only starts below -4°C. The fact that frost swelling just starts when the lowest temperature of the previous frost period is attained (-9 resp. -10°C) is not fully explained yet and has to be checked by laboratory experiments.
3. Results of Laboratory Testing

Fig. 2 shows the test results for about water saturated samples - which means natural conditions. Whereas non saturated samples show no volume change at all, the water saturated condition enables at least a week clay swell expansion (1) followed by a week ice expansion (2), resulting in about 4.5% axial strain. The thawing- and drying out phase (3) forces the sample to shrink below the initial volume.

Fig. 3 contains the expansion diagram for the simultaneous water uptake freezing tests. In the case of freezing with simultaneous water uptake through the bottom filter stone, a total maximum heave of up to 45% on average could be observed. This is due to mainly ice lense formation (2) and a minor part to clay swell heave (1). The shrinkage upon thawing and drying out extents down to the initial volume in an air dried state (3).

Up to know, the obvious fabric rearrangements during freezing could not bring about remaining volume changes after thawing but because of the small data base of only 8 tests for the above mentioned diagrams (fig. 2 and 3), this is not proved and explained yet.

4. Research Plans for the Coming Research Period

In the laboratory much more freezing experiments have to be carried out. This by means of the freezer, containing 6 samples (dimension of cylindrical samples: Ø 5 cm, length 5 - 8 cm) and the dilatometer (dimension of cylindrical samples: Ø 8 mm, length 30 - 50 mm). Further, swell heave tests without freezing have to be performed in the expansion apparatus. The influence of different electrolyte solutions on swelling and freezing will be studied as well. The influence of cation saturation as a result of the primary
Fig. 2: Freezing Test Diagram: samples with natural water content without water uptake during experiment

1. Swell heave of a clay sample with natural water content
2. Ice swelling of the water saturated sample without water uptake
3. Thawing and drying out with shrinking effect
4. 2nd swell heave until water saturation
Fig. 3: Freezing Test Diagram: samples in natural condition (almost water saturated) with water uptake during freezing

1. Swell heave of a clay sample with natural water content (almost saturated)
2. Ice swelling of the water saturated sample: steady water uptake from the bottom and simultaneous ice lens formation within the upper part
3. Thawing and partly drying out with shrinking effect
4. 2nd swell heave on water uptake until water saturation
electrolyte composition and diagenetic resp. weathering solution (porewater) circulation controls the shear strength and therefore is of striking influence on the slope creep behaviour. It will be checked by vane shear - and direct shear tests.

In the field, some shrinkage and swelling is to be expected because during summer time there will be very dry periods with low groundwater level, resulting probably in clay shrinkage, and heavy rainfalls with rising groundwater level and extensive surface wetting. The soil strain gages remain installed and will be checked regularly. It is intended as well to make efforts in recording the pore water pressure if there is any at all. There is of course a gravitational porewater seeping during rainfall periods but an adhesive moisture migration against gravitation from the groundwater level upward may act as well.