The stimulator could be on continuously during the filling phase although stimulation is actually only needed to inhibit a contraction. The stimulator could thus be turned off if no reflex contractions are present. In order to allow event driven stimulation a sensor is needed that detects the onset of a contraction.

Implantable sensors with sufficiently long biocompatibility and reliability are difficult to build, but with the advent of methods for long-term electrical interfacing with nerves, recording from natural sensors in the body have become a realistic alternative [7]. The goal in this ongoing project is to monitor mechanical bladder activity by recording nerve signals from nerves innervating the urinary bladder. Previous work in acute pig experiments [8] has shown that cuff electrodes placed on S2/3 sacral roots could be used to record ENG originating from bladder, rectum and cutaneous receptors. Subsequent chronic implants in pigs showed that these signals can also be reliably recorded with implanted electrodes. In this abstract we report on measurements from sacral nerve roots in 2 SCI patients performed at the Guttmann Institute in Barcelona, Spain.

II. METHODOLOGY

The local ethical committee of the Guttmann Institute approved the protocol and both patients signed an informed consent. Measurements were obtained from 2 female patients with a complete spinal cord injury (Patient 1: T3, age: 44 years, 3 years post injury; Patient 2: T8, age 40, 18 years post injury).

1) Patient preparation: The patients underwent implantation of an extradural Finetech-Brindley sacral ventral root stimulator [9]. During the operation, access to the extradural sacral nerve roots was gained after a laminectomy. Individual nerve roots were identified by their size and by the response of several muscle groups to electrical stimulation with a hook electrode. After identification a tripolar cuff electrode, to be used for recording, was placed around a complete extradural S3 sacral nerve root (right side). Saline at body temperature was poured on the nerves to prevent them from drying. The cuff electrode was completely submerged during the experiment. At this point the leads were connected to an asecopic amplifer/telemeter [12] and for 15-20 minutes ENG was recorded while the skin, rectum and bladder were mechanically stimulated. After these measurements the cuff electrode was removed and the surgical procedure resumed with a complete extradural dorsal rhizotomy and implantation of the extradural stimulation electrodes.
**Report Date**
25 Oct 2001

**Report Type**
N/A

**Dates Covered (from... to)**
-

<table>
<thead>
<tr>
<th>Title and Subtitle</th>
<th>Contract Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>Intraoperative Recording of ENG From Human Sacral Nerve Roots</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Author(s)</th>
<th>Project Number</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Performing Organization Name(s) and Address(es)</th>
<th>Performing Organization Report Number</th>
</tr>
</thead>
<tbody>
<tr>
<td>Center for Sensory-Motor Interaction Aalborg University Denmark</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Sponsoring/Monitoring Agency Name(s) and Address(es)</th>
<th>Sponsor/Monitor’s Acronym(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>US Army Research, Development &amp; Standardization Group (UK) PSC 802 Box 15 FPO AE 09499-1500</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Distribution/Availability Statement</th>
<th>Sponsor/Monitor’s Report Number(s)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Approved for public release, distribution unlimited</td>
<td></td>
</tr>
</tbody>
</table>

**Supplementary Notes**
Papers from 23rd Annual International Conference of the IEEE Engineering in Medicine and Biology Society, October 25-28, 2001, held in Istanbul, Turkey. See also ADM001351 for entire conference on cd-rom.

**Abstract**

**Subject Terms**

<table>
<thead>
<tr>
<th>Report Classification</th>
<th>Classification of this page</th>
</tr>
</thead>
<tbody>
<tr>
<td>unclassified</td>
<td>unclassified</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Classification of Abstract</th>
<th>Limitation of Abstract</th>
</tr>
</thead>
<tbody>
<tr>
<td>unclassified</td>
<td>UU</td>
</tr>
</tbody>
</table>

**Number of Pages**
4
2) **Recording:** The patients were instrumented with a single lumen transurethral catheter to perform bladder filling and to measure intravesical pressure. Two catheters were inserted in the rectum, one for rectal distention, and one to measure rectal pressure. In addition two surface electrodes were placed next to the clitoris for stimulation of the dorsal clitoral nerve.

The cuff electrodes were made of (medical grade) silicone with 3 circular biocompatible platinum foil contacts. Similar electrodes have been used in chronic human applications to control handgrasp and to restore dropfoot [10,11].

The cuff electrode was connected to a battery powered amplifier/telemeter [12]. The amplified signals were sent to an external receiver, sampled at 20 KHz and stored with the bladder and rectal pressures on a digital audio recorder. The ENG-signals were also made audible through a loudspeaker.

The following experimental protocol was used:
- ENG was recorded while the relevant sacral dermatome was tapped by a gloved hand.
- ENG was recorded during consecutive rapid injections of 50 ml warm saline into the bladder to study the relation between mechanical bladder activity and the ENG signals.
- ENG was recorded during consecutive rapid injections of 50 ml warm saline into the rectum to study the relation between mechanical rectal activity and the ENG signals.
- The clitoral nerve was stimulated (10 Hz, 10-35 mA) using surface electrodes at different amplitudes using a handheld stimulator. The resulting evoked compound action potentials were picked up with the cuff electrode.

### III. Results

**A. Cuff electrode**

Patient 1 received a tripolar cuff electrode of 12 mm length (contact spacing: 5 mm; contact width: 1 mm). The cuff had an inner diameter of 3 mm. This cuff snugly fitted around the nerve. Patient 2 received a similar cuff electrode but with an inner diameter of 2.6 mm as the nerve bundle was slightly smaller.

**B. Patient 1**

No ENG could be recorded in response to stimulation of the dermatomes, bladder distension or rectal distention. Only a weak response was present during stimulation of the dorsal clitoral nerve.

**C. Patient 2**

The ENG recorded during touching of the dermatomes (mainly buttocks) was very clear on the loudspeaker. Fig.1 shows both the raw signal and the bandpassed (200 Hz-4 kHz) rectified and bin integrated signal (Tbin=50 ms). The presence of ENG cannot directly be seen in the raw signal but becomes clear after processing. The first and last few seconds in fig.1 show the background noise (around 0.6 µV). The burst of activity in the between is the response to skin manipulation. The maximum amplitude of these cutaneous signals is about 0.8 µV.

![Fig. 1. Raw (top) and processed (bottom) ENG during skin tapping.](image1)

Fig. 1. Raw (top) and processed (bottom) ENG during skin tapping.

![Fig. 2. Rectified, bin integrated and low pas filtered ENG (top), bladder pressure (middle), rectal pressure (bottom) during 5 consecutive injections of 50 ml into the bladder.](image2)

Fig. 2. Rectified, bin integrated and low pass filtered ENG (top), bladder pressure (middle), rectal pressure (bottom) during 5 consecutive injections of 50 ml into the bladder.

Small phasic increases are present in the ENG-response during the first, second and fourth injection but they were absent during the third and fifth injection.
Fig. 3 shows the recorded ENG (rectified, bin integrated and low pass filtered at 2 Hz) during rectal distension. Four consecutive injections of 50 ml each were carried out at around 10, 30, 55 and 70 s, respectively. These injections are visible as a rapid increase in rectal pressure in fig. 2 (bottom trace). Bladder pressure does not change much during rectal distention. It only decreases gradually as bladder is drained after the filling experiment.

After the fourth injection 50 ml has been taken out and injected again. This has been repeated a few times and is visible as large rectal pressure changes after 100 s.

Recordings of compound action potentials (CAP) induced by clitoral nerve stimulation using a bipolar surface electrode were reproducible but the amplitude of the CAPs were rather low (3.2 µV). The distance from the stimulation electrode to the recording cuff electrode was estimated to be 0.25 m suggesting a propagation velocity of 50 m/s.

IV. DISCUSSION

In the first experiment no data was recorded which correlated to manipulation of bladder and rectum. Also ENG related to skin tapping was absent. Inspection of the cuff electrode after the experiment revealed that electrode contacts were bend and partially detached from the inside of the cuff. As this may have happened during the placing of the electrode it explains why no signals were recorded.

In the second experiment the recorded signals were distinct nerve signals with a relative small amplitude. The small amplitude may be explained by the rather large inner diameter of the cuff electrode. With a smaller diameter cuff electrode, larger signal amplitudes are expected. However, the minimum cuff diameter is limited by the diameter of the nerve bundle. Alternatively the cuff electrode could be placed intradurally. At this location the roots are not surrounded by a perineurium sheath one could separate the dorsal and ventral roots. A smaller cuff could then be used to record from only the dorsal roots.

V. CONCLUSION

Intraoperative ENG recordings from human sacral roots have been performed. The recordings are in accordance with results from similar experiments performed in pigs [8]. However more human experiments are needed to elucidate whether this way of monitoring bladder activity could be used to detect the onset of a bladder contraction.

ACKNOWLEDGMENT

The authors thank N. Barniol and A. Uranga for allowing us to modify the recording equipment at an electronics lab at the Autonomic University of Barcelona. The work was supported by The Guttmann Institute, the Danish National Research Foundation and the Danish Research Council.

REFERENCES