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ABSTRACT

This paper investigates the utility of computing Time-Domain Green’s Functions (TDGF) to be used for cstimating
veloeity and attenuation structure for the purposcs of nuclear explosion monitoring over local and near-regional
distances. We have focused on two topics:

Earth’s background vibrations at frequencics below about 0.5 Hz have been attributed to ocean-wave energy
coupling into the ground and propagating as surface waves and P waves (compressional waves deep within the
Earth). However, the origin and nature of seismic noise on land at frequencies around | Hz has not yet been well
studied. Using array beamforming, we analyze the seismic noise ficlds at two remote sites (Parkfield and Mojave
Deserts) in California, for durations of one and six months respectively. We find that (1) the seismic background
noise at about 0.6-2 Hz consists of a significant amount of continuous P waves originating offshorc, and (2) the
power of the P-wave noise is highly correlated with the offshore wind speed, demonstrating that these
high-frequency P wavcs are excited by distant ocean winds.

Wc present a methodology to obtain frequency-dependent relative site amplification factors using ambient scismic
noisc. We treat a scismic network or array as a forced damped harmonie oscillator system where cach station
responds to a forcing function obtained from frequency-wavenumber beams of the ambient noise field. Taken over
long time periods, each station responds to the forcing function showing a frequency-dependent resonance peak
whose amplitude and spectral width depends upon the elastic and anelastic properties of the underlying medium.
Our results are encouraging in that hard rock sites generally show narrower rcsonance peaks with reduccd
amplitudes relative to soft rock sites in sedimentary basins. There is also a tendency for spectral peaks to shift to
higher frequencies and become more asymmetric as the site amplification increases. This could be due to
small-strain nonlinearity for stations having high site amplification.

One exciting aspeet of this research is that noisc analysis methods have the potential to be very useful in improving
body-wave tomography for Earth’s structure, just as noise cross-correlation methods have recently proven
successful in surface-wave tomography. A preliminary test examining teleseismic P waves recorded in southern
California shows that similar arrival-time anomalies can be obtained both from direct P waves from a natural
carthquake and P-wavc noise generated by a large storm. In this case, the noise can be processed using waveform
cross-correlation among different station pairs and optimal P relative arrival-time cstimates can be eomputed using
the same approach traditionally used to analyze carthquake arrival times.
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OBJECTIVES

Our objective is to apply and extend the methodology of deriving TDGF for propagation betwcen two receivers by
cross-correlation of seismic noise observed at the receivers. We propose to add the following improvements of the
TDGF method: 1) modifications to better handle cases having non-isotropie noise; 2) implementing a systcm
identification approach for obtaining reliablc amplitude information for the TDGF, allowing for the estimation of
attenuation along paths between receivers. We also seek turning body-wave noise into relative arrival times, and
thus improvements of traditional body-wave tomography.

RESEARCH ACCOMPLISHED

Estimating Site Amplification Factors from Ambient Noise

This part is based on Taylor et al. (2009). Most studies of ambient noisc have focused on thc mcasurement of
interstation group velocitics using the time-domain Green’s function derived from noise cross correlation

(e.g., Gerstoft et al., 2006a). Little work to date has addressed thc issue of obtaining attcnuation from ambicnt noisc.
Recent work of Snieder (2007), Matzel (2008), Prieto and Beroza (2008) and Prieto ct al., (2009) have begun to
address this problem. Snieder (2007) shows that, for acoustic waves in homogcneous anelastic media, eorrelation-
type Green'’s functions can be correctly estimatcd, but attenuation is not. In practical applications, however, multiple
scattering may aid in recovering attenuation, but the issue remains unresolved. Snieder (2007) also points out the
necessity of dividing observed power spectrum by that of the excitation (forcing) power spectrum that we use in our
approach. Ambient noise has been used previously for estimating site effects (e.g., Field and Jacob, 1995) by taking
the horizontal to vertical spectral ratio to obtain the resonant frequency. The motivation for our work is related to
nuclear explosion monitoring, but may have other applications as well, particularly for seismic hazard studies,
calibration of regional arrays and site selection for planned station installations.

We have developed a simple methodology for estimation of site amplification factors (and possibly rclative
attenuation) using ambient noise. The approach is to estimate site Q using standing waves as opposed to taking a
propagating wave, tomographic approach (e.g. Matzel, 2008) or the spatial coherency (SPAC) approach of Aki
(1957; e.g. Prieto et al., 2009). The idea is to treat timc-varying frequency-wavcnumber (FK) beams of the ambicnt
noise field as a forcing function beneath a nctwork of stations. Each station responds differcntly to the forcing
function depending on the site structure and attenuation. Differcntial equations representing different forccd,
damped harmonic oscillator systems (FDHMO) can be used to estimate Q and resonance frequencies beneath
stations. Additionally, the method does not rcly on any time-domain normalization such as 1-bit normalization
(e.g., Benson et al., 2007) that presumably will have a deleterious cffect on amplitude measurcments necessary for
attenuation estimation.

For our analysis, we collected data for the month of January 2008 from the Southern California Earthquake Data
Center (SCEDC) for 72 stations shown in Figure la. Stations CHF and BRE are examples of a hard rock and soft
rock site, respectively, that will be discussed in subsequent analyses. Data for each station was examined for
glitehes, dropouts or other irregularities that may make them unsuitable for analysis.

Imagine that stations in a network or array are driven by a forcing funetion derived from the ambient noise ficld.
Each site will respond differently depending upon the elastic and anelastie properties of the underlying medium. As
a simple illustration, we use the differential equation for a FDHMO to simulate the response of cach station to the
foreing function given by (e.g., Lay and Wallace, 1995)

Jf+}o’c+w§x=£1—F(t) (1

where F(¢) is the forcing funetion, x is the sensor displaccment rcsponsc to the forcing function, yis the viscous
damping tcrm and a, is the natural frequency of the oscillator and M is the mass. For light damping, y << a,, the
resonance peak is narrow and most of the cnergy is eoneentrated around @ = @),. Using the approximation

(@, + @ Y@, - )= 20, (@, — ) the power spectrum for a partieular site relative to that of the forcing function is
then given by
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P(w) M (2)

P(w) . (o)
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where y= ay/Q. We leave the mass, M, in the formulation beeause it will subsequently be related through our
observations to the density at each reeeiver site. Note that the resonant frequeney is given by wg = /(k/M) where k
1s the spring eonstant. For eaeh station, it is then possible to grid seareh over a range of ay and Q values to mateh the
observed resonanee peaks. Of eourse, the single oseillator FDHMO is a very simple system and, as will be seen
below, observations suggest that a more eomplieated representation possibly involving slight nonlinearity may be
required.
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Figure 1. (a) Map showing seismie stations of the SCEDC used in this study. CHF and BRE are
examples of hard roek and soft rock sites, respeetively. (b) One day of BHZ channel data
at station CHF for January 9, 2008. Bottom portion of figure shows FK beams for three
2-hour samples of noise each with a color-coded arrow indicating the portion of the
signal used to compute the beam. White eirele corresponds to a phase velocity of 3 km/s
and black + symbol to the point at which beam is computed. Note that all available
stations for this day shown in Figure la were used to compute the FK spectrum.
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The power spectrum of the forcing function, P @) in Equation (2) is computed from the nctwork or array bcam
directed towards the maximum power of the ambient noise field. A network or array beam is nccessary for
cstimating the forcing function. This process is illustrated in Figure 1 where we compute the FK spectrum between
0.03 and 0.25 Hz. Figure 1b shows the record at station CHF for January 9, 2008, with three two-hour time windows
indicated by rcd, green and blue. Note that all available stations for this day shown in Figure 1a were used to
compute the FK spectrum. Three examples of FK spectra are shown color-coded to time windows on the
seismogram in Figure 1b. We compute a beam at the point marked by a + symbol for the maximum power betwcen
phase velocities of 2.9 and 3.2 kmvs.

The FK spectrum in Figure lc is typical for a noise sample uncontaminatcd by signal transicnts. Figurc 1d is
contaminated by the arrival of a teleseismic P wave from the northwest at a high phase velocity although the noisc
arrivals at relatively lower power can still be seen arriving from the southwest. Restriction of the phase velocities to
those between 2.9 and 3.2 knv/s allows us to remove the power from the transient P wave. Figurc le shows the FK
spectrum for a time window that was excluded from our analysis. A large regional surface wave arrives from the
northwest at phase velocities similar to ambient noise. It is a simple matter to identify this and climinate this time
window from the analysis. For the month of January, the noise field arrives prcdominantly from the southwest
although a range of azimuths can be observed consistent with Gerstoft and Tanimoto (2007). In practice, a greater
sampling of azimuths will help stabilize results and reduce potential dircctionally-depcendent interference effects on
the wavefield from multiple sourccs and lateral heterogenity. This can be achieved in two ways. The first is by
obtaining noise samples over different times of the year. The second is by integrating thc FK bcam along a
semi-circle of azimuth and phase velocity to capture a wider range of ambient noise energy.

Figure 2 shows the processing stcps involved with obtaining a site amplification factor from ambicnt noise for
January 9, 2008 shown in Figurc 1. We divide the data into two-hour non-ovcrlapping time windows. Figure 2a
shows the CHF BHZ power spectrum for each of the noise samples shown in Figure 1b. The powcr spectrum is
computed from each of the broadband FK beam points using the full array and is shown in Figurc 2b. Treating the
beam power in Figure 2b as the network forcing function and the individual channel powecr as the response (Figurc
2a), we use the center portion of Equation (3) and estimate the site response by computing the power spectral ratio
shown in Figure 2c¢. In our analysis below, we computc thc median of the power spcctra for cach two-hour time
segment over all samples passing QC for the month of January 2008 at each station. Note that in our figures the
spectral smoothing is only for illustration purposes and not actually performed until the final processing step.

) @ L Figure 2. (a) CHF single-
channel power speetra
from noise taken from
each of the three
windows of Figure 1b
using the same color-
: o coding for station CHF
as in Figure 1 for the
January 9, 2008 noise
w' - sample. (b) Smoothed
. : power speetrum for
P ' cach of the FK beam
w points shown in Figure
_ 1. (¢) Ratio of CHF
Fooguency (i noise power (Figure 2a)
oy relative to beam power
0} (Figure 2b).
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Figure 3. (a) Individual power speetral ratio median for all stations with NEHRP site elassification
faetors in three groups all normalized at 0.08 Hz. (b) Station CHF smoothed noise power
(red) for sample shown in Figure 2a, power spectral ratio median (blue) and single
resonanee peak (magenta). (¢) Map showing standardized relative resonance power. (d)
Standardized logarithm of site amplification terms from Savage and Helmberger (2004).
In both (c) and (d) red indicates larger amplitudes and blue lower amplitudes. Size of
symbol is proportional to absolute value of measurement. Frequeney axis in (a) and (b) is
between 0.03 and 0.3 Hz.

A number of fcaturcs arc obscrved in Figurc 2. Most notably is the contamination of the third time window by thc
large regional event arriving from the northwest (as indicated by the FK plot in Figurc 1c). The individual channcl is
strongly affccted by this cvent as well as the power spectral ratio justifying the elimination of this window from
subsequcnt analysis. In contrast, beamforming on the maximum noisc powcr for the sccond time window cffectively
rcmoves contamination of the small teleseismic cvent arriving from the northwest. The bcam power shows a
different spectral charactcr than that of the individual channel noise. The individual channcl noisc spectra show a
prominent spcctral peak at approximatcly 0.167 Hz as expccted for thc microseismic noise pcak. In contrast, the
beam is flattcr and has a subsidiary peak at about 0.3 Hz. A histogram of station spacing indicatcs that spatial
aliasing cffccts for surfacc waves propagating at 3 km/s may start to occur at frequencies around 0.3 Hz. Thus, our
subsequent analysis focuscs on frequencics less than 0.3 Hz.

Figurc 3a shows individual station powcr spectral ratio medians (all normalized at 0.08 Hz) groupcd by National
Earthquake Hazard Reduction Program (NEHRP) site classifications of Yong et al., (2008). Group B-BC rcpresent
soft rock sites, C intermediatc, and CD-D hard rock sites. All stations show the same gcneral charactcr with a
spectral pcak between 0.14 and 0.16 Hz. The hard rock sites (bluc) show similar powcr spectral ratios. In contrast,
the soft rock sitcs show significant variability and there is a tendency for spectral medians to shift to higher
frequencics and become broader as the amplitude incrcascs. This could be due cither lowcr density materials at
higher amplification sitcs shifting the resonance frequency to larger valucs or to slight small-strain nonlincarity for
stations having high site amplification (c.g. Assimaki ct al., 2008). Figure 3b shows station CHF smoothed noisc
power (rcd) for the noisc sample shown in Figure 2c¢, the powcr spectral ratio median for January 2008 (bluc) and
singlc resonancc peak (magenta) computed using Equation (3) with a Q of 20 and resonancc frequency of 0.167 Hz.
The shape of the observed spectrum is similar to that of the microseismic noise except that it is narrowcr and shifted
to slightly lower frequencics. This effcct is observed for the other stations as well. This suggests that the power
spectral peak is indeed a rcsonance pcak driven by microseisms. Obviously, a single resonator modcl is not the
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correct representation but has the general character of the obscrved resonance peak in that the lower frequency
power level (where the forcing funetion and site response are in phase) is greatcr than that of thc high frequency
power level (where the forcing function and site response arc phasc shiftcd by 180°). More complicated attenuation
representations (such as absorption band models) will be requircd to model the nature of the observed resonance
peaks (e.g., Liu et al., 1976).

We compute relative resonance power is by taking the avcrage of the logarithm of each station power speetral ratios
shown in Figure 3a to that of thc median for all stations between 0.08 and 0.3 Hz. Figure 3¢ shows a map of the
standardized resonance power, Z = (X - s, )/ o, » (where X is the logarithm of the relative resonance power) and

Figure 3d the standardized site amplification terms from Savage and Helmbcrgcer (2004) who used the Pn/ ratio of
vertieal to radial energy. In general, there is a good comparison between the relative amplitudcs of the observed
resonance power and the Savagc and Helmberger site factors with larger amplitudes in the basin rcgions and lowcr
amplitudcs in the mountainous terrain. Two stations showing large resonance power located at approximately 33.5°
N and 116.5° W correspond to low velocities observed along the San Jacinto fault zonc (Hong and Menkc, 2006).

Local High-Frequency P Waves at the Parkfield Array

This part is based on Zhang ct al (2009). We analyze vertical-component noisc reeorded at the Parkficld small-
aperture array in California (Figure 4a, ~1 | km aperture, mid-January to mid-Fcbruary 2002) using similar
beamforming as in the previous seetion. Slowness-azimuth spectra from 1-hour noise windows (Figure 9b) shows
that most 0.6-2 Hz noisc encrgy at Parkficld comcs from the eoastal direction at a horizontal slowness of ~0.2 s/km,
i.e., a veloeity of ~5 km/s. We calibrate the beamformer output using earthquakes with known loeations in order to
provide reference points for tracking the noisc sources. The P wavc of a coastal earthquake (July 13, 2002; M, 1.8;
66 km SW of the Parkficld array) shows a slowncss of ~0.2 s/km (Figure 9¢), implying that thc sourcc of the P-wave
noise is located at a similar distance from the array, i.c., offshorc.

The powcr of the high-frcquency P-wavc noisc (1-1.3 Hz) strongly correlatcs with the offshorc wind speed (Figurc
5), unlike microseisms that have been found correlating with significant wave heights. We calculated the cross-
corrrelation of the beamformed P-wave noise power with the wind speed obtaincd at 8 Pacific sites and 4 land sitcs.
The wind speeds at Pacific sites have indced similar variations. However, Figurc 5a shows that thc correlation riscs
to its highest (CC=0.88) at an offshore site (red square) at azimuth 248°, in agrcement with the direetion of the noise
observed from beamforming (225-270°). In contrast, the eorrelation is poor at all land sites. The time series of the
P-wave noisc power and thc wind speed at the best-correlated site is shown in Figure 5b. Assuming a linear relation,
the noise power varies with wind speed at a rate of ~1 dB per m/s.
o
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Figure 4. P-wave seismie noise observed from beamforming. (a), Map of the Parkficld and one
earthquake (red star) for comparison with noise observations. Slowness-azimuth spectra
(dB) at 0.7-1.6 Hz are shown for (b) noise and (c) P-wave part of a coastal earthquake
(July 13, 2002). Waveforms of the noise and earthquakes are shown in the inserts.
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Figure 5. Correlation of the Parkfield P-wave noise power (1.0-1.3 Hz) with wind speeds at
offshore and onshore sites. (a), Map view of the sites of the Parkfield array (blue
triangle) and the wind stations (red cireles). The eirele size indieates the correlation-
coeffieient (CC) at each station as marked beside the cireles. (b), Time series of noise
power (red, at 1 Hz and 1.5 Hz respectively) and wind speed (blue) for the site (red
square in a) with the strongest correlation. T, is the lag time of the peak correlation.

Relative P-Wave Arrival Times from Hurrieane Katrina to Southern California

The P waves observed in Gerstoft et al. (2006b and 2008b) using the southern California seismic network (SCSN),
as well as Zhang et al. (2009), can be used to measure relative P-wave arrival times aeross the array from distant
noise sources. These relative times contain information about 3-D seismie veloeity anomalies under the array. This
suggests that it may be possible to perform tomography for crust and upper-mantle structure using a similar
approach to that long used to analyze teleseismic P waves from earthquakes (e.g., Aki and Lee, 1976), but with the
advantage of obtaining data from additional source regions, i.e., the areas of active storms discussed above.
Following VanDecar and Crosson (1990), we have validated the basic approach by obtaining a pattern of P-wave
arrival-time anomalies beneath southern California observed from Hurricane Katrina as a noise source, which is well
correlated with that measured by using a nearby earthquake in the Gulf of Mexico (Figure 6).

Our approach includes cross-correlation measurements of relative delay times between station pairs by taking
advantage of coherent P waves among microseisms, and optimization of relative arrival-time estimates through an
over-determined system of timing residual equations in a least-squares sense, assuming that errors in cross-
correlation derived delay times arc primarily random in nature. For station pairs with a sufficient signal-to-noise
ratio (SNR), we generate a systcm of equations given by #; — tj = Atij , and we add the constraint equation Z,,- =0

to force the arbitrary mean of the relative arrival times to be zero. This system is expressed as A ¢ = Af, where A4
is a sparse coefficient matrix, for which the i and j* columns in a row associated with Atij are | and -1
respectively, while the other columns are zeros. If we weight the equations to reflect the quality of the observations,
we have the linear system of the form W - 4-t=W - At, where W is a diagonal matrix to weight each equation
based on residuals from previously determined unweighted estimate, resjj = At _ (1% _ esty. A standard approach to

i J
solving the equation system in a least-squares scnse is the use of normal equations
(€5t = (AT- W A)_l UNTIN, by using either the method of singular value decomposition (SVD) or the
conjugate gradient algorithm LSQR of Paige and Saunders (1982).

Based on the beamforming output (Figure 7 a & b, [Gerstoft et al. 2006b]), P-wave microseisms from Katrina to
southern California can be approximated as a plane wave arriving at the network with an apparent speed of 11.7
kmv/s. The P waves can also be clearly revealed by cross-correlating the vertical-component seismie noise recorded

at pairs of stations (Figure 7¢). The time lags between traces ( Ati[ ) at any station pair are then obtained as the offset

of the maximum of their eross-correlation functions (red dots in Figure 7¢).
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We have found that the equation residuals derived from the best-fitting solutions are nearly normally distributed
(Figure 8a). To evaluate the reliability of the least-squarcs cstimates of the relative P arrival times using seismic
noise, we then perform a statistical resampling analysis (“bootstrap” method, Efron, 1982; Shearer, 1997;
Waldhauser and Ellsworth, 2000). Figure 8b shows that a level of 0.1 s of timing errors can be reached, which may
be sufficient for revealing large travel-time anomalies on the ordcr of 1 s.

Figure 6. Map of the Southern
California Seismie
Network, Hurrieane
Katrina (schematie) on

A August 28, 2005, and an

vt B Mw 5.9 earthquake on

! September 10, 2006. The
dashed line indieates the
great cirele path (27°) of
the P waves from

Katrina to Southern

California.

Pl ANt e e R R A MG

baad AV

R AR ARAHRON S0S

(b)-. Freq 0171 n70

Station-separation projected along 100° (km)
#

% 100 i 00

]
Time (s)

Figure 7, Katrina-generated P waves observed in southern California and relative P arrival times
from eross-eorrelation. (a) Beamforming of 0.19-Hz vertieal-component seismie noise
reeorded by the Southern California network, showing P waves (0.085 s/km, i.c., 11.7
km/s) coming from 100° during Katrina’s landing; (b) Source region of P waves
approximated by baek-propagating the slowness-azimuth speetra from (a); (¢) Range-time
representation of the eross-correlation time series for 400 station pairs with SNR>9. Red
dots mark the relative arrival-time measurements as the offset of the eross-eorrelation
maximum. Black line indicates an 11.7 km/s plane wave. The insert shows SNR versus
station separation (projeeted along 100°).
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To demonstrate this approach, we compare the relative P arrival-time estimates by using Katrina mieroseisms with
those estimates through the same processing but by using an Mw 5.9 earthquake that occurred in the Gulf of Mexico
on September 10, 2006. The relative P arrival times using the earthquake and, thus, their residuals relative to the
ak135-predicted times are shown in Figure 9 a & e respectively. Similarly, the estimates using Katrina noise and
their residuals relative to an 11.7 kn/s plane wave are shown in Figure 9 b & d respecetively. It can be seen that the
relative arrival times and their anomalics resulting from using P-wave microseisms are reasonably well correlated
with those resulting from using traditional sourees, i.c., carthquakes. To quantify this, the eorrelation between the
two residual patterns is 0.62 with a significance level over 99% (see Figure 9¢).

CONCLUSIONS AND RECOMMENDATIONS

1. We have developed a standing-wave methodology that has the potential for estimating frequency-dependent site
factors for a network or array of stations using ambient noise. The basic idea behind the method is to use the FK
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beam of the ambient noise field to simulate the forcing function beneath the network. Each site will respond
differently to the forcing function depending on the local velocity and attenuation structure. The frequency rangec of
applicability is controlled by the spatial aperture and station spacing used to construct the FK beam. Results using a
month of ambient noise data in southern California are encouraging in that the shape and amplitude of individual
station resonance peaks appear to correlate with local geology and with site factors of Savage and Helmberger
(2004). In general, hard rock sites are characterized by lower amplitude, narrower resonance peaks than thosc from
soft rock sites. There is also a tendency for spectral peaks to shift to highcr frequencies and become more
asymmetric as the amplitude increases. This could be due to lower densities or to small-strain nonlinearity at stations
having high site amplification (e.g., Assimaki et al., 2008).

2. A test examining tcleseismic P waves rccorded in southern California shows that similar arrival-time anomalics
can be obtained both from direct P waves from a natural carthquake and P-wave noise gcnerated by a large storm.
This suggests using storms as additional sources for relative arrival time measuremcnts.
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