UNCLASSIFIED

Defense Technical Information Center
Compilation Part Notice

ADP014951

TITLE: Investigation of Nonstationary Modes of Atmospheric Pressure Needle-to-Plane Gas Discharge and Streamer Propagation

DISTRIBUTION: Approved for public release, distribution unlimited

This paper is part of the following report:


To order the complete compilation report, use: ADA421147

The component part is provided here to allow users access to individually authored sections of proceedings, annals, symposia, etc. However, the component should be considered within the context of the overall compilation report and not as a stand-alone technical report.

The following component part numbers comprise the compilation report:

ADP014936 thru ADP015049

UNCLASSIFIED
Investigation of nonstationary modes of atmospheric pressure needle-to-plane gas discharge and streamer propagation

V. Golota, L. Zavada, B. Kadolin, V. Karas', I. Paschenko, S. Pugach and A. Yakovlev
Department of Nonequilibrium Lowtemperature Plasmachemistry,
National Science Center “Kharkov Institute of Physics and Technology”,
Akademicheskaya St. 1, Kharkov 61108, Ukraine

The experimental investigation of current and radiation dynamics in nonstationary atmospheric pressure needle-to-plane gas discharge in dried air, ambient air and oxygen are presented.

1. Introduction

High-pressure needle-to-plain gas discharge is investigated with the purpose of its application in plasma-chemical reactors of ozone synthesis. It is known, that at atmospheric pressure in oxygen-contained gases a various modes of discharge can be realized in the needle-to-plane electrode geometry.

Investigations of nonstationary modes of atmospheric pressure needle-to-plane gas discharge with positive potential at the needle and streamer propagation were carried out. Both oscillograms of discharge current light emission from different cross-section of the gap and for various oxygen-contained gas mixtures (dried air, ambient air, oxygen) were studied.

2. Experiment

The experimental setup is showed in fig. 1. The needle-to-plane electrode system was located in the discharge chamber (volume 1 dm³) with controlled gas feeding. The gas pressure was an atmospheric. The positive DC voltage was applied to the needle electrode. The discharge voltage was varied from 3 to 15 kV.

There was a quartz window in the chamber for registration of the discharge radiation. The light-tight shield with 1 mm slit, which disposed transverse to the discharge channel, covered quartz window of the chamber. The moving of slit along discharge gap allowed obtaining the dynamics of light emission.

The radiation from the slit was focused by a quartz condenser on an entrance slit of monochromator and BC of the V-I characteristic in fig. 4 corresponds to first short light pulses. The discharge current and FEM's signals were measured by the high frequency current probe using 75 ns delay line (for compensation of time delay between FEM's current signal and a light pulse).

The discharge current and FEM's signals were displayed by double-channel oscilloscope Tektronix TDS-210. The current pulse from FEM was measured on the noninductive 50 Ω resistor. The discharge current was measured by the high frequency current probe using 75 ns delay line (for compensation of time delay between FEM's current signal and a light pulse).

Fig. 1. Experimental setup. 1 – ballast resistor 100 kΩ, 2 – discharge chamber, 3 – shield with 1 mm slit, 4 – quartz condenser, 5 – monochromator MDR-12U, 6 - FEM-39A, 7 - capacitive filter of voltage, 8 - kilovoltmeter, 9 - microammeter, 10 – 75 ns delay line, 11 – current probe, 12 - oscilloscope Tektronix TDS-210.

3. Experimental results

The analysis of the oscillograms of a discharge current and optical signals has allowed identifying two modes of the nonstationary streamer discharge. The first mode corresponds to the case when streamers do not reach the cathode. (see osc. 1 and 2 from fig. 2). Second mode corresponds to bridging of the gap by the streamer channel (see osc. 4 and 5 from fig. 2). Section BC of the V-I characteristic in fig. 4 corresponds to first mode of streamer discharge and section CD – to the second.

The following features between the first and second modes of discharge are existed: 1) the formation and propagation of a secondary ionization wave after bridging of interelectrode gap by a streamer; 2) influence of a field emission on current dynamics and rate of streamer propagation near the cathode. Besides at mode crossover the discontinuous change of repetition frequency of current pulses was observed.
The dependence of streamer propagation rate vs. location of its head in the gap was obtained from analysis of light emission dynamics. Near electrodes the streamer propagation rate increased, and in middle of the gap it decelerated.

It was noted that current pulse parameters and dynamics of streamer propagation for various oxygen-contained gas mixtures were very different. For example, the repetition frequency of streamers in oxygen was ~100 kHz, while in ambient air it was ~10 kHz.

This work was supported by Science and Technology Center in Ukraine (project №2144).