MICROCOPY RESOLUTION TEST CHART
NATIONAL BUREAU OF STANDARDS 1486-1 A
USER-FRIENDLY, SYNTAX DIRECTED INPUT TO A
COMPUTER AIDED DESIGN SYSTEM

by

Barbara J. Sherlock

June, 1983

Thesis Advisor:

Alan Ross

Approved for public release; distribution unlimited
DISCLAIMER NOTICE

THIS DOCUMENT IS BEST QUALITY PRACTICABLE. THE COPY FURNISHED TO DTIC CONTAINED A SIGNIFICANT NUMBER OF PAGES WHICH DO NOT REPRODUCE LEGIBLY.
**Title:** User-Friendly, Syntax Directed Input to a Computer Aided Design System

**Abstract:**
This paper describes the development of a user-friendly, syntax directed input module of a computer aided design system. Color and dialogue are used to maximize user understanding and ease of interface, and minimize the opportunity for error. As a result, it is possible for the user to concentrate on the higher level aspects of the design, and allow the system to handle the routine details.
Approved for public release; distribution unlimited.

User-Friendly, Syntax Directed Input to a Computer Aided Design System

by

Barbara J. Sherlock
Lieutenant Commander, United States Navy
B.A., Wellesley College, 1972
M.S.A., Pepperdine University, 1975

Submitted in partial fulfillment of the requirements for the degree of

MASTER OF SCIENCE IN COMPUTER SCIENCE

from the

NAVAL POSTGRADUATE SCHOOL
June, 1983

Author: Barbara J. Sherlock

Approved by: Alan A. Ross
Thesis Advisor

Second Reader

Chairman, Department of Computer Science

Dean of Information and Policy Sciences
ABSTRACT

This paper describes the development of a user-friendly, syntax directed input module of a computer-aided design system. Color and dialogue are used to maximize user understanding and ease of interface, and minimize the opportunity for error. As a result, it is possible for the user to concentrate on the higher level aspects of the design, and allow the system to handle the routine details.
# TABLE OF CONTENTS

## I. INTRODUCTION
- A. THE PROBLEM ........................................... 8
- B. PREVIOUS ATTEMPTS AT A SOLUTION ................. 9
  1. Query Languages ........................................ 9
  2. Computer Aided Design Systems ....................... 10
- C. THE CURRENT SITUATION IN COMPUTER AIDED DESIGN 14
- D. THIS PROJECT .......................................... 15

## II. BACKGROUND .......................................... 17
- A. HARDWARE DESIGN LANGUAGES .......................... 17
  1. CDL .................................................... 18
  2. AMPL .................................................. 19
  3. DDP ................................................... 20
  4. SDL ................................................... 20
  5. "S" .................................................. 21
  6. ISP .................................................. 21
  7. CONLAN ............................................... 23
  8. CSDL ................................................ 24
- B. MAN-MACHINE INTERFACE ................................. 25
  1. Dialogue .............................................. 25
  2. The User and User Psychology......................... 27
  3. Command Languages .................................... 31
  4. Feedback and Error Handling ......................... 34
  5. Display ............................................. 35

## III. DESIGN ............................................... 37
- A. PRELIMINARY ASSUMPTIONS ............................. 37
- B. DESIGN CRITERIA ...................................... 38
- C. PRELIMINARY DECISIONS ............................... 38
1. Computer System Selection ............. 39
2. Programming Language ................. 39
3. Design Methodology ..................... 40

D. SYSTEM COMPONENTS .................... 42
   1. Design Language ...................... 42
   2. User Dialogue and Command Language ... 46
   3. Screen Display ....................... 49

E. BASIC INPUT AND OUTPUT STEPS .......... 49

IV. IMPLEMENTATION .......................... 51
A. DATA ORGANIZATION ....................... 51
B. PROGRAM ORGANIZATION ................... 51
   1. Design .............................. 53
   2. Records ............................ 53
   3. Screen ............................. 54
   4. Text ............................... 54
   5. Messages ............................ 54
   6. Menu Files ........................... 54
   7. Display ............................. 55
   8. Check ............................... 55
   9. Change ............................... 55
   10. Entry Files .......................... 55
   11. Files ............................... 56
   12. Convert ............................. 56
C. SCREEN LAYOUT ............................ 56
D. SYSTEM OPERATION ....................... 56
E. ERROR CHECKING .......................... 58
   1. Menu Entry Checks .................... 58
   2. Subroutine Name Checking ............. 59
   3. Statement Component Checking ......... 60
   4. Completion Check ..................... 60
   5. File Notation ........................ 61
   6. Exit Check ........................... 61
<table>
<thead>
<tr>
<th>Section</th>
<th>Page</th>
</tr>
</thead>
<tbody>
<tr>
<td>V. CONCLUSIONS AND RECOMMENDATIONS</td>
<td>62</td>
</tr>
<tr>
<td>A. GOALS OF THE PROJECT</td>
<td>62</td>
</tr>
<tr>
<td>B. PROBLEM AREAS</td>
<td>62</td>
</tr>
<tr>
<td>C. FUTURE WORK</td>
<td>64</td>
</tr>
<tr>
<td>LIST OF REFERENCES</td>
<td>66</td>
</tr>
<tr>
<td>APPENDIX A: CSD/ADA</td>
<td>74</td>
</tr>
<tr>
<td>APPENDIX E: SYSTEM OUTPUT</td>
<td>75</td>
</tr>
<tr>
<td>APPENDIX C: IMPLEMENTATION CODE</td>
<td>78</td>
</tr>
<tr>
<td>INITIAL DISTRIBUTION LIST</td>
<td>176</td>
</tr>
</tbody>
</table>
LIST OF FIGURES

4.1 Hierarchy of Run Time Data Structures  ...  52
4.2 Screen Layout  .........................  57
I. INTRODUCTION

A. THE PROBLEM

Computers are tools to be used by people to make completion of tasks easier and more efficient. Yet work is just now being done to make it easier for people to use the computers which are assisting them. With the variety of both computer systems and languages available it appears that it will be a long time before sufficient training is available to provide computer literacy for all who want or need it. The result of this is that two distinct groups of computer users exist - those who write programs for specific needs, and those who use the software packages produced by the first group.

But do users and user needs always fall into these two clear cut groups, or is there a need for a means for users to tailor software to their individual needs, or write their own without becoming programming experts? One no longer has to be an expert mechanic to know more about a car than how to drive it. Does one have to be a computer programmer in order to make full use of the resources and services of a computer? In the last decade, as computer cost has dropped and use of computers has become more common, various attempts have been made, and continue to be made, to make access to computers easier.

Two areas exist, in both technical and non-technical fields, where non-programmers are using computers extensively as means to deal with a large volume of available information in an interactive manner. The first is in use of query languages to access a database. The second is in computer-aided design.
B. PREVIOUS ATTEMPTS AT A SOLUTION

1. Query Languages

One proposed solution to the above problem came in the examination of ways to simplify access to an online bibliographic retrieval system [Ref. 1]. Users of the system had to learn a different interaction language for each different computer system involved in the network. The questions were raised of whether the needs of the computer or the user should be given highest priority, and whether it would be possible to standardize or at least reach some compromise on access languages the user would need to know. Five solutions were proposed, covering a range of alternatives. In a totally non-user oriented approach, the user could be required to learn numerous different languages, one for each system. A second alternative was use of a standard language; however, no language standards yet exist. A third suggestion was the development of a system which could understand all languages. Due to the high cost and overhead involved, this was also considered infeasible. The two remaining viable alternatives, creating a system which appeared to use a standard language or a system which appeared to be able to understand all languages, required use of an intermediary to convert user languages to system languages. This 'uniformizer', transparent to the user, would receive a command from the user in the user's language, check it for syntax and semantics, and then convert it to the appropriate language for the object system. The reverse process would be followed for communications from the object system to the user. Thus the user would be able to deal with various systems using only one interactive language if so desired.
2. **Computer Aided Design Systems**

More technical examples of attempts to make use of computer resources easier have occurred in the field of computer aided design (CAD). This is a growing field, with the number of CAD systems both in use and proposed growing rapidly. Increasing use of CAD systems to design computer systems in particular is driven by the increasing complexity of the systems and the components of the systems being designed. Several examples of the use of computer system CAD systems, with various tools to make design easier, are the Programmer's Workbench, the 3-1 Project, the Carnegie Mellon University Register-Transfer CAD System, and the automated design of control systems.

a. **The Programmer's Workbench**

The Programmer's Workbench (PWB), described in References 2 and 3, was developed in conjunction with computer aided design systems to make possible a software development system which would be general enough to be run on different host machines and to be used on different projects, thus being both machine and application independent. Problems arise in both computer aided design and in software development as a result of multiple types of computers, multiple languages, multiple databases, and poorly managed libraries. PWB, begun in 1973 at Bell Labs, was envisioned as a set of tools which could be useful throughout the design and maintenance of a computer system. PWB was designed to meet basic, continuing user needs for tools to: generate and modify manuals and other documents; create, edit, compile, execute, and debug programs; perform system generation, installation, and integration processes; test the subsystems and total systems and analyze test results; track system changes and test reports; monitor
system performance and be able to simulate and model system operations; convert data files and load databases when needed; and produce management reports and statistics throughout the development and maintenance of a system. The first implementation of PWB focused on the documentation, programming, and testing tools, assessing them as the most immediately useful aspects and the easiest for designers to learn.

The initial PWB thus consisted of five modules. The job-submission module handled job preparation, transmission from workstation to host, reports on status, and return of output. The module-control module kept track of revisions to programs, assigning identification codes and propagating changes to other related modules. A separate change module handled project wide changes and trouble and status reports. The documentation-production module provided macros for formatting documents such as the design specifications, test plans, and user manuals. Finally, the test-driver module provided means to simulate implementations on various controller/terminal combinations.

Use of PWB was found to have several benefits. Most obvious was reduced cost. It was cheaper to develop PWB with one set of tools than to work directly on each different host computer in the design process. The uniform programming environment produced by the PWB tools made training, documentation, programming standardization, and programmer retraining (for a new project or new machine) easier. Additionally, it reduced the conflicts arising during acquisition of new machines as a result of the differences between ideal online machines and ideal software development machines by providing an environment independent of the machine involved. Future work on PWB was expected in areas which would even further increase user convenience, such as using a standard programming language which PWB would then convert to code appropriate to the host machine.
b. The S-1 Project

The S-1 Project, using the Structured Computer-Aided Logic Design System (SCALD), is described in References 4 and 5. S-1 was an attempt to use graphics to make the designer's job in the computer aided design of large digital systems easier. SCALD was developed to reduce required design time "by allowing the designer to express his design on the same level that he thinks about it" [Ref. 4: p. 271]. SCALD, written in Pascal, uses the Stanford University Drawing System (SUDS) for designer input to the system. Designers input a high level logical design drawing through a graphics terminal. A 'macro expander', working with a pictorial library of hardware components, repeatedly reduces the logical design to various stages of physical design, until data for the actual implementation and manufacture is produced. SCALD was used at Lawrence Livermore Laboratory to design the S-1, a 550-chip ECL-10K processor; however it has not been applied to general computer system design.

c. The Carnegie-Mellon University Project

The Carnegie-Mellon University Register-Transfer Computer Aided Design (CMU RT-CAD) System, described in References 6, 7, 8, 9 and 10, was developed as a system which could design computer systems from inputs containing functional descriptions rather than structural aspects. Designer input to the system includes a behavioral description of the system and the user's optimization criteria (for example, time or cost). Also included is a database of available hardware components which can be permanently stored and updated, rather than reentered each time. The system then transforms this input into a form readable by the 'allocator', and attempts to construct the desired
system from components available in the hardware library, within the constraints given by the designer. The CMU RT-CAL system has been used in system simulation, design logic verification, and actual hardware design. It can be adapted to different design styles, such as centralized, distributed, or pipeline systems.

d. Automated Design of Control Systems

Attempts have also been made to use computer aided design in the design of control systems, again beginning with functional descriptions. One model for the automation of real-time controller design, described in References 11 and 12, uses functional level input in terms of pairs of contingencies and tasks, a function to determine when a contingency exists, and a procedure to carry out the resulting required task. Also included are environmental data (controller input and output), design criteria, and designer and project information. Data entered by the designer is converted into a 'primitive list' description, and then compared with possible realizations in a hardware description library until a match is found. Implementation of the model includes the action linking the primitive list to the hardware realizations and the development of a monitor to sequence the contingency test and task execution pairs.

Another model, LOGE-MIR [Ref. 13], uses pictorial flow diagrams as the means to input basic design information, since flow diagrams are a common design format. Because the design system is limited to control applications, it is possible to establish a strict problem specification format using flow diagram symbols. The flow diagram is then converted into an intermediate language and general optimizations are done. In the final step, the intermediate language is combined with an interpreter for a specific
microcomputer to produce the design output. This two step transformation makes it easier to adapt the design system to new microcomputers, since the design input can remain the same and only the interpreter must be rewritten. Another advantage of this system is in having the system, rather than the designer, write the design software, thus reducing the opportunity for errors.

C. THE CURRENT SITUATION IN COMPUTER AIDED DESIGN

In discussing the CMU RT-CAD system, Barbacci [Ref. 9] pointed out that designers should not have to do "repetitive, time consuming tasks" such as generating detailed design information, monitoring changes in design documents, checking systems for electrical, logical, or physical compatibility, or developing manufacturing information. Rather, as technology evolves, with primitive components becoming more complex and the rate at which new components are introduced increasing, designers must be able to design at a higher level, and must be able to design faster. Ross, in commenting on computer aided design systems in general, and means for design of control systems specifically, pointed out that systems had to be attractive to be used, and should "perform a helpful part of the design task, must present the results in a useful format, and must be easy to use" [Ref. 11: p.87].

However, despite the good intentions, a gap exists between the designer of a CAD system, with his or her assumptions and expectations regarding the user and the user's needs, and the actual user of the system. As discussed in References 14, 15, 16 and 17, CAD systems exist to aid the designer in the design process, not to automate it completely. CAD system users are not computer programmers, hence their input should be in something close to
their design language, not in a programming language. In addition, it appears that each individual system is designed for a unique need, and with a unique language, thus limiting the user's flexibility. The tools which thus result from these false assumptions require users to think in a new way, or learn a new language, and are more of a hindrance than a help. Users are expected to be not just engineers or designers in a particular field, but also computer programmers with time to learn a special purpose language. As with bibliographic query languages and procedures, a need exists for some sort of adaptability in computer aided design systems, and the languages which they use.

D. THIS PROJECT

In an effective design environment, the designer can focus on design rather than spending time on implementation details and repetition of tedious tasks. The purpose of this project was to create a design environment in which, with a minimum of training in areas outside those actually required for design, a user would be able to use the available tools to enter required data. Emphasis was placed on designing a workstation which operates in such a manner that the user is not required to learn an additional programming language.

The model developed for automated control system design served as a vehicle for this project. Tools were still needed in this model to create a workstation for design data input and convert that input to the primitive list format. This project focused on the man-machine interface of the model, the means to input the design data.

The goal in designing and implementing this design environment was to build a workstation which removes the need for the designer to learn a specific language with which to
enter the data. Additionally, the system should present a user-friendly approach to the interface. Finally, the system should produce an output of the data entered in a user-readable format which is ready to be converted to the primitive list format.

Chapter Two will summarize the development of hardware description languages and the human factors which must be considered in developing a computer-aided design system. Chapter Three will examine the implementation decisions made regarding design of the system. Chapter Four discusses the implementation of the system, and Chapter Five considers the conclusions which can be drawn and recommendations made for future work.
II. BACKGROUND

A. HARDWARE DESIGN LANGUAGES

A critical requirement for a computer design system is a hardware design/description language. Over the past 15-20 years, computer hardware description languages (CHDLs) have gone from being useful to being a necessity as technology and design components have become more complex. Both Chu [Ref. 18: p. 19] and Van Cleemput [Ref. 19: pp. 554, 559] see computer hardware description languages as being able to provide:

- accurate communication among designers and engineers;
- precise, concise, and convenient documentation;
- a means for system simulation and verification; and
- a means to automate system design and realization.

Hardware design progresses through a hierarchy of stages, from system level through register-transfer and gate levels to circuit level and logic detail. Design can be approached from either a top-down or bottom-up perspective [Ref. 20: p. 377]. As a result of this, some CHDLs deal with only one or two levels in the hierarchy, while others attempt to deal with all levels in the process. Additionally, the earliest CHDLs described systems on only the most primitive level, and dealt directly with implementation. As systems became more complex, higher level description languages developed, much as higher level programming languages have been formulated in the past decade.
1. **CDL**

CDL, described in References 21 and 22, was introduced in 1965 as "an Algol-like computer design language" to provide a language which could be used as a standard design language, making possible both communication among designers and well-documented designs. Additionally, it was expected that CDL could be used to test and debug designs, simulate and evaluate performance, and make possible automated design and design of more complex machines. CDL met the basic requirements set forth by Chu that it be like natural language, concise and precise, translatable into boolean equations, able to be modified as the technology it was describing changed, and be able to represent and manipulate data, control, and timing signals in binary format.

CDL descriptions, 'sequences' (which are actually 
micr oprograms), are used to define the implementation of an algorithm, and follow a standard format. First is a name for the sequence, followed by declarations of registers, subregisters, memory, terminals, and operations. Statements are the final component of the description. Each statement is labeled, either with a boolean label or a name if it is the first line in one of the declared operations. Compound statements share a label and are expected to be executed within one clock period. Statements are not executed unless their boolean labels are true; this provides the control structure. Thus, as shown in Reference 23, a typical segment of a sequence in CDL would be written:

```
/fetch*p3/   IR <- MDR,
boolean label   statement
```

While CDL makes it possible to name basic circuits, registers, inputs, and outputs, and write conventional arithmetic and logical operations, it still remains a fairly low level description language. It retains the ability to
describe bit level actions such as a shift, but would be difficult to use at higher than a register-transfer level. However, an attempt has been made to extend CDL into MDL, Microcomputer Design Language [Ref. 24], which will make possible the hierarchical description of a system through use of level numbers. MDL can be used with SDL-1, Software Design Language 1, to show hardware and software interaction at a given level of a system.

2. **AHPL**

A Hardware Programming Language (AHPL), discussed in References 25, 26, 27, 28 and 29, was developed as an attempt to design a functional level, rather than a register-transfer level language. AHPL was based on the APL programming language, with APL's vector notation making it possible to more easily deal with entire registers rather than individual flip-flops, while at the same time being able to identify individual bits or segments of registers. AHPL attempted to partition a system into control sequences and data registers, and provide an alternative to circuit diagrams and state tables which became more involved as systems became more complex.

The standard format of AHPL consists of a declaration of inputs, outputs, and registers, followed by statements. Rather than CDL's boolean labels, statement lines are labeled with sequential numbers to correspond to the rows in an equivalent state table. All data transfers on one line are expected to occur simultaneously. Statement lines are executed sequentially, unless followed by a statement to branch to a different line. This produces a 'control sequence' of transfers and branches. As a final step, names can be assigned to transfers to produce a 'combinational logic subroutine' [Ref. 25], with the name used instead of the detailed notation. However, this is the
closest AHFL comes to being a functional rather than a register-transfer language.

3. **DDL**

Digital System Design Language (DDL), described in References 30, 31, 32 and 33, was designed to fill some of the design language needs not met by languages such as CDL and AHFL. It was developed to meet several goals, among them that it be useful at all levels of the design process, from block structured architecture to gate level activity, that it not be limited in application to a specific hardware technology, that it be able to be used as a source language in automated design in the future, and that it provide documentation which matched the actual system organization.

The DDL system model consists of one or more automata (finite state machines) which control data facilities. Data facilities can be either private, if controlled by one automaton, or public, if controlled by more than one. Each automaton can be divided into segments. Repeated transformations of this initial system description, or a design initiated at any intermediate level, will ultimately result in a final system description consisting of logic equations. Dietmeyer describes DDL as "not well suited for describing extremely abstract models....[or] for presenting fabrication and technological details. It is intended to bridge the gap" [Ref. 32: p. 38]. Later revisions of DDL add a module construct to maintain modularity in each transformation output and thus make a top-down design methodology using DDL more feasible.

4. **SDL**

Also based on the concept that hardware design goes through stages from higher to lower level, SDL [Ref. 20] was developed with the objective of providing an "accurate
representation of structural information useful over all levels of the design process" [Ref. 20: p. 378], with a designer able to use SDL to map from higher level hardware primitives to lower level implementations.

A structural information description in SDL consists of a name, external connections (input/output), component types, and interconnections among the components. Additionally, each description must have a purpose or possible use statement, and an indication of which level of the design hierarchy (system, register-transfer) the description refers to. Level and purpose statements are related, and each purpose and level pair will use a library of resources which are available at the next lower level in the design hierarchy.

5. "S"

Another language which uses an approach similar to that of SDL is "S" [Ref. 34]. Design using "S" begins with a natural language description, since this is where a designer actually begins the design process. Also, this is easier to understand than some of the formal design and description languages. "S" makes it possible to process the description and add levels of increasing syntactic and semantic restrictions until all ambiguities have been removed. At this point the computer can examine implementation possibilities. Basic structure of a description in "S" includes a declaration section, with input/output variables and their types, conditions ('inhibitors') of the system, and a section for process description.

6. ISP

Instruction Set Processor (ISP) notation, described in References 9, 35, 36, 37, 38 and 39, and later modifications ISPI and ISPS, were developed as part of a set of
languages intended to be able to provide a description of a computer from the top of the hierarchy, the system level, down through the lower levels. A fifth level, the programming level, unique to computers, was added to the traditional design hierarchy. This programming level is located between the system level and the register-transfer level. ISP is used to describe this level, that of the machine's instruction interpretation cycle, where memory is accessed and operations are performed, in terms of the next lower level, the register-transfer level. ISP is thus the interface between the programming level and the register-transfer level. Symbolically a register-transfer language, but more general than most, it describes what occurs at the register-transfer level, but not how it occurs. ISP excludes timing data and other details of that sort.

In format, ISP resembles other register-transfer languages. Declarations include memory, processor and registers, any external connections, and data types available. The remainder of the description is devoted to the instruction interpreter, describing the steps in the fetch-execute cycle and each instruction in the instruction set.

ISP has been used extensively in the Carnegie-Mellon University RT-CAD system described in Chapter One as a tool to describe digital systems, simulate and emulate systems, synthesize hardware and software descriptions, and verify designs. This has revealed some limitations in ISP [Ref. 38]. One is a lack of a formal semantic definition of the language, which has led to variations in the format of descriptions in ISP, and the use of ISP to describe only part of a system. Another limitation is the lack of a means to handle concurrency, timing data, and interconnected processors in ISP.
7. CCNLAN

As the number of computer hardware design languages multiplied, it was decided that the need existed for some common base from which to develop future languages. As a result of this decision, a working group of the designers of AHPL, DDL, and ISP, among others, was formed in the middle 1970s to develop CONLAN (CONsensus LANGUAGE). Discussed in References 40, 41, 42, 43, and 44, CONLAN was intended to provide for greater acceptance of hardware description languages through providing:

- a common formal syntactic and semantic base for all levels and aspects of hardware and firmware description, in particular for descriptions of system structure and behavior...
- a means for the derivation of user languages from this common base...

[Support to] CAD tools for documentation, certification, design space exploration, [and] synthesis....
[Ref. 40: p. 210].

It was expected that languages developed from Base CCNLAN would be designed for a specific set of tasks and have a limited scope, be easy to learn and simple to use, and have a clear semantic relationship to other languages also developed from Base CONLAN.

Base CONLAN is defined by three items, a set of object types and operations, syntax, and a computation model. It is defined with Primitive Set CONLAN, a language used only for defining other languages derived in CONLAN. Once a language has been derived from Base CONLAN, its use as a computer hardware design language follows a standardized format. Each description serves as a module by itself. A description is begun with a name, followed by a listing of assertions of static conditions and dynamic constraints. Then the items from an external segment library, if any, are
listed, and internal and external variables are declared. Finally, the behavior of the model is described, using activities and functions, with 'end' indicating the end of the description.

8. CSDL

While there have been numerous register-transfer languages developed, and attempts to develop languages which can trace design through the entire design hierarchy, there have been few languages written which actually define a system in terms of its functions rather than its structure. Additionally, most computer hardware design languages describe operations which are carried out in a definite sequence, rather than concurrently (programming languages have also followed this approach, with Ada being the first major language in which concurrency was included in the original design). An attempt was made to meet both of these requirements in the development of CSDL, Control System Design Language [Ref. 45], utilized in the control system design automation project discussed in Chapter One. The goal of CSDL was to simplify problem specification and provide a means to automate hardware selection and software production in control system design. One way to accomplish this was to develop a language in which the designer had only to provide the behavior of the control system, what it did given certain inputs and outputs, rather than how it actually did it, or what hardware components were used.

CSDL descriptions have four major sections. First, as an aid to good documentation, is an identification section with the designer's name, the date, and the design's title. This is followed by the environment, the input and output variables to and from the controller. Third are the contingency lists, the key to what makes this a design for multiple concurrent activities. Contingency/task pairs
indicates the relationships between a contingency, a task which must be carried out when that contingency occurs, and ongoing physical time. The final section in CSDL is the procedural one, with functions which return boolean values defining contingencies and sampling the environment, and tasks performing actions on elements in the environment and making changes in it.

While BNF notation for CSDL has been written, and CSDL has been used as documentation for control system design automation research projects, a compiler has not yet been written for it and thus it has not yet been used as source code input for automated design.

B. MAN-MACHINE INTERFACE

1. Dialogue

A second critical need in a computer aided design system is for a design environment, similar to a programming environment. The important consideration in this is not the designer or the computer individually, but their interface, since

human factors engineering...is concerned with ways of designing machines, operations, and work environments so that they match human capabilities and limitations [Ref. 46: p. 8].

In an interactive computer system, the need is for system components with which the user will be able to engage in a man-computer dialogue so designed that he is essentially unaware of the computer or the medium in which the dialogue is conducted [Ref. 47: p. 49].
Dialogue is defined as "nonprogramming communication with a terminal" [Ref. 48: p. 53], and is what makes a computer system interactive. Responses from the system in a dialogue can be placed in one of three categories, those which never change, those which change periodically, and those which change on a real-time basis as the dialogue is conducted. Dialogues in the first two categories are generally written by the programmer and stored in memory. While real-time dialogue can be close to natural language, it requires a great deal of software, including both a dialogue translator or processor and one or more dialogue files, as implemented in systems described in References 49 and 50.

Dialogue style can be one of four types, based on two independent characteristics, whether the user of the system guides the interchange, and whether the user is limited to given choices in reply or can make a free response [Ref. 51]. At the ends of the continuum, dialogues which the system guides, with limited choice response, are faster, with fewer entries required for routine actions. User-guided free response dialogues provide maximum flexibility (and maximum opportunity for error) for experienced users. Martin [Ref. 48], in what has become a classic in interactive system design, categorizes 23 techniques for dialogue design, with factors which can help determine the most effective type of dialogue for a specific task and environment.

Smith [Ref. 52] provides the two essential properties of the resulting system. It should be effective, able to accomplish something significant in a 'reasonable' amount of time, and it should be simple, although its simplicity will be inversely proportional to the complexity of the tasks it performs. In doing this, the system should be self-explanatory, self-helping, easy to use, able to anticipate the user's actions, and able to adjust to the skill level of the user.
Reference 53 defines three components of a user interface: the user's conceptual model of the actions going on, the command language used by the user to communicate with the system, and the information display used by the system to communicate with the user. Increasing the significance of the graphics factor, and with some reorganization, Newman and Sprague list four components of the user interface:

User Model - the model which the user has of the information involved and how it is being manipulated and processed. This component underlies the other three.

Command Language - how the user operates on the information and the model.

Feedback - how the system provides the user with information and assistance in running the system and using the model.

Information Display - the screen display of the state of the model and the information being manipulated. This can be used to confirm that the user's perception matches the state of the system [Ref. 54: pp. 445–448].

Of critical importance is the fact that the user's model is a mental image, not something in writing. It is something with which the user must be comfortable, and be able to become familiar. Thus, to make the system easier to learn and, at least intuitively, easier to understand, the system should use concepts and language familiar to the user.

2. The User and User Psychology

The user, and the user's psychology, are some of the first factors which must be considered in designing an interactive system from which the user will be able to develop a useful and appropriate model.

Easch and Damodaran [Ref. 55] consider as significant factors in analyzing computer interfaces: job related user attributes such as the training provided and the
relationship between the user's total job and the computer system; user requirements of the system, including psychological needs; variables related to the task such as structure and information handling; and individual user personality characteristics. Martin [Ref. 48] has determined six basic criteria with which to categorize terminal operators. First, they can be either dedicated or casual, working constantly at the terminal or only occasionally. The second consideration is their level of programming skill. Third is their intelligence level, specifically their short term memory span and ability to think logically. Fourth is their level of training and skill with regard to the terminal they are using. The fifth factor is whether they are active operators, taking the initiative in the task, or passive ones, following the direction of the computer. Finally, are there intermediaries between the user and the system, or is the user able to deal directly with it? Martin gives additional consideration to the case of the totally untrained operator.

Five potential blocks to maximizing user involvement with an interactive system exist [Ref. 56]. Users can become bored with a system if pacing of screens is too slow or response time allowed is too great. Unexpectedly long delays without system response can lead to user panic due to fear that there is something wrong in either the system or the program being executed. Frustration can result from being unable to easily, effectively, and efficiently communicate with the system and safely recover from unwanted or unexpected actions. Inability by the user to formulate an appropriate user's model, caused by either excessive detail or lack of structure in the system, can lead to confusion on the part of the user. Finally, discomfort can result from shortcomings in the physical environment, such as poor lighting or lack of sufficient work space.
Related to some of these potential problem areas are some basic human psychological characteristics. First, as noted by G. A. Miller [Ref. 57], the factor seven, plus or minus two, is a recurring item in human short term memory research. Whether data is considered as individual items, or recoded into 'chunks' as, for example, letters into words, or individual numbers into a telephone number, humans are generally able to recall only seven chunks or make accurate decisions among no more than seven choices. Exceeding seven (plus or minus two) units of data in providing information can lead to information overload on the part of the user.

While Miller has shown that people can handle more data if they can group it into chunks, human ability to handle pictorial information can also be a factor in increasing the amount of information a user can handle when working with an interactive system. Haber and Wilkinson [Ref. 58] point out two principles in human visual perception: the human vision system is designed to capture the total situation perceived, and the system will try to interpret all components as part of the scene. Thus, visual displays can be used to convey not just bits of information, but also the structure of the information, to the user. With this approach, there will be less need for the observer to consciously interpret the organization of the information presented, or try to group its individual components into chunks.

This human need to organize information also has an effect on how people keep track of their activities [Ref. 59]. Just as people organize bits of information into chunks, they organize their activities into 'clumps', sequences of steps which lead them toward a goal or accomplishment of a task. Completion of one of these clumps of actions leads to 'closure', indication that a job, or
subject, has been finished and can be crossed off one's mental 'to do' list. When working in an interactive system, whether with other humans or machines, one expects not only an internal feeling of closure upon completing a clump of actions, but also a feedback response from the other part of the system, either during or at the end of the activity. Depending on the specific type of action, this response is expected within a certain, limited, amount of time. Delay can lead to frustration and lack of continuity of thought, while closure and response brings the opportunity to clear short term memory and move on to a new thought. Response time delays are more acceptable once closure has been reached than they are before, since short term memory can store data, such as a phone number, for only a limited amount of time. As a general rule, delays over two seconds are acceptable once closure has been reached (waiting for the ringing after dialing a telephone number), but not before (waiting for a dial tone so a telephone number just looked up can be dialed). The decrease in efficiency resulting from response time delays is not a linear relationship. Rather, a delay produces a sudden drop in user efficiency, followed by a leveling off for a period, what R. E. Miller refers to as "psychological step-down discontinuities."

As a guideline to dealing with the characteristics of designers using CAD systems, Spence and Apperley [Ref. 60] provide a checklist of items to be considered, based in part on the preceding psychological factors:

- Short term memory is limited; an interruption will lead to forgetting.
- Psychological closure is needed; provide an indication to the user that a task is complete.
- Consider computer response time; allow time for the user to see the result of an action.
- Respond to control actions; predictability is needed.
Consider human pattern recognition skills; make use of them in data interpretation.

Use words appropriate to the task; users need familiar terminology.

Martin [Ref. 48] proposes that, when designing a system, it be considered on three levels: functional (how to use both human and machine capabilities most effectively), procedural (how to organize the system), and syntactical (how to handle communications between the user and the system). Ginsburg, quoted in Reference 61, points out the critical importance of the user, and the user's perspective, in the effectiveness of an interactive system:

Nothing can contribute more to satisfactory system performance than the conviction on the part of the terminal operators that they are in control of the system and not the system in control of them. Equally, nothing can be more damaging to satisfactory system operation, regardless of how well other aspects of the implementation have been handled, than the operator's conviction that the terminal and thus the system are in control, have 'a mind of their own,' or are tugging against rather than observing the operator's wishes. [p. 12]

This then leads to consideration of the remaining three components of the interface: the command language, feedback, and the information display, the more tangible components which make up the system hardware and software.

3. Command Languages

Four design issues exist with regard to the command language in an interactive system [Ref. 54: pp. 451-458]. First, how many modes should there be? More modes lead to greater complexity and thus more errors. Second, a selection sequence for the use of commands and command parameters needs to be determined. In this, consistency is important. Third, an abort mechanism, through which a user can terminate an action begun, must be provided. Finally, an error
handling mechanism must exist. A wide range of command language styles are available, including keyboard dialogue with screen prompts (flexible but inefficient), a keyboard command language with standard command words and a simple syntax (requires more user skill), use of function keys (faster, simpler, but less flexible), and menu driven (more flexible, fewer errors, uses more screen space).

Some guidelines have been proposed for designing a command language [Ref. 53: pp. 6-7]. The language should be consistent: each key should always have the same, or at least an analogous, meaning in the language. Second, a minimum effort should be all that is required from the user to enter the commands, with the commands most frequently used being the easiest to enter. Finally, use of only one mode is encouraged. However, if more than one mode is necessary, any one command should have the same meaning in each mode in which it can be used.

There is not yet agreement on whether command languages should vary depending on the skill level of the user. Mozlco [Ref. 62] proposes five levels of user motivation and expertise, and corresponding types of command languages. The five user levels are: the user who is learning the basics; the user who wants only to use the system to get acceptable results with a minimum of learning; the user who wants to be able to use the system more independently; the user who wants to learn the more subtle features of the system; and finally, the user who wants to get the highest possible quality results. The five corresponding levels of command language range from simple languages using multiple choice questions and tutorials to more complex languages which use function keys and an editor to create command sequences for later use. While creating several languages for one system is costly in terms of both time and money (and memory), Mozlco thought the approach worth considering.
Walther and O'Neill [Ref. 63] came to related conclusions. Subjects with different skill levels, working on either teletype (TTY) or cathode ray tube (CRT) terminals were able to work with either a flexible or inflexible text editor. Use of the flexible language, in which users were able to abbreviate, omit, or change command words, among other options, did not consistently improve performance. User attitudes, which were affected by all three variables (terminal type, language type, and skill level), had an effect on performance, as did each of the variables individually. With the inflexible language, even users with little experience made few errors. With the flexible language, for all but those with the most experience, a less positive attitude led to more errors. If job completion time were the only consideration, it appeared from the data that it would be appropriate to provide more experienced users with a flexible command language to speed their work. However, if syntax errors were also a consideration, experience alone was not enough on which to base the language decision. Attitudes, something more difficult to measure, and more likely to change over time, also had to be considered. This is consistent with Mozalco's approach of providing several levels of command language and leaving the decision up to the user. Unfortunately, the question remains of whether this approach is worth the cost.

One of the most important components of a command language is a 'help' facility. Shneiderman points out that, as with levels of language, user experience is not the best way to determine how much help to provide, "since even experts may forget or be novices with respect to some portions of a system" [Ref. 61: p. 17]. He recommends that the user control the level of help provided through the help request made to the system. Reiles and Price [Ref. 64] expand on this, focusing on the needs of both the user and
the programmer of the help facility. Help requests should be simple, concise, and consistent, and the user should be able to maintain the current task during the help session. The help provided should be specific to the current context, and precise, providing only the information needed. Additionally, help messages should be polite, in the user's language, and should include information on what the user should do next, or how more detailed information can be obtained. From the programmer's point of view, it should be possible to specify the help routines at a high level of abstraction, separating writing the text of the message from writing the rest of the code. Finally, messages should be easy to write and easy to modify.

4. Feedback and Error Handling

Feedback to the user is provided with regard to the command language system (a prompt, response to a command, or error message), the application database (the actual task being performed, such as text editing or CAD), and the display terminal (cursor movement or character echo). As pointed out earlier, timely feedback is critically important.

Perhaps the most important feedback is that regarding errors. User errors can be caused by user overload (sending too much information to the user at once), user boredom or lack of motivation (lack of a timely response, or performance of only passive operations), or inadequate instruction and guidance to the user regarding the system. Whatever the cause, it is important that an error message be given as soon as possible after the error has occurred. Error messages should be short and to the point, but should not be negative or embarrassing to the user. In addition to stating that there has been an error, messages should contain useful information, such as where
the error occurred and how to fix it. Finally, it should be possible to fix the error with a minimum amount of work.

5. Display

Two issues must be dealt with in the area of information display: what will the overall layout be and how will objects and information be represented. While specific layout can be determined by deciding exactly when the user requires what information, five general areas are needed: a main work area, an area for local editing and input, an area for system status indicators, a diagnostic area for error messages, and a menu/information area [Ref. 51]. Blinking, highlighting, or reverse video can be used to draw attention to certain areas. Color can be used to lessen apparent clutter on the screen, emphasize certain areas or items, confirm entry of data into the system, or make identification of some items easier for the user. However, if color is to be used, consideration must be given to the likelihood of colorblind users [Ref. 48].

Menus can be used as part of the display as a continuous source of information to the user, with color and position used to group related items. To decrease the amount of screen space required, a hierarchy of smaller menus can be used. Additionally, consideration has been given to the use of a hierarchy of dynamic menus which change as the dialogue progresses [Ref. 65]. With this approach, three menus are available on the screen at one time: a constant menu of most frequently used commands, the dynamic menu, and a menu of menus. While dynamic menus are possible, it is not yet known how feasible a system of this sort would be.

Based on the above information on computer description languages and human factors, the design procedures followed and decisions made will be examined in Chapter
Three. Implementation details will be discussed in Chapter Four.
III. DESIGN

A. PRELIMINARY ASSUMPTIONS

The underlying concepts guiding the design of the system follow those stated by Shneiderman:

build systems that behave like tools; and
recognize the distinction between human reasoning and computer power [Ref. 67].

Martin echoes these concepts: "Do not try to make the computer compete with man in areas in which man is superior" [Ref. 48: p. 7]. The intent of the system is, as noted by Thomas [Ref. 68], to make possible the synthesis of designer and computer, to provide (a component of) a design system which will aid the designer in top-down design of a control system, with behavioral descriptions as input.

Several preliminary assumptions were made regarding the designer and the system. First, the designer has some general programming knowledge (i.e. is familiar with the concepts of block structured languages and top-down design) but does not necessarily know any specific language well. Second, he or she will also be familiar with the basic components of a control system - the contingency/task pairs, the environmental variables, the design criteria, and the task and contingency subroutines - and the information included in each of these components. Third, the designer will use the system occasionally rather than continuously. Finally, for its initial implementation, the entire design will be entered and a realization produced at one time.
B. DESIGN CRITERIA

Design criteria were considered in two categories: what the system should be able to do, and how it is organized to do it. The system should (in order of decreasing priority):

not require the designer to learn a specific design/programming language;

minimize the amount of repetitious, tedious work required from the designer;

minimize actions taken by the system implicitly or by default which could lead to hidden errors; require explicit confirmation from the designer whenever possible;

allow the designer to make changes to already entered data without having to reenter all of the data;

be able to respond to different levels of designer expertise.

Regarding system organization, it should be:

fully modularized;
implemented as a minimal set, with the ability in the future to:

add new constructs and/or subroutines to the design language;
add new types and categories of design information;
modify the format in which the design data is stored, both during execution and when written to a file.

C. PRELIMINARY DECISIONS

Several basic decisions were necessary prior to actual project design.
1. **Computer System Selection**

The primary consideration for system selection was that the system be available for dedicated work. However, it was also important, since an interactive system was to be designed, that the system be able to meet most, if not all, of the requirements generally provided for interactive systems. Martin [Ref. 48] proposes, as considerations when selecting components for interactive systems, that there be means for input by both the user and some document source; means for output; a display screen with appropriate capabilities, such as color; tools to provide the desired or needed level of security; and tools for error control. Irby [Ref. 66] expands on the required screen capabilities, giving five necessary items: the programmer must be able to write to arbitrary positions on the screen, be able to map conceptual display primitive operations to device primitive operations, be able to highlight text and remove highlighting, and have a coordinate input device which can be tracked on the screen. It was also considered desirable, though not necessary, that it be possible to scroll the screen, use different character fonts, and have a terminal intelligent enough to be able to reply to questions from the display terminal interface. The VAX/VMS system, with GIGI (Graphics Image Generator and Interpreter) terminal and monitor [Ref. 69] was available at NPS, and, since it met most of the above requirements, was selected as the system upon which the project would be implemented.

2. **Programming Language**

Of critical importance was the ability of the language selected to provide the necessary data structures, primarily records as elements of linked lists. Pascal, Ada, and 'C' were considered. Pascal was selected because, in
In addition to providing the necessary data structures, it is relatively self-documenting, a trait of some importance since it is expected that future researchers will continue work on this project. Also, Pascal is a well-tested and operational language.

3. Design Methodology

Large software projects require some organized approach to design and implementation. While 'step-wise refinement' is a frequently used term with regard to software design, there are numerous ideas and theories about exactly how to carry it out.

One of the more commonly used methodologies is that developed by Constantine. The 'structured design' methodology [Ref. 70] proposes that systems be considered as an input/process/output sequence during design. Attention is first focused on what functions the system will perform. Then these functions are examined in terms of their input and output components, and what transformation must occur between the two. This process of determining function, decomposing into input/process/output, and then analyzing each of these modules in terms of function, is repeated until the system has been completely decomposed. Only at that point does implementation begin.

Structured design may be more commonly used than other design methodologies because it is easier to conceptualize and use, focusing as it does on input and output. Additionally, its documentation appears similar to flowcharting, although there are significant differences. Finally, it can be used in conjunction with IBM's Hierarchical Input-Process-Output (HIPO) design documentation technique.
Another software design approach is suggested by Parnas in References 71 and 72, where he emphasizes concentrating on the factors most likely and least likely to change, and hiding arbitrary implementation decisions. With this approach, specific abstract data structures are hidden within one module, with module interfaces revealing a minimum amount of information about design decisions. As a result of this approach to decomposition, it is possible to break a system down into levels of subsets, with the lowest level a basic, minimum subset. Modules can be placed in a loop-free 'uses hierarchy' of modules which use lower level modules.

This information hiding and hierarchy of users criteria for system decomposition, placing emphasis on what in the system is likely to change in the future, facilitates system change at a later date. For this reason it was decided that an attempt would be made to use a combination of the two approaches above. There will be attempts in the future to modify or expand the implementation of this project, and consideration was given to making that task as simple as possible.

In line with the design guidelines given by Parnas, consideration was given to where change was most likely to occur in the design system being built. Three areas were considered: the format of the data entered, the content of the data entered, and the command language used to enter the data. It was decided that the content of the data which would be entered would be the least likely to change significantly, since control system components are fairly standard. However, the format of the data, in both the source language and primitive list realization, was likely to change. Additionally, it was likely that the command language would expand to allow for different levels of user expertise.
D. SYSTEM COMPONENTS

1. Design Language

Reference 38, in analyzing ISP, provides guidelines for the development of the ideal behavioral hardware description language. It should:

- provide abstraction facilities with which to add more primitives;
- make it possible to specify behavior without structure;
- support structured programming constructs;
- make it possible to describe application specific information;
- have the capacity to express concurrency;
- have the capacity to describe multiple functions;
- have the capacity to express synchronizing primitives explicitly; and,
- have a formal semantic definition of language operations.

Reference 73 adds the further guidelines that a design language should be suitable for a variety of design applications, be easy to learn and document through uniformity and brevity, be suitable for use with interactive graphics, and be adaptable to more complex designs.

In the specific design language to be used, a means was needed to input designer information (name, date, design name, comments), environmental information on variables, contingency/task pair information, criteria information, and the actual functions and procedures for the contingencies and the tasks. Additionally, the language had to be able to store the data during run-time operations in a format through which the data could be easily transferred to the IADEFI (identification, application timing for C/T pairs, design criteria, and environment) file and the primitive list of subroutines used in realization of the design. A
final requirement was that the design also be able to be documented by an easily readable source file.

While Biehl and Dietzinger [Ref. 13] used flow diagrams to enter data, the development of higher level languages such as Pascal and Ada is leading to the use of languages rather than flowcharts to explain program design in the United States. Additionally, use of a high level language in design is closer to the algorithmic process, more like natural language, and makes the programming of software easier and more efficient [Ref. 74: p. 431]. For these reasons, the decision was made to use a language, rather than pictorial flowchart representations, to enter data.

A block structured programming language was necessary since without it the control system tasks and functions could not be properly entered. With regard to the remainder of the design data, the possibility of having no formal design language, but instead entering data directly into the primitive list, was considered. However, software documentation is becoming increasingly important, and it was determined that some input record in a more readable form than the primitive list was needed.

As the design of the project progressed, it was determined that two languages, rather than one, needed to be developed. The first language was needed to, as a minimum, enter the functions and procedures involved in the contingencies and tasks, and store data during execution. This can be considered a run-time language, and is written in terms of the data structures used during operation of the design system. The second language needed was a more formal written language, to be considered as a source code record of the design input, and would include the control structures of the run-time language as well as additional format information.
Three language alternatives existed: use CSDL as it exists, or with slight modifications; find some other language; or design a new language, either from scratch or from existing programming languages.

CSDL, or a modification of it, was considered as a first alternative in language selection, since its BNF notation has been written out completely, thus facilitating the development of a compiler or a syntax directed editor. However, since its development CSDL has not become a widely used language. While it is conceptually helpful as a model, a decision was made not to become tied to the actual syntax of CSDL, but to consider the second and third alternatives.

Concerning the second alternative, finding another language, few other control system design languages exist. While the idea of using a derived CONLAN language is appealing, CONLAN is still in the developmental stages.

Consideration was also given to developing a new language or adapting an existing language (specifically Ada) to control system design and description. Contributors to Reference 75 considered the required components of a hardware description language, and had mixed conclusions regarding adaptation of Ada as a hardware description language. However, Ada does meet many of the guidelines offered earlier in this section regarding development of hardware description and design languages. Also, Ada has been adapted to be used as a program design language, PDL/Ada, as described in References 76 and 77.

PDL/Ada was developed for three reasons:

Ada will become a standard programming language for embedded systems, and use of PDL/Ada will ease the transition from design to code;

Ada is a state of the art language, with support for software engineering concepts, and is also carefully controlled;

The Ada environment calls for many support tools which will also be able to be used with PDL/Ada.
In PDL/Ada, components of Ada were used as a basis for developing a software design language which could be processed with an Ada compiler for error checking, but not actually executed. PDL/Ada is a mapping from PDL into Ada using:

some of Ada exactly as written;
some of Ada with additional constraints on its use;
some design information written as comments in standard Ada;
some features built from Ada primitives; and
an extension of Ada's standard package to include definitions useful to program design.

PDL/Ada uses the same syntax as Ada.

For reasons similar to those which led to the development of PDL/Ada, the decision was made to develop CSD/Ada, adapting Ada to be used as a control system description, using CSEL as a guide. First, it appears that Ada will become a more widely used language as it is implemented in Department of Defense embedded systems. Second, Ada's strong typing provides a means to control and group global and local variables used in the design. Additionally, use of Ada makes it possible to develop a standard package of types available for variables to be used in designs.

Following the PDL/Ada model, a design standard package containing acceptable variable types was written for CSD/Ada. The Design Standard Package and a model for programs in CSD/Ada can be found in Appendix A. The runtime data structures, written in Pascal, can be found in the implementation code contained in Appendix C.
2. **User Dialogue and Command Language**

Given the design criteria that the user not have to learn a specific design/programming language, several alternatives existed regarding the design of the dialogue and command language. One was having the designer enter subroutine information using the algorithmic language, with an editor then translating the input to CSD/Ada. However, this would still require that the designer learn a language for the subroutines and a format for the remainder of the information.

A second alternative was using a syntax directed editor to lead the designer through the full CSD/Ada format, with requests for the appropriate information. This would reduce both the amount of typing required from the designer, and the opportunities afforded the designer to make errors. A syntax directed editor (SDE), discussed in References 78 and 79, and also known as a grammar driven [Ref. 80], language directed [Ref. 81], partially compiling [Ref. 82], or smart [Ref. 83] editor, allows a programmer to focus on the meaning rather than the punctuation and vocabulary when writing a program. One example is the Cornell Program Synthesizer, described in References 84 and 85, used as a tool in teaching programming and designed to allow the user to concentrate on the abstractions of a program rather than on the syntax of a specific programming language, thus supporting top-down programming.

SDFs are generally developed from the BNF notation for a language, and, with prompts, lead the programmer through a program from beginning to end. Using a menu or coded keys, the programmer types in the code for a specific component in or construct of a program. The system then shows the user the format for the construct and gives the opportunity to select from a list of possible alternatives.
to fill in the blanks. This ensures that the programs written with an SDE are always syntactically correct.

While better than the first alternative, this approach was also not ideal, since the designer would still be required to learn a specific language format, if not syntax. This would be appropriate were the system being used as a teaching tool. However, in this case the purpose of using an SDE is to make it possible for the designer to avoid having to learn either the syntax or the format of any specific language.

A third alternative, use of a partial SDE, was considered and selected as the most desirable option. The SDE would lead the designer through the statement block of a subroutine and then request declaration information on variables used in the subroutine. With this partial SDE, the designer would not have to trace through the entire program structure of both declarations and statements, but could instead concentrate on the statement components (in CSL/Ada the contingency functions and task procedures), with the editor then obtaining the remaining declaration type information needed. Variable types would be limited, through menu selection, to those types included in the CSL/Ada Design Standard package. This limitation is in line with Reference 86 which points out that parsers are often more complex than needed, and can be simplified by limiting programmers to a tightly controlled list of alternatives rather than being able to handle all possible entries. Reference 82 also contains this suggestion, particularly regarding types allowed for variables.

Additionally, a means would be provided to do semantic type checking during design data entry. This approach is suggested in References 87, 88 and 89, which describe an "incremental programming environment (IPE)" of which an SDE is only part. In the IPE, the SDE and the
incremental program constructor work together interactively with the programmer. As parts of the program are entered through the SDE they are checked for semantics. Then, if the semantics are correct, intermediate code is generated, and the pieces of the program are debugged. It appeared that the semantic type checking of the IPB could be applied to the control system design environment, using the run-time data structures developed for design data entry.

Finally, lists and prompts would be used to obtain the remaining identification, criteria, and contingency/task pair information.

Three options existed as ways to have the user enter choices during data entry: type in the choice word (either all of it or part, say the first three letters), use a menu, or use 'softkeys'. The first alternative was eliminated immediately for two reasons. One, it required excessive typing from the designer. Two, it introduced related opportunities for errors. Both of these consequences could create tedious, repetitive work for the user, contrary to the design principles of the system.

With a menu, a user is required to move a marker of some sort (a box, an x, or an arrow) through a list of options on the screen, using cursor position keys, until it indicates the choice being made. When the marker is next to the choice, the enter key is pressed to indicate the selection. While not as tedious as entering whole words, several actions can be required from the user to get the marker to the desired choice in the list, and some eye-hand coordination is required to know when to stop. For that reason this option was also eliminated.

Use of softkeys [Ref. 90] also involves display of a list of choices on the screen, with each choice coded to a key on the keyboard. To indicate a choice, the user presses the key paired with it. Possible choices can be changed by
changing the screen display. The use of softkeys appeared to allow maximum flexibility of choices while minimizing both the work required from the user and the opportunity for user error. For these reasons it was selected as the primary means for data entry. However, since use of softkeys is based on a menu type display, and 'menu' is a more commonly recognized term, 'menu' will be used in the remainder of this paper to refer to the softkey means of data input.

3. Screen Display

With the dialogue and command language decisions made, a need still existed for a way to make the user aware of the choices available at each step in the design data entry process. To avoid user confusion and maintain consistency as far as where to look for input options, echo of data entered, and design written in CSD/Ada, the decision was made to use a standard screen format, with categories of information always in the same areas of the screen. Additionally, the decision was made to provide the user with a list of choices at each step in the data entry process. This would make the system self-explanatory and minimize the need for written instructions for the user, following the recommendations in Reference 52.

4. BASIC INPUT AND OUTPUT STEPS

As a result of the design decisions outlined above, it was determined that the input of design information would have five modular components:

- obtain identification information through the use of prompts;
- obtain the contingency/task pair data through the use of prompts and menus and link it to the related function and procedure;
obtain the criteria information through the use of prompts and menus;

use a partial syntax directed editor to obtain the statement blocks of the functions and procedures, making lists of variable names as they are used;

traverse the list of variables when the entry of each subroutine is complete, making up both the environmental table and the local variable table.

Users will be able to select the order in which they will work in these areas, with the only limitation that global and local variable lists be updated following the entry of each subroutine.

Once the user decides to exit the design entry phase, data will be passed to the second phase of the system. In phase two the user has three options: convert the data for a realization, make changes in the data, or write the data to a file in CSD/Ada format. If the user decides to convert the data to primitive list format for a realization, the system will check to ensure that data has been entered in each category and subroutines have been linked to the appropriate contingency/task data. If the decision is made to write the data to a file, identification information, contingency/task pair information, and design criteria will be written as comments in a conventional Ada package, with the environment table and the subroutines written as declarations with comments and subroutines in a conventional Ada package.

Chapter Four details the actual implementation of this system.
IV. IMPLEMENTATION

The system was implemented basically as planned and has been run successfully. An example of the system output is included as Appendix E. Implementation code is included as Appendix C.

A. DATA ORGANIZATION

Organization of run-time data into a hierarchy of records, as mentioned in Chapter Three, and shown in Figure 4.1, provided the basic structure for implementation. A header record, the root of the data tree, was used to provide pointers to identification, criteria, contingency/task pair, environment, function, and procedure records. Multiple records were able to be added in a linked list form for repeating contingency/task, environment, and subroutine occurrences, while single records were used for identification and criteria data. In some data subsections, an occurrence also became the root of a subtree of records containing specific types of data, such as comments, volumes and monitors for criteria data, or local variables and statements for subroutines. Additionally, pointers were used to link the contingency/task pair record and the function and procedure records to which it referred.

B. PROGRAM ORGANIZATION

Five major sets of subroutines were needed for data entry and manipulation. Listed from highest to lowest priority with regard to initial implementation, they were:
entry: obtain original information from designer;
write: read information from a record, write it to a permanent file for storage;
change: make changes to data already entered in records;
convert: convert data in the records to primitive list format for realization;
read: read information from a file already created back into records to work with it.

Within each set, lower level subroutines were closely matched to the record with which they would be used.
Additionally, routines were needed to handle graphics displays to the screen. This included instructions, menus, messages, and display of data entered.

Subroutines were categorized and placed in one of fourteen files, as described below. Subroutines within each file were divided into categories by level of complexity, for example, primitive routines and higher level routines which called them, and by category of design data with which they dealt, for example identification or contingency/task pair.

1. Design

DESIGN.PAS is the main file. It contains code to tell the system compiler to include all other files, and it contains the main subroutine and variables which it uses. It also contains introductory and instructional subroutines, as well as other subroutines called directly by the main subroutine or for which other appropriate files have not yet been created.

2. Records

RECCEDS.PAS contains the data types and data structures created for the run-time environment. While it consists primarily of records and pointers to them, it also

53
contains some basic type declarations such as 'line_size' and 'name_size' used with character strings, and various enumerated types used in the records.

3. Screen

SCREEN.PAS contains the primitive graphics subroutines, for example those used to change screen set-up codes and alert the terminal to an upcoming graphics command. Additionally, it contains subroutines to draw the screen, erase the total screen or specific areas of it, and position the cursor to write a message.

4. Text

TEXT.PAS consists of subroutines to write the title screen and instructional screens.

5. Messages

MESSAGES.PAS contains one subroutine, 'Message', which uses a case statement to write various messages, called by number, to the message area on the screen.

6. Menu Files

MENUS.PAS and MENUS2.PAS contain both primitive and higher level routines to write menus to the screen menu area. Primitive routines are used to establish cursor positions for menu lines, line markers, and instruction lines. Menu use instructions are included as subroutines to be called by the two basic types of menus used - data entry or menu code entry. Menu components which will be used by more than one menu have been written as separate subroutines. Higher level menu subroutines have been categorized by the data to which they apply: identification, criteria, contingency/task pairs, subroutines, and variables. Menus for entering variable information are in MENUS2; all other
menus are located in MENUS, along with code to tell the system compiler to include the MENUS2 file.

7. **Display**

DISPLAY.PAS consists of subroutines used to write data entered in the run-time records to the screen for feedback to the user. A lower level subroutine is used to establish standard cursor positions for each line, with higher level routines categorized by data section.

8. **Check**

CHECK.PAS contains primitive routines called in both the entry of data and the changing of data to check character strings, digit strings, and traverse linked lists of records checking for matching names.

9. **Change**

CHANGE.PAS contains routines used to make changes in data already entered and displayed on the screen.

10. **Entry Files**

ENTER.PAS and ENTER2.PAS contain subroutines used for the actual data entry. ENTER contains primitive routines to enter character strings, digit strings, and lines of comments, and check subroutine names already entered, as well as higher level routines used in entry of identification and contingency/task data. It also includes the main data entry routine, and code to alert the system compiler to include ENTER2. ENTER2 consists of the subroutines used to enter criteria data, functions and procedures, and variable data.
11. Files

FILES.PAS consists of subroutines to open a file, write the data from the run-time data structures to it in a format similar to Ada, and then close the file. Subroutines are categorized by the section of data with which they are concerned, such as criteria or contingency/task pairs. Additionally, a lower level routine to write comments to the file is included, and called by several of the higher level routines.

12. CONVERT

CONVERT.PAS contains routines used in conversion from the run-time data structure format to primitive list format for realization.

C. SCREEN LAYOUT

Display of instructions uses the entire screen. For all other actions, the screen is divided into four areas - menu and menu instructions, input, messages, and data display - with text in each area color coordinated, as shown in Figure 4.2.

D. SYSTEM OPERATION

System operation begins with the display of a title screen. At this point the user is given the option of reading some general instructions first or beginning data entry immediately.

Design data entry follows a path from the more general areas to the more specific. The user is allowed to pick one of five areas in which to enter data - identification, criteria, contingency/task pairs, functions, or procedures, or to decide to exit the data entry section. Once one of
the data areas is selected, the user is led through all of the data items needed for one set of data in that area, with menus used to prompt and limit the data choices which can be entered. Entries are echoed immediately in the input area on the screen. In addition, when all data has been entered in a section, the complete set of data is written to the screen in the display area. Although not yet fully implemented, at this point the designer will, in the future, be able to make changes in the data displayed.

Following data entry for a section, the user is returned to the start of the data entry loop and again allowed to pick one of the five data entry areas or exit, with the condition that data can be entered in the identification and criteria areas only once.
When the user is done entering data and decides to exit, the system moves to phase two, data manipulation. Although not yet fully implemented, three options are available. Changes can be made to the data, it can be converted to a primitive list format, and a realization can be generated, or it can be written to a permanent file. Again, the user continues returning to these options in a loop until he or she decides to exit from phase two. The exit from phase two terminates the program.

E. ERROR CHECKING

There are several components of the error checking system. In general, data is checked when it is entered. When an error is found by one of the components, or confirmation of an entry is needed, a message is written to the message area of the screen with specific information.

1. Menu Entry Checks

Entry of data takes one of three forms. The user can be asked to enter either the code for one of the choices on the menu, a character string, or a numerical value. In the first case, if the user enters a code not in the menu, a message will be written explaining the error and asking that the entry be repeated. In the second and third cases, specific subroutines are used to check data entered.

a. Check_Item

'Check_Item' is called when the user is entering identifiers, and it checks for errors commonly made in variable and subroutine names, as well as specific design system constraints. It will give an error message and ask for a repeat of the entry if the identifier is longer than ten characters, does not start with a letter, or contains
blanks. Entry of only a carriage return will result in a string of length zero, and the user will be asked to repeat the process.

b. Check_Digits

'Check_Digits' is called when the user is entering numerical values. It reads input as a character string and checks to ensure that length does not exceed six digits (a size selected to ensure that a set of contingency/task data can be written as one line of a file), and only digits have been entered. It then calls a system library routine to convert the character string of digits to its integer value. Entry of only a carriage return will result in a value of zero being assigned to the variable in question.

2. Subroutine Name Checking

Both contingency/task and subroutine data entry routines do extensive subroutine name checking, based on the premise that each function and procedure will be part of only one contingency/task pair. Subroutine records can be entered through either subroutine entry procedures or contingency/task pair entry procedures. Both will enter name and subroutine kind. However, subroutine entry will enter statements and set the contingency/task pointer to nil. Contingency/task pair entry will enter a contingency/task pointer and set the statement pointer to nil. This makes it possible to determine how much of the data related to a subroutine has been entered.

When entering contingency/task pair data, a check will be made of both the initialization and run-time lists to ensure that neither the function nor subroutine has been included in a contingency/task pair already entered. A check will then be made of the function and procedure lists.
If the subroutine has already been entered, it will be linked to the contingency/task pair record. If not, a new subroutine record will be added, the name and kind entered with the other fields set to nil, and the subroutine record will be linked to a contingency/task pair record.

When a subroutine is to be entered, a check will be made to see if the name has already been used. If it has, a check will be made of the statement pointer. If it is not nil, a message will be returned that the entire subroutine has already been entered. If it is nil, this record will be selected as the one in which to enter the rest of the subroutine data. If the name is not located, a new record will be added, the contingency/task pointer set to nil, and the rest of the subroutine data entered.

3. **Statement Component Checking**

Use of the partial syntax directed editor for entry of statements ensures that all statements entered are syntactically correct. Menus used to list options for information entered about variables, such as precision or technology, minimize the chance of entry of incorrect data by the user. Finally, use of pointers to link all variables in an expression makes it possible to implement more detailed type checking as work on the system continues in the future.

4. **Completion Check**

When the user decides to convert the data to primitive list format, a check will be made to ensure that all data needed has been entered. The first check will be of the header record, to see that identification and criteria links are not nil. Then, based on the procedure for subroutine record entry described above, a check will be made of the function and procedure lists, to make sure that
each subroutine has both statements entered and a pointer linking it to a contingency/task pair record.

5. File Notation

As a reminder to the designer, and for future use when data in files can be read back into the system, 'no data entered' is written in sections of the file for which no data at all has been entered.

6. Exit Check

Since exiting from phase two of the system will result in destruction of the run-time data structure, a two step procedure is used to confirm that the user does actually want to terminate the design process.

Chapter Five will evaluate the system, discuss problems encountered in implementing it, and suggest areas for future work.
V. CONCLUSIONS AND RECOMMENDATIONS

A. GOALS OF THE PROJECT

The goals originally established with regard to this project were to design a workstation which would not require its user to learn a specific language for data entry, present a user-friendly approach to the user, and produce an output of the data entered in a user-readable format which could also be converted to a primitive list format. Considering this project as a first implementation, these goals have been met. Use of the system has shown that, for a user familiar with the general concepts of Matelan's Computer System Design Language and Ross' computer-aided design process, the screen instruction and error checking in the system are sufficient to ensure correct and complete data entry. The preliminary work done in making changes to data already entered indicates that it should be possible to expand the system to read in data from a file and repeatedly modify data for different realizations.

B. PROBLEM AREAS

While the system was implemented successfully, there were difficulties in working with the GIGI terminal. Although GIGI's graphics language can be embedded within Pascal, there was little documentation available on how to use it in an interactive setting and how to use it other than to draw pictures. The most significant problem occurred in code sequences which shifted the terminal from an interactive Pascal command mode, such as reading an input, to a graphics command mode, such as writing a message. A '!' at the start of a sequence of code is the
signal to indicate to the terminal that the code following it is a graphics display instruction. While the '!' at the start of a graphics command is sufficient to alert the terminal within a sequence of graphics actions, it is not sufficient to switch the terminal from Pascal to graphics. It was necessary to include an additional wake up '!', included as the first command in graphics routines, such as clearing areas of the screen, likely to be called immediately following Pascal commands.

An additional problem occurred in writing data entered in records back to the screen for display. While it was not difficult to determine how to write a specific character string to the screen, it was less obvious how to write the value of a variable or contents of a record field to the screen. The necessary procedure is less than logical, and was found through trial and error rather than in available documentation.

Finally, writing the graphics commands for each line of text was found to be tedious. Use of the GIGI macros was considered but decided against for two reasons. When first used the macros were found to be unreliable, although this may have been due to the problems of switching from Pascal to graphics commands mentioned earlier. More importantly, the use of macros appeared to decrease, rather than increase, readability. This is because they can be identified by only one letter, rather than by a word that indicates function. An attempt was made to replace the graphics command strings with Pascal variables of type 'packed array of characters' which had been assigned the graphics command strings as values. However, this attempt to make the graphics commands more readable and reduce required typing was unsuccessful.
C. FUTURE WORK

There are several areas for future work as a result of this project. In the field of computer aided design system design, there is much room for expansion of the current system. The syntax-directed editor can be enlarged to allow for a full block structured language. The contingency/task data options not yet implemented can be added. The means for data change and conversion to primitive list format can be fully implemented. Finally, the means to read data in from a previously written file can be designed and implemented.

With regard to writing of data to a file, there is room for system modification and further expansion. The use of a standard file name and file type is based on use of an operating system which numbers file copies, and retains previous copies until the user deletes them, rather than writing over them when an additional file of the same name and type is created. It would be beneficial to allow the user to enter the file name and file type when the decision is made to write the data to a file. This will allow different versions of a design to have different names. Additionally, there is work to be done in strengthening the link between CSD/Ada and Ada. Included in this is adding to the subroutines used to write the run-time data to a file so that the output more closely matches Ada format.

In the field of user-friendliness, there is opportunity to expand and add flexibility to the instructions included within the design system. Introductory instructions can be increased, and the user can be given the opportunity to select specific instruction screens and enter and exit the instructions at other than the beginning and end of the sequence of screens. It would also be worthwhile to take advantage of the use of case statements for menu code entry
and add a code for the option of a help request. This would make information in a specific area available during the data entry process.

Much work remains to be done in expanding and improving the system. However, it is clear that this project has shown that it is possible to design and implement a user-friendly work station for computer aided design.
LIST OF REFERENCES

List of Abbreviations Used:

ACM Association for Computing Machinery
AFIPS American Federation of Information-Processing Societies
IEEE Institution of Electrical Engineers
IEEE Institute of Electrical and Electronics Engineers


44. Hill, F. J. A Summary Discussion of CONLAN, Engineering Experiment Station, College of Engineering, University of Arizona, Tucson, July 1982.


APPENDIX A
CSD/ADA

Package design_standard is
    type analog is integer;
type bool is boolean; -- * true/false
type ext_fixed is integer;
type ext_float is integer;
type int_fixed is integer;
type int_float is integer;
end design_standard;
with design_standard; use design_standard;
Package control_system_design is
    -- identification block
    -- identification data

    -- criteria block
    -- criteria data

    -- contingency/task block
    -- contingency/task pairs data

    -- environment table
    variable : type; -- additional global variable data

    -- subroutine list
    function name (input) returns type;
    procedure name (input; output);
end control_system_design;

package body control_system_design is
    (* complete code for functions and procedures
        listed here *)
end control_system_design;

74
APPENDIX B

SYSTEM OUTPUT

<table>
<thead>
<tr>
<th>CONDITION</th>
<th>PHO UNITS</th>
<th>RETAIL B22</th>
<th>GLOBAL</th>
<th>GAMMA2</th>
<th>GAMMA2</th>
</tr>
</thead>
<tbody>
<tr>
<td>TRUE</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
<tr>
<td>FALSE</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
<td>0</td>
</tr>
</tbody>
</table>

---

FUNCTION

1. Function one
2. Function two
3. Function three
4. Function four
5. Function five
6. Function six
7. Function seven
8. Function eight
9. Function nine

---

VARIABLES

1. Value one
2. Value two
3. Value three
4. Value four
5. Value five
6. Value six
7. Value seven
8. Value eight
9. Value nine
-- VARIABLES
-- no variables entered

BEGIN
ISSUE(a );
END;

function function two ;

-- VARIABLES
-- no variables entered

BEGIN
SENSE(a );
END;

-- PROCEDURES

procedure proc1one ;
-- implementation -
-- variables - only external floating point type implemented
-- statements - only input/output statements implemented

-- VARIABLES
b : EXT-FLOAT;
-- value  addr  prec  min  .max  mntis  expn  port
--  0       1     52     0   32000  20   10   999

BEGIN
SENSE(a );
ISSUE(b );
END;

procedure proc2two ;

-- VARIABLES

a : EXT-FLOAT;
-- value  addr  prec  min  .max  mntis  expn  port
--  0  4099   64     0   999   32   32   99

BEGIN
{file design.pas - main file}

{INHERIT ('SYS$LIBRARY:STANDARD')}

program design(input,output,data);   
{main program - will call all other files 
using % include}
%include 'records.pas'  
{include record types for run time data}

var
done:=main : boolean;  
choice : char;  
exit+choice : char;  

design+data : design+ptr;  
data : text;  {to open file}

%include 'screen.pas/nolist'
%include 'text.pas/nolist'
%include 'messages.pas/nolist'
%include 'menus.pas/nolist'
%include 'display.pas/nolist'
%include 'check.pas/nolist'
%include 'change.pas/nolist'
%include 'enter.pas/nolist'
%include 'convert.pas/nolist'
%include 'files.pas/nolist'

PROCEDURE continue;  
{will read input until user enters a "y" - used 
to wait for signal to go on to next screen 
of instructions}

var
done+cont : boolean;  
choice : char;

begin

done+cont := false;  
repeat until (done+cont true)  
readln (choice)
clear; msg;
case choice of
    'y';
        donecont := true;
    otherwise
        message (10); (enter 'y')
end (case)
until donecont;
end (continue)

PROCEDURE instructions;
(will call each instruction screen and await a signal from the user to proceed)
var
    choice : char;
begin
    instruct+text+1;
    continue;
    instruct+text+2;
    continue;
    instruct+text+3;
    continue;
end (instructions)

PROCEDURE write-*n (menu:integer);
(will write message and erase when acknowledged)
(may not be used)
(may be useful when help messages available for error message calc69)
var
    choice : char;
begin
    message (menu);
    repeat (until length(choice) = 0)
        readln (choice);
    until length(choice) = 0;
    clear; msg;
end (write-*n)

PROCEDURE intro;
(will call opening screen and then, if user requests it, design instructions)
var
    choice : char;
    doneintro : boolean;
begin
    noneintro := false;
    title; text;
    repeat (until noneintro)
        readln (choice);
end (intro)
clear*msg;
case choice of
'\n':
  done+intro := true;
'\y':
  begin
    instructions;
    done+intro := true;
  end;
otherwise
  message (9); (enter 'y' or 'n')
end; (case)
until done+intro;
end; (intro)

PROCEDURE confirm (menu:integer; var choice:char);

  (will confirm user wishes to terminate design and
destroy run time data structures)

begin
  clear*msg;
  repeat (until choice = 'y' or 'n')
    message (9);
    readin (choice);
    clear*msg;
  until ((choice = 'y') or (choice = 'n'))
end; (confirm)

PROCEDURE convert+main;

begin
  message+positi;
  writeln ('st(s),w(v,i(r))"convert main called")
end; (convert+main)

PROCEDURE main;

begin
  initial;
  initial
  inter+main (design+data);
  done+main := false;
  repeat (until done+main = true)
    clear+input
end;
on ace menu;
main (choice)
clear

case choice of
  '1':
    change (data);
  '2':
    convert
  '3':
    file (data);
  '4':
    {exit

    clear
    confirm (4, exit choice);
    if exit choice = 'y' then
      done = true;
    end;
    otherwise
      begin
        message (1);
        clear
        end;
    end {case}
  until done = false;
end {main}

#include 'test.ces'
begin
  qos = init;
  test;
  reset = scroll;
end {test}
(file records.pas - record type declarations)

/run time data structures for design/

{preliminary types}
linesez = varying[50] of char
name = packed array {1..10} of char
units = varying [10] of char
precis1 = 8..04
precis2 = 16..04
units = (h, m, s, ms, us, ns)
technology = (anal, ext, float, int, fixed, intfloat)
subroutinekind = (func, proc)
cost = (first, cost, power)
costtype = (global, local)

{preliminary records}

comment = record
  line : linesez
  nextcost : comment
end {comment}

{types}

object = (anal, ext, float, int, fixed, intfloat)
variable = record
  name : name
  value : integer
  memaddr : integer
  nextvbl : variable
end {variable}

case kindl : object of
  analog : (precision = precis1
               vemax = integer
               vemin = integer
               samrate = integer
               bcolrate = units)
  noclass : (technology = technolog)
bool*value : boolean;
port*num*1 : integer;

ext*fixed1 : (precision*ref1 : precision)
min*val*ref1 : integer;
max*val*ref1 : integer;
techno*ref1 : techno;
port*num*ref1 : integer;

ext*float1 : (precision*ref1 : precision)
min*val*ref1 : integer;
max*val*ref1 : integer;
techno*ref1 : techno;
port*num*ref1 : integer;

int*fixed1 : (kind* : internal*type)
precision*fix1 : precision;
min*val*fix1 : integer;
max*val*fix1 : integer;
cons*val*fix1 : integer;

int*float1 : (kind* : internal*type)
precision*fix1 : precision;
min*val*fix1 : integer;
max*val*fix1 : integer;
cons*val*fix1 : integer;

end : (variable record)

volumes : (volumes)
volumes : record
v1,v2,v3,v4,v5,v6,v7,v8,v9,v10 : integer;
end : (volumes)

monitors : (monitors)
monitors : record
m1,m2,m3,m4,m5 : integer;
end : (monitors)

operators = (and, sub, mult, div, data*in, data*out);
t*o*s = (term, non*term);
expr*term*1 = (expr*term);
expr*term*1 : record
expr*term1 : term

case term1 : t*o*s of
t*erm : (name : name*size)
next:ptr = expr+item+ptr;
prev:ptr = expr+item+ptr;
expr+set = expr+item+ptr);
nonterm: (operator: operators;
left:ptr = expr+item+ptr;
(left:ptr nil for unary and i/o ops)
right:ptr = expr+item+ptr);
end: (expr+item)

relations = (eq, lt, lte, gt, gte, ne);
tag4 = (rel, looplevel, looplevel, vrb1, func1);
cond+ptr = (condition);
condition = record
  case non+expr: tag4 of
    rel: (relation: relations;
      left:side = expr+item+ptr;
      right:side = expr+item+ptr);
    looplevel: (value: non+expr);
    others not implemented yet
    looplevel, vrb1, func1 = ();
  end: (condition)

tag5 = (lo, assig, if+st, while+st, for+st, exit+st, per+st);
stmt+ptr = (statement);
statement = record
  next(stmt) = stmt+ptr;
  case stmt+type: tag5 of
    lo: (direction: expr+item+ptr);
    assig: (left:side = expr+item+ptr;
      right:side = expr+item+ptr);
    if+st: (cond: cond+ptr;
      then:stmt = stmt+ptr;
      else:stmt = stmt+ptr);
    others not implemented yet
    while+st, for+st, exit+st, per+st = ();
  end;

(sector records)
cxt+pair+ptr = (cxt+pair);
subroutine+ptr = $subroutine;
subroutine = record
  kind: subroutine+kind;
  name : name+size;
criteria := fcriteria;
criteria := record
  crit := criatcriterion;
  contslink := consptr;
  locr := locptr;
  stact := stateptr;
end; (criteria)

task := (unless, iff, none);
ctnair := record
  kind := ctkind;
  contslink := conptr;
  func := subroutine;
  proc := subroutine;
  timeunits := units;
  constdef := (when, every, at, don);
  rno := integer;
  beta := integer;
  beta2 := integer;
  alpomb := integer;
  locr := integer;
  namal := integer;
  name2 := integer;
  backnum := boolean;
end; (ctnair)
case cctcond := task of
  unless, iff := (contslink := conptr);
  none := ();
end; (ctnair)

ctv := record
  init := ctv;
  runlist := ctv;
end; (ctv)

id := record
  designer := lnrst;
  project := lnsz;
  date := lnsz;
  contslink := contptr;
end; (id)
(file screen.pas – primitive graphics subroutines)

PROCEDURE setup+scroll;
  (changes default set uos – sets so as to will
  read screen commands and screen will not scroll)
begin
  writeln ('",CHR(27),"Pr54",CHR(27),"\"');
  writeln ('",CHR(27),"Pr54",CHR(27),"\"');
end; (setup+scroll)

PROCEDURE reset+scroll;
  (will reset screen to scroll)
begin
  writeln ('",CHR(27),"Pr54",CHR(27),"\"');
end; (reset+scroll)

PROCEDURE delay;
begin
  writeln ('?st2\55');
end; (delay)

PROCEDURE osio+wait+up;
  (will get terminal ready for graphics commands)
begin
  writeln ('"1\"');
end; (osio+wait+up)

PROCEDURE set+test+macros;
  (will write osio macros to be used in indicating
  size and color of characters in text)
  (not reliable)
begin
  (text size 1 – standard)
  writeln ('"1n.:.t5(5,4)(4,x)\"'); (red)
  writeln ('"1n.:.t(5,4)\"'); (blue)
end; (set+test+macros)
PROCEDURE qio+init:
(will call routines to change default set ups and establish text macros)

begin
set=un=qiofl;
set=text=macroa;
end (qio+init)

PROCEDURE clear+screen:
(will erase screen)

begin
qio+waterup;
writein ('1se(a)');
end (clear+screen)

PROCEDURE draw+screen:
(will erase screen, set background to dark, and set shading references to draw horizontal lines at 429 and 451 and a vertical line at 548)

begin
clear+screen;
writein ('1wr,s1,451);(w)');
writein ('1010,4%2 v [+767,1]');
writein ('1wr,s1,429);(w)');
writein ('1010,429 v [+767,1]');
end (draw+screen)

PROCEDURE message+posit:
(will move cursor to position to start message)

begin
qio+waterup;
writein ('1m10,4501');
end (message+posit)

PROCEDURE clear+ms:
(will erase message by resetting shading reference and color and refill screen message area)

begin
qio+waterup;
writein ('1wr,s1,4501);(w)');
writein ('1f,es1,4501);(w)');
message+posit;
PROCEDURE clearDisplay;
   (will erase data entry display by resetting
    shading reference and color and refilling
    data display area)
begin
   goto: wakenu:
   writeln ('!wfe,s1,4271,1(1)');
   writeln ('!p(16,0) v(1552,1)');
end; (clearDisplay)

PROCEDURE clearMenu:
   (will erase menu area by resetting shading reference
    and color and refilling menu area)
begin
   goto: wakenu:
   writeln ('!wfe,s1,4271,1(1)');
   writeln ('!p(550,0) v(1216,1)');
end; (clearMenu)

PROCEDURE clearInput:
   (will erase input area by resetting shading
    reference and color in refilling input area)
begin
   goto: wakenu:
   writeln ('!w(r,s1,4531,1(1))');
   writeln ('!p(16,279) v(1767,1)');
end; (clearInput)
PROCEDURE continue+posit;
  (will move cursor to position for continue messages in instructions)
begin
  writeln ('"lo[20,1401]"
end; (continue+posit)

PROCEDURE continue+text1;
  (will write continue instructions at continue position)
begin
  continue+posit;
  writeln ('"t(s1,w,v,l(c))" type "y <cr>" to continue";)
end; (continue+text1)

PROCEDURE title+text1;
  (will write title screen to start execution of program)
begin
  clear+screen;
  writeln ('"lo[184,100]"
  writeln ('"t(s1,w,v,l(c))" "COMPUTER AIDED DESIGN"
  writeln ('"lo[378,150]"
  writeln ('"t(s1,w,v,l(c))" "of"
  writeln ('"lo[60,200]"
  writeln ('"t(s1,w,v,l(c))" "MICROPROCESSOR-BASED CONTROL SYSTEMS"
  continue+posit;
  writeln ('"t(s1,w,v,l(c))" type "y <cr>" for instructions, "n <cr>" to begin data entry"
end; (title+text1)

PROCEDURE instruct+text1;
  (will write instructions to screen)
begin
  clear+screen;
  writeln ('"lo[20,60]"
  writeln ('"t(s1,w,v,l(c))" "Data will be entered in five areas"
  writeln ('"lo[190,90]"
  writeln ('"t(s1,w,v,l(c))" "Identification"
  writeln ('"lo[40,130]"
  writeln ('"t(s1,w,v,l(c))" "Design Criteria"
  writeln ('"lo[40,150]"

PROCEDURE instruct=text+1
begin
  clear=screen;
  writeln ('lo(20,691)');
  writeln ("It(s1,lv,1(c))". Menu will be used to prompt for data entry.");
  writeln ('lo(20,991)');
  writeln ("It(s1,lv,1(c))". You can also set your data for the item requested.");
  writeln ('lo(20,1701)');
  writeln ("It(s1,lv,1(c))". For the number of choice selected, as appropriate.");
  writeln ('lo(20,1701)');
  writeln ("It(s1,lv,1(c))". Identifiers (subroutine and variable names) should be limited.");
  writeln ('lo(20,2901)');
  writeln ("It(s1,lv,1(c))". To ten characters and should begin with a letter.");
  writeln ('lo(20,2501)');
  writeln ("It(s1,lv,1(c))". Comment and identification data lines are 80 characters.");
  writeln ('lo(20,2501)');
  writeln ("It(s1,lv,1(c))". A <cr> alone will result in a zero value for numerical.");
  writeln ('lo(20,1711)');
  writeln ("It(s1,lv,1(c))". Data or a string of blanks for character data.");
  writeln ('lo(20,1711)');
  writeln ("It(s1,lv,1(c))". It can also be used to advance the marker when changing data.");
  continue=text;
end; (instruct= text+1)

PROCEDURE instruct=text+2
begin
  clear=screen;
  writeln ('lo(20,401)');
  writeln ("It(s1,lv,1(c))". Contingency/Task Pairs.");
  writeln ('lo(40,1501)');
  writeln ("It(s1,lv,1(c))". Functions.");
  writeln ('lo(40,1701)');
  writeln ("It(s1,lv,1(c))". Procedures.");
  writeln ('lo(20,2901)');
  writeln ("It(s1,lv,1(c))". You will be able to select the area in which you wish to work.");
  continue=text;
end; (instruct=text+2)

PROCEDURE instruct=text+3
begin
  clear=screen;
  writeln ('lo(20,2901)');
  writeln ("It(s1,lv,1(c))". You can also set your data for the item requested.");
  writeln ('lo(20,1701)');
  writeln ("It(s1,lv,1(c))". For the number of choice selected, as appropriate.");
  writeln ('lo(20,1701)');
  writeln ("It(s1,lv,1(c))". Identifiers (subroutine and variable names) should be limited.");
  writeln ('lo(20,2901)');
  writeln ("It(s1,lv,1(c))". To ten characters and should begin with a letter.");
  writeln ('lo(20,2501)');
  writeln ("It(s1,lv,1(c))". Comment and identification data lines are 80 characters.");
  writeln ('lo(20,2501)');
  writeln ("It(s1,lv,1(c))". A <cr> alone will result in a zero value for numerical.");
  writeln ('lo(20,1711)');
  writeln ("It(s1,lv,1(c))". Data or a string of blanks for character data.");
  writeln ('lo(20,1711)');
  writeln ("It(s1,lv,1(c))". It can also be used to advance the marker when changing data.");
  continue=text;
end; (instruct=text+3)
{file messages.pas - message subroutine}

var
    Imenu : integer;

procedure message (Imenu : integer);
{ will move cursor to the message position
  and write the message indicated by the
  message number Imenu.  Messages limited to 80 characters }
begin
    message_position;
    case Imenu of
        1:
            writeln ('"It(s1,w,v,i(r))"'choice not in menu - please reenter');
        2:
            writeln ('"It(s1,w,v,i(r))"'already done');
        3:
            writeln ('"It(s1,w,v,i(r))"'option not yet implemented');
        4:
            writeln ('"It(s1,w,v,i(r))"'enter "y <cr>" to confirm exit, "n <cr>" to continue design');
        5:
            writeln ('"It(s1,w,v,i(r))"'identifier contains unacceptable characters - please reenter');
        6:
            writeln ('"It(s1,w,v,i(r))"'contingency/task pair with name given already entered');
        7:
            writeln ('"It(s1,w,v,i(r))"'subroutine name already used');
        8:
            writeln ('"It(s1,w,v,i(r))"'subroutine already entered');
        9:
            writeln ('"It(s1,w,v,i(r))"'please enter either "y" or "n"');
      10:
            writeln ('"It(s1,w,v,i(r))"'please enter "y"');
      11:
            writeln ('"It(s1,w,v,i(r))"'more than six items - please reenter');
      12:
            writeln ('"It(s1,w,v,i(r))"'non-numeric characters used - please reenter');
      13:
            writeln ('"It(s1,w,v,i(r))"'conversion error - please reenter');
      14:
            writeln ('"It(s1,w,v,i(r))"'enter "y <cr>" to save changes, "n <cr>" to exit section');
15:  writeln ('"it(slv,lv,lv(r)))"entry contains more than 10 characters - please reenter'');
16:  writeln ('"it(slv,lv,lv(r)))"entry contains blanks - please reenter'');
17:  writeln ('"it(slv,lv,lv(r)))"no name entered - please reenter'');
18:  writeln ('"it(slv,lv,lv(r)))"variable data already entered'');

end; (case)
end; (message)

(enu file messages.pas)
(file menus.nas - menu routines used in design.nas)

-BASIC SETTINGS-

(menu lines limited to 22 characters)
(instruction lines limited to 24 characters)

var
    line : integer;

PROCEDURE menuLine (line : integer);
    (will set cursor position to start of menu
    line passed to it as parameter)

begin
    case line of
        0: (heading)
            writeln ('IN460,301');
        1: writeln ('IN570,100');
        2: writeln ('IN570,130');
        3: writeln ('IN570,160');
        4: writeln ('IN570,190');
        5: writeln ('IN570,220');
        6: writeln ('IN570,250');
        7: writeln ('IN570,280');
    end; (case)
end; (menuLine)

-WHILE/DO: subroutines:
    (will set marker position to surrounding position)
BEGIN
  writeln ('"(570,501")');
END;

PROCEDURE marker(line : integer);
  (will set marker position for the menu line passed to it)
BEGIN
  CASE line OF
    1 : writeln ('"(550,100")');
    2 : writeln ('"(550,130")');
    3 : writeln ('"(550,160")');
    4 : writeln ('"(550,190")');
    5 : writeln ('"(550,220")');
    6 : writeln ('"(550,250")');
    7 : writeln ('"(550,280")');
  END; (CASE)
END; (marker-line)

PROCEDURE instruction-line(line : integer);
  (will position cursor for the menu instruction line passed to it)
BEGIN
  CASE line OF
    1 : writeln ('"(550,110")');
    2 : writeln ('"(550,140")');
    3 : writeln ('"(550,170")');
    4 : writeln ('"(550,200")');
  END; (CASE)
END; (instruction-line)

PROCEDURE draw-marker(line : integer);
  (will draw a marker 'x' on the menu line passed to it, at the standard x coordinate for markers)
begin
qiat=arker:
marker+line [line];
write ln ('it(sl,v,i(v)))'>');
end (draw=marker)

PROCEDURE clear=arker (line : integer); (* will erase the marker at the menu line passed to it *)
begin
qiat=arker:
marker+line [line];
write ln ('it(sl,v,i(d)))' ' ');
end (clear=arker)

(INSTRUCTION MENUS)

PROCEDURE menu=instructions(); (will give instructions for entering data consisting of character strings)
begin
instruction+line (1);
write ln ('it(sl,v,i(w)))' 'type in data item'});
instruction+line (2);
write ln ('it(sl,v,i(w)))' 'indicated by >', ' ');
instruction+line (3);
write ln ('it(sl,v,i(w)))' 'followed by <cr> ');
end (menu=instructions)

PROCEDURE menu=instructions+1A; (* will give instructions for exiting menu *)
begin
instruction+line (4);
write ln ("it(sl,v,i(w)))' '<cr> to exit ');
end (menu=instructions+1A)

PROCEDURE menu=instructions+1Yunary; (* will give instructions to avoid entering left operand for unary operator *)
begin
PROCEDURE menu+instructions+2
will give instructions for entering menu choices
begin
instruction+line (1);
writeln ('**type number of menu item**');
instruction+line (2);
writeln ('*followed by <crl>'');
instruction+line (3);
writeln ('**to enter choice**');
end; (menu+instructions+2)

PROCEDURE menu+instructions+3
will write instructions for monitors and volumes data entry
begin
instruction+line (1);
writeln ('**type number for priority**');
instruction+line (2);
writeln ('*in which monitor/volume**');
instruction+line (3);
writeln ('*should be examined**');
end; (menu+instructions+3)

PROCEDURE change+instructions+1;
will tell how to move cursor and enter changed data
begin
instruction+line (1);
writeln ('*type <crl> to move "->"**');
instruction+line (2);
writeln ('*down to item to change**');
end; (change+instructions+1)

PROCEDURE change+instructions+14;
will tell how to enter changed data
begin
instruction+line (3);
writeln ('**enter new value or name**');
instruction+line (4);
writeln ('*followed by <crl>'');
end; (change+instructions+14)
(GENERAL MENU COMPONENTS)

PROCEDURE data_areas=block;  
(list of 5 data areas and exit, to be called by entry and  
change main menus)

begin
  writeln ('It(s)w(v,i(c))''1. identification''');
  writeln ('It(s)w(v,i(c))''2. design criteria''');
  writeln ('It(s)w(v,i(c))''3. contingencies/tasks''');
  writeln ('It(s)w(v,i(c))''4. procedures''');
  writeln ('It(s)w(v,i(c))''5. functions''');
end; (data_areas=block)

PROCEDURE timing_unit=menu;  
 (will display a standard list of timing unit  
options available)

begin
  writeln ('It(s)w(v,i(c))''1. hours (h)'');
  writeln ('It(s)w(v,i(c))''2. minutes (m)'');
  writeln ('It(s)w(v,i(c))''3. seconds (s)'');
  writeln ('It(s)w(v,i(c))''4. milliseconds (ms)'');
  writeln ('It(s)w(v,i(c))''5. microseconds (us)'');
  writeln ('It(s)w(v,i(c))''6. nanoseconds (ns)'');
end; (timing_unit=menu)

(DATA ENTRY AND CHECK MENU)
(MAIN)

PROCEDURE mainentry=menu;
   (will give choices for data entry areas)
begin
   clear=menu;
   menunline (0);
   writeln ('It(s1,w,v,(m)))''DATA ENTRY AREAS');
   dataareas=block;
   menuinstructions+2;
end; (mainentry=menu)

PROCEDURE mainchange=menu;
   (will list choices for data change areas)
begin
   clear=menu;
   menunline (0);
   writeln ('It(s1,w(v,(m)))''DATA CHANGE AREAS');
   dataareas=block;
   menuinstructions+2;
end; (mainchange=menu)

(IDENTIFICATION DATA MENU)

PROCEDURE id=menu;
   (will write id information menu on the screen)
begin
   clear=menu;
   (heading)
   menunline (0);
   writeln ('It(s1,w(v,(m)))''DESIGN IDENTIFICATION');
   menunline (1);
   writeln ('It(s1,w(v,(c)))''designer name');
   menunline (2);
   writeln ('It(s1,w(v,(c)))''design title');
   menunline (3);
   writeln ('It(s1,w(v,(c)))''design date');
   menunline (4);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (5);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (6);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (7);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (8);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (9);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (10);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (11);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (12);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (13);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (14);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (15);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (16);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (17);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (18);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (19);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (20);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (21);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (22);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (23);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (24);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (25);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (26);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (27);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (28);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (29);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (30);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (31);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (32);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (33);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (34);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (35);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (36);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (37);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (38);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (39);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (40);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (41);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (42);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (43);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (44);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (45);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (46);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (47);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (48);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (49);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (50);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (51);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (52);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (53);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (54);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (55);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (56);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (57);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (58);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (59);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (60);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (61);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (62);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (63);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (64);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (65);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (66);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (67);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (68);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (69);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (70);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (71);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (72);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (73);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (74);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (75);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (76);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (77);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (78);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (79);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (80);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (81);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (82);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (83);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (84);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (85);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (86);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (87);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (88);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (89);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (90);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (91);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (92);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (93);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (94);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (95);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (96);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (97);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (98);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (99);
   writeln ('It(s1,w(v,(c)))''design note');
   menunline (100);
   writeln ('It(s1,w(v,(c)))''design note');
end; (id=menu)
menu_line(4);
writein( '":(s1,w1,v1(c))"'"comments" );
menu_instructions+1;
menu_instructions+1;
end; (screen)
(CURRENT DATA MENU)

PROCEDURE criteria_menu_heading;
begin
menu_line(0);
writein( '":(s1,w1,v1(m))" "CRITERIA" );
end; (criteria_menu_heading)

PROCEDURE criteria_menu_crit1;
(begin write menu of criteria options available)
begin
  clear_menu;
  criteria_menu_heading;
  menu_line(1);
  writein( '":(s1,w1,v1(c))" "1. first" );
  menu_line(2);
  writein( '":(s1,w1,v1(c))" "2. cost" );
  menu_line(3);
  writein( '":(s1,w1,v1(c))" "3. power" ');
  menu_instructions+2;
end; (criteria_menu_crit1)

PROCEDURE criteria_menu_mon1;
(begin write monitor menu)
begin
  clear_menu;
  criteria_menu_heading;
  submenu_heading;
  writein( '":(s1,w1,v1(m))" "monitors"' );
  menu_line(1);
  writein( '":(s1,w1,v1(c))" "monitor 1"' );
  menu_line(2);
  writein( '":(s1,w1,v1(c))" "monitor 2"' );
  menu_line(3);
  writein( '":(s1,w1,v1(c))" "monitor 3"' );
PROCEDURE criteria=menu=vol1
  (will write volume menu)
begin
  clear=menu;
  criteria=menu=heading;
  subheading;
  writeln ("(s1,w(v,1(c)))" "volumes 1-5");
  menu=lines (1);
  writeln ("(s1,w(v,1(c)))" "volume 1");
  menu=lines (2);
  writeln ("(s1,w(v,1(c)))" "volume 2");
  menu=lines (3);
  writeln ("(s1,w(v,1(c)))" "volume 3");
  menu=lines (4);
  writeln ("(s1,w(v,1(c)))" "volume 4");
  menu=lines (5);
  writeln ("(s1,w(v,1(c)))" "volume 5");
  menu=instructions;
end; (criteria=menu=vol1)

PROCEDURE criteria=menu=vol2
  (will write volume menu)
begin
  clear=menu;
  criteria=menu=heading;
  subheading;
  writeln ("(s1,w(v,1(w)))" "volumes 6-10");
  menu=lines (1);
  writeln ("(s1,w(v,1(c)))" "volume 6");
  menu=lines (2);
  writeln ("(s1,w(v,1(c)))" "volume 7");
  menu=lines (3);
  writeln ("(s1,w(v,1(c)))" "volume 8");
  menu=lines (4);
  writeln ("(s1,w(v,1(c)))" "volume 9");
  menu=lines (5);
  writeln ("(s1,w(v,1(c)))" "volume 10");
  menu=instructions;
end; (criteria=menu=vol2)
```plaintext
writein ('It(s1,wlv,1(c))''volume 4'';
menuline (1);
writein ('It(s1,wlv,1(c))''volume 10'';
menuline (1);
criteria*menunocomments;
end) (criteria*menu*vol)

PROCEDURE criteria*menunocomments;
  (will write menu for comments for criteria section)
begin
  clear*menu;
  criteria*menu*heading1;
  menuline (1);
  writein ('It(s1,wlv,1(c))''comments'';
  menuline (1);
  menuline (1);
  menulinstructions=14;
end) (criteria*menunocomments)

(CONTINGENCY/TASK PAIR DATA MENUS)

PROCEDURE ctn*menu*heading1;
  (will write standard heading for all ctn menus)
begin
  menuline (0);
  writein ('It(s1,wlv,1(m))''CONTINGENCY/TASK PAIRS'';
end) (ctn*menu*heading1)

PROCEDURE ctn*menunocomments;
  (will display menu to obtain comments regarding ctn pair)
begin
  clear*menu;
  ctn*menu*heading1;
  menuline (1);
  writein ('It(s1,wlv,1(c))''comments'';
  menuline (1);
  menuline (1);
  menulinstructions=14;
end) (ctn*menunocomments)

PROCEDURE ctn*menutype;
  (will display menu to determine type of ctn pair)
begin
```
PROCEDURE cte*enu*names;
(will write menu to obtain function and
procedure names)
begin
  clear*menu;
c*enu*heading;
  subheading;
  writeln ('**:t(s,l,w,v(i(w)))** subroutine names');
  writeln ('**:t(s,l,w,v(i(c)))** function (contingency)');
  writeln ('**:t(s,l,w,v(i(c)))** procedure (task)');
  menu+instructions+2;
endi (ct+enu+type)

PROCEDURE cte*enu*time*units;
(will display menu of timing unit options)
begin
clear*menu;
c*enu*heading;
  subheading;
  writeln ('**:t(s,l,w,v(i(w)))** timing units');
timing*units=enu;
  menu+instructions+2;
end: (ct=menu+time+units)

PROCEDURE ct=menu+context+def;
  (will display menu for continuity definition)
begin
  clear+menu;
  ct=menu+heading;
  subheading;
  writeln ('"(sl.+w+v.i(w))" "continuence definition"');
  menunlne (1);
  writeln ('"(sl.+w+v.i(c))" "1. when"');
  menunlne (2);
  writeln ('"(sl.+w+v.i(c))" "2. at"');
  menunlne (3);
  writeln ('"(sl.+w+v.i(c))" "3. every"');
  menunlne (4);
  writeln ('"(sl.+w+v.i(c))" "4. do"');
  menu+instructions+2;
end: (ct=menu+cont+def)

PROCEDURE ct+values+block;
  (menu of values to be entered, used with both entry and change menus)
begin
  subheading;
  writeln ('"(sl.+w+v.i(w))" "values"');
  menunlne (1);
  writeln ('"(sl.+w+v.i(c))" "rho"');
  menunlne (2);
  writeln ('"(sl.+w+v.i(c))" "betal"');
  menunlne (3);
  writeln ('"(sl.+w+v.i(c))" "betal\"');
  menunlne (4);
  writeln ('"(sl.+w+v.i(c))" "global order"');
  menunlne (5);
  writeln ('"(sl.+w+v.i(c))" "local priority"');
  menunlne (6);
  writeln ('"(sl.+w+v.i(c))" "v=+v\"');
  menunlne (7);
writeln ('it(s1,w(v,1(c)))"\gamma\neq\gamma2"');
end; (ct+values+block)

PROCEDURE ct+menu+values;
(will display menu for various parameters)
begin
clear+menu;
ct+menu+heading;
ct+values+block;
menu+instructions+1;
end; (ct+menu+values)

PROCEDURE ct+change+menu+values;
(will display menu with change instructions for various parameters)
begin
clear+menu;
ct+menu+heading;
ct+values+block;
change+instructions+1;
change+instructions+1;
end; (ct+change+menu+values)

PROCEDURE ct+menu+background;
(will display menu to obtain boolean value for background)
begin
clear+menu;
ct+menu+heading;
subheading;
writeln ('it(s1,w(v,l(w)))" background"');
menu+line (1);
writeln ('it(s1,w(v,l(c)))"1, true"');
menu+line (2);
writeln ('it(s1,w(v,l(c)))"2, false"');
menu+instructions+2;
end; (ct+menu+background)
PROCEDURE ct+menu+condition:
   (will display menu of possible conditions on continuity/task action)
begin
   clear+menu;
   ct+menu+heading;
   subheading;
   writeln ('"it(s,l,w,v,i(w))" condition');
   menu+line (1);
   writeln ('"it(s,l,w,v,i(c))" unless');
   menu+line (2);
   writeln ('"it(s,l,w,v,i(c))" if');
   menu+line (3);
   writeln ('"it(s,l,w,v,i(c))" none');
   menu+instructions+2;
end; (ct+menu+condition)

PROCEDURE ct+change+menu+areas:
   (will write menu giving areas in which to make changes)
begin
   clear+menu;
   ct+menu+heading;
   subheading;
   writeln ('"it(s,l,w,v,i(w))" change areas');
   menu+line (1);
   writeln ('"it(s,l,w,v,i(c))" type/subroutines');
   menu+line (2);
   writeln ('"it(s,l,w,v,i(c))" data/comments');
   menu+line (3);
   writeln ('"it(s,l,w,v,i(c))" exit');
   menu+instructions+2;
end; (ct+change+menu+areas)

PROCEDURE ct+change+menu+data:
   (will write menu giving data items which can be changed)
begin
   clear+menu;
   ct+menu+heading;
   subheading;
   writeln ('"it(s,l,w,v,i(w))" data items');
menu-line (1):
  writeln ('1st.w(v*1(c))'"1. timing units");

menu-line (2):
  writeln ('2nd.w(v*1(c))''2. contingency defn.');

menu-line (3):
  writeln ('3rd.w(v*1(c))''3. data values');

menu-line (4):
  writeln ('4th.w(v*1(c))''4. background');

menu-line (5):
  writeln ('5th.w(v*1(c))''5. condition');

menu-line (6):
  writeln ('6th.w(v*1(c))''6. comments');

menu-line (7):
  writeln ('7th.w(v*1(c))''7. exit');

end: (change-menu-data)

(SUBROUTINE MENUS)

PROCEDURE subroutine-heading();
  (will write heading for subroutine menus)
begin
  menu-line (0):
    writeln ('1st.w(v*1(m))''SUBROUTINE DATA');
end (subroutine-heading)

PROCEDURE subroutine-menu();
  (will write menu for subroutine name and comments)
begin
  clear-menu;
  subroutine-heading;
  menu-line (1):
    writeln ('1st.w(v*1(c))''subroutine name');
  menu-line (2):
    writeln ('2nd.w(v*1(c))''comments');
  menu-instructions+2;
end (subroutine-menu)
PROCEDURE statements+menu+type;
  (will give menu of types of statements which can be entered)
begin
  clear+menu;
  subroutine+heading;
  subheading;
  writeln ('"(s1,w,v,i,ii(w))" statement type');
  menu+line (1);
  writeln ('"(s1,w,v,i,ii(c))" 1. assignment');
  menu+line (2);
  writeln ('"(s1,w,v,i,ii(c))" 2. conditional');
  menu+line (3);
  writeln ('"(s1,w,v,i,ii(c))" 3. input/output');
  menu+line (4);
  writeln ('"(s1,w,v,i,ii(c))" 4. exit');
  menu+instructions+2;
end; (statements+menu+type)

PROCEDURE statements+menu+to;
  (will write menu listing options for input/output statements)
begin
  clear+menu;
  subroutine+heading;
  subheading;
  writeln ('"(s1,w,v,i,ii(w))" input/output statement');
  menu+line (1);
  writeln ('"(s1,w,v,i,ii(c))" 1. input (sense)');
  menu+line (2);
  writeln ('"(s1,w,v,i,ii(c))" 2. output (issue)');
  menu+line (3);
  writeln ('"(s1,w,v,i,ii(c))" 3. exit');
  menu+instructions+2;
end; (statements+menu+to)

PROCEDURE statements+menu+expression;
  (will write menu of options for expression - either expression
   or terminal (variable or constant))
begin
  clear+menu;
PROGRAM statements+menu+operators;
  (will write menu of operators available)
begin
  clear=menu;
  subroutine heading;
  subheading;
  writeln ('"1(s1,w,v,i(w))" statement expression');
  menu+line (1);
  writeln ('"1(s1,w,v,i(c))" 1. term (v1 or const)');
  menu+line (2);
  writeln ('"1(s1,w,v,i(c))" 2. expression');
  menu+instructions=2;
end; (statements+menu+expression)

PROGRAM statements+menu+operators;
  (will write menu of operators available)
begin
  clear=menu;
  subroutine heading;
  subheading;
  writeln ('"1(s1,w,v,i(w))" statement operators');
  menu+line (1);
  writeln ('"1(s1,w,v,i(c))" 1. add (+)');
  menu+line (2);
  writeln ('"1(s1,w,v,i(c))" 2. subtract (-)');
  menu+line (3);
  writeln ('"1(s1,w,v,i(c))" 3. multiply (*)');
  menu+line (4);
  writeln ('"1(s1,w,v,i(c))" 4. divide (/)');
  menu+line (5);
  writeln ('"1(s1,w,v,i(c))" 5. none (n) operator');
  menu+instructions=2;
end; (statements+menu+operators)

PROGRAM statements+menu+variable+name;
  (will write menu to prompt for entry of variable name)
begin
  clear=menu;
  subroutine heading;
  subheading;
  writeln ('"1(s1,w,v,i(w))" variable name');
  menu+line (1);
  writeln ('"1(s1,w,v,i(c))" variable name');
  menu+instructions=1;
end: (statements+menur+variable+name)

#include 'menus2,nes/nolist'

(DATA MANIPULATION MENUS)

PROCEDURE phase+two+menu;
  (will give menu of options for data entered in
   phase one)
begin
  clear+menu;
  menu+line (0);
  writeln ('(1) Design DATA OPTIONS');
  menu+line (1);
  writeln ('(2) Change DATA');
  menu+line (2);
  writeln ('(3) Generate primitives');
  menu+line (3);
  writeln ('(4) Write to file');
  menu+line (4);
  writeln ('(5) Exit');
  menu+instructions+2;
end: (phase+two+menu)

{end menus.pas}
(tile menus2:pas - second file of menus - contains menus for
variable data)

(VARIABLE DATA MENUS)

PROCEDURE variable-heading;
begin
  writeln ('\textbf{\textit{VARIABLE DATA}}');
end; (variable-heading)

PROCEDURE variable-menutypes;
begin
  writeln ('\textbf{\textit{VARIABLE DATA MENUS}}');
  writeln ('\textbf{\textit{Subheading}}: & & type\textbf{}}');
  writeln ('\textbf{\textit{1. Analog}}');
  writeln ('\textbf{\textit{2. Boolean}}');
  writeln ('\textbf{\textit{3. External fixed}}');
  writeln ('\textbf{\textit{4. External float}}');
  writeln ('\textbf{\textit{5. Internal fixed}}');
  writeln ('\textbf{\textit{6. Internal float}}');
end; (variable-menutypes)

PROCEDURE variable-menustone;
begin
  writeln ('\textbf{\textit{Subheading}}: & & type\textbf{}}');
end; (variable-menustone)
subheading; writeln (''(s1,w(v,1(w)))'' scope');

menu-line (1);
writeln (''(s1,w(v,v,1(c)))'' 1. global'');

menu-line (2);
writeln (''(s1,w(v,v,1(c)))'' 2. local'');

menu-instructions=2;
end; (variable=menuscope)

PROCEDURE variable=menutechnology;  
(will write menu of types of technology available)
begin
  clear=menus;
  variable=heading;
  subheading;
  writeln (''(s1,w(v,1(w)))'' technology'');

  menu-line (1);
  writeln (''(s1,w(v,v,1(c)))'' 1. ic1'');

  menu-line (2);
  writeln (''(s1,w(v,v,1(c)))'' 2. cc1'');

  menu-line (3);
  writeln (''(s1,w(v,v,1(c)))'' 3. id'');

  menu-instructions=2;
end; (variable=menutechnology)

PROCEDURE variable=menuradior;  
(will write menu to obtain address of variable)
begin
  clear=menus;
  variable=heading;
  subheading;
  writeln (''(s1,w(v,1(w)))'' location'');

  menu-line (1);
  writeln (''(s1,w(v,v,1(c)))'' memory address'');

  menu-instructions=1;
end; (variable=menuradior)

PROCEDURE variable=menuprecision1;  
(will write menu for precision of 8,16,32,64)

begin
  clearmenu;
  variable=heading;
  subheading;
  writeln (''1t(s1,w,v,i,w))'' precision');
  menultine (1); writeln (''1t(s1,w,v,i(c))''1, 0'');
  menultine (2); writeln (''1t(s1,w,v,i(c))''2, 16'');
  menultine (3); writeln (''1t(s1,w,v,i(c))''3, 32'');
  menultine (4); writeln (''1t(s1,w,v,i(c))''4, 64'');
end; (variable=menu=precision=1)

PROCEDURE variable=menu=precision=2;
  (will write menu for precision of 16, 32, 64)
begin
  clearmenu;
  variable=heading;
  subheading;
  writeln (''1t(s1,w,v,i,w))'' precision');
  menultine (1); writeln (''1t(s1,w,v,i(c))''1, 16'');
  menultine (2); writeln (''1t(s1,w,v,i(c))''2, 32'');
  menultine (3); writeln (''1t(s1,w,v,i(c))''3, 64'');
end; (variable=menu=precision=2)

PROCEDURE variable=menu=port;
  (will write menu to obtain port for variable)
begin
  clearmenu;
  variable=heading;
  subheading;
  writeln (''1t(s1,w,v,i,w))'' port'');
  menultine (1); writeln (''1t(s1,w,v,i(c))''port number'')
PROCEDURE variable+=menu+sample+units;
    (will write menu to get timing units for sampling)
begin
    clear+=menu;
    variable+=heading;
    subheading;
    writeln ('"It(s,l,v,w,w)" sample rate");
    timingunits+=menu;
    menu+instructions+=2;
end (variable+=menu+sample+units)

PROCEDURE variable+=menu+sample+cycle;
    (will write menu to get timing value for sampling)
begin
    clear+=menu;
    variable+=heading;
    subheading;
    writeln ('"It(s,l,v,w,w)" sample rate");
    menu+line (1);
    writeln ('"It(s,l,v,w,w)" amount of time");
    menu+instructions+=1;
end (variable+=menu+sample+cycle)

PROCEDURE variable+=menu+internal+type;
    (will write menu to determine whether internal variable is a variable or constant)
begin
    clear+=menu;
    variable+=heading;
    subheading;
    writeln ('"It(s,l,v,w,w)" internal type");
    menu+line (1);
    writeln ('"It(s,l,v,w,w)" 1. variable");
    menu+line (2);
    writeln ('"It(s,l,v,w,w)" 2. constant");
    menu+instructions+=2;
end (variable+=menu+internal+type)
PROCEDURE variable_menu
  (will write menu to obtain initialization value for variable)
begin
  clear_menu;
  variable_heading;
  subheading;
  writeln ('**The default value**');
  menu_line (1);
  writeln ('(default value')
  menu_instructions;
end; (variable_menu)

PROCEDURE variable_menu_boolean
  (will write menu to obtain initialization value for boolean variables)
begin
  clear_menu;
  variable_heading;
  subheading;
  writeln ('**The default value**');
  menu_line (1);
  writeln ('true (1)');
  menu_line (2);
  writeln ('false (0)');
  menu_instructions;
end; (variable_menu_boolean)

PROCEDURE variable_menu_max_min
  (will write menu to obtain maximum and minimum values for variable)
begin
  clear_menu;
  variable_heading;
  subheading;
  writeln ('**The default values**');
  menu_line (1);
  writeln ('max/min values');
  menu_line (2);
  writeln ('minimum value');
  menu_line (3);
  writeln ('maxima value');
end; (variable_menu_max_min)
PROCEDURE variable=menu+float;
  (will write menu to obtain exponent and mantissa size for floating point variables)
begin
  clearmenu;
  variable=heading;
  subheading:
  writeln ('\it\{\scriptsize\{s\}\{i\}\{l\}\{w\}\{v\}\{i\}\{w\}\}\{f\}\{l\}\{o\}\{a\}\{t\}\{i\}\{i\}\{n\}\{g\}\{p\}\{o\}\{i\}\{n\}\{t\}\ {d\}a\{t\}a\}\}'');
  menu+line [1];
  writeln ('\it\{\scriptsize\{s\}\{i\}\{l\}\{w\}\{v\}\{i\}\{w\}\{i\}\{c\}\}\{m\}\{a\}\{n\}\{t\}\{i\}\{s\}\{s\}\{i\}\{z\}e\ (n\{b\}\{i\}\{t\}\{s\})\}'');
  menu+line [2];
  writeln ('\it\{\scriptsize\{s\}\{i\}\{l\}\{w\}\{v\}\{i\}\{w\}\{i\}\{c\}\}\{e\}\{x\}\{p\}\{o\}\{n\}\{e\}t\ {s\}i\{z\}e\ (n\{b\}\{i\}\{t\}\{s\})\}'');
  menu+instructions+1;
end (variable=menu+float)

{end menus2.pas}
(* file display.os - contains subroutines which will write out data in
records to display area of screen *)

var
dline : integer;

PROCEDURE display-line (dline : integer);
  (will move cursor to display line positions)
begin
  case dline of
    0: writeln ('lo[40,241]');
    1: writeln ('lo[20,401]');
    2: writeln ('lo[20,601]');
    3: writeln ('lo[20,801]');
    4: writeln ('lo[20,1001]');
    5: writeln ('lo[20,1201]');
    6: writeln ('lo[20,1401]');
    7: writeln ('lo[20,1601]');
    8: writeln ('lo[20,1801]');
    9: writeln ('lo[20,2001]');
   10: writeln ('lo[20,2201]');
   11: writeln ('lo[20,2401]');
   12: writeln ('lo[20,2601]');
   13: writeln ('lo[20,2801]');
   14: writeln ('lo[20,3001]');
   15: writeln ('lo[20,3201]');
   16: writeln ('lo[20,3401]');
   17: writeln ('lo[20,3601]');
   18: writeln ('lo[20,3801]');
   19: writeln ('lo[20,4000]');
  end (case)
end (display-line)

PROCEDURE reset-display-line (var line : integer);
  (will reset line counter to 0 if it exceeds 19)
begin
  if line > 19 then
    begin
      line := 0;
    end
  end

PROCEDURE display_instructions;
  (will write exit/change instruction at the bottom line in
  the display area)
begin
  display_line (19);
  writeln ('":(sl,wx,v,(a))", enter "y <cr>" to call change routine, "n <cr>" to exit');
end; (display_instructions)

PROCEDURE display_comments (var i : integer; first = cont ; cont = ptr);
  (will write comments to display area, starting first line with
   'Comments:' and splitting lines which exceed the display area
   in length)
const
  forty+blanks = ' ';
var
  len : integer;
  temp : cont;
  lineone, linetwo : packed array [1..40] of char;
  i : integer;
begin
  if first = nil then
  begin
    display_line (11);
    writeln ('":(sl,wx,v,(a))",Comments: none');
    i := i + 1;
  end
else
begin
  temp := first = cont;
  len := length (temp.line);
  if len > 40 then
  begin
    linetwo := forty+blanks;
    for j := 1 to 40 do
      lineone [j] := temp.line [j];
    for j := 41 to len do
      linetwo [j - 40] := temp.line [j];
    display_line (11);
    writeln ('":(sl,wx,v,(a))",Comments: ', lineone, '-', ')');
    i := i + 1;
    display_line (11);
    writeln ('":(sl,wx,v,(a))", ', linetwo);
  end
else
begin
  display_line (11);
  writeln ('":(sl,wx,v,(a))",Comments: ', temp.line);
end;
  i := i + 1;
  temp := temp.next = cont;
  while temp <> nil do
begin
  len := length (temot.line);
  if len > 40 then
    begin
      lineone := forty+blanks;
      for j := 1 to 40 do
        lineone [j] := temot.line [j];
      for j := 41 to len do
        lineone [j-40] := temot.line [j];
      displayline (i);
      writeln ('"(x),\(y\)(a)"');
      i := i + 1;
    end
    displayline (i);
    writeln ('"(x),\(y\)(a)"');
    i := i + 1;
  end
else
  begin
    displayline (i);
    writeln ('"temot.line"');
    end;
  end;  \{display+comments\}
end;

\* \{display+data\} \* \{display+data \* id+data\}
\* \{will+write+contents+of+in+record+to+display+area\}
\* \{display+data\}
var
  i : integer;
begin
  cleardisplay;
  displayline (1);
  writeln ('"(x),\(y\)(a)"' + "Designer: \" + id+data+designer + "\"
  displayline (2);
  writeln ('"(x),\(y\)(a)"' + "Project: \" + id+data+project + "\"
  displayline (3);
  writeln ('"(x),\(y\)(a)"' + "Date: \" + id+data+date + "\"
  i := 4;
  display+comments (i, i+data, comment);\}
end; \{display+data\}

\* \{display+criterias\} \* \{display+criterias \* criteria\}
\* \{will+write+data+in+criterias,monitors,\and+volumes+records+to+the+display+area\}
var
  i : integer;
begin
  cleardisplay;
  displayline (1);
writeln ('It(S1,lv1(q)))''Criteria: 'crit=dataf.crit);

display+line (2);
with crit=dataf.monitors+link do
writeln ('It(S1,lv1(q)))''Monitors: ',m1:4,m2:4,m3:4,m4:4,m5:4);
display+line (3);
with crit=dataf.volumes+link do
i := 42;
display+comments (:crit+dataf.cont+link);
end; (display+criteria+data)

PROCEDURE display+ct+airs+data (ct+data: ct+pair+cont);
(will write data in contingency/task pair record to the
display area)
var
i: integer;
begin

clear+display;

display+line (1);
case ct+data.kind of
  init:
    writeln ('It(S1,lv1(q)))''Kind: Initialization');
  run:
    writeln ('It(S1,lv1(q)))''Kind: Run time');
end (case);

display+line (2);
writeln ('It(S1,lv1(q)))''Function: ',ct+data.func.name);

display+line (3);
writeln ('It(S1,lv1(q)))''Procedure: ',ct+data.proc.name);

display+line (4);
writeln ('It(S1,lv1(q)))''Timing units: ',ct+data.time+units);

display+line (5);
writeln ('It(S1,lv1(q)))''Contingency definition: ',ct+dataf.cont+def);

display+line (6);
writeln ('It(S1,lv1(q)))''Rho = ',ct+dataf.rho);

display+line (7);
writeln ('It(S1,lv1(q)))''Beta1 = ',ct+dataf.beta1);

display+line (8);
writeln ('It(S1,lv1(q)))''Beta2 = ',ct+dataf.beta2);

display+line (9);
writeln ('It(S1,lv1(q)))''Global order = ',ct+dataf.glob+ord);

display+line (10);
writeln ('It(S1,lv1(q)))''Local priority = ',ct+dataf.loc+pri);
end; (display+line (11))
written ('it(s),w(v,i(q)))'gamma = ',ct+data[i.gamma1]);
display(line [12]);
written ('it(s),w(v,i(q)))'gamma2 = ',ct+data[i.gamma2]);
display(line [13]);
written ('it(s),w(v,i(q)))'background = ',ct+data[i.background]);
display(line [14]);
written ('it(s),w(v,i(n)))'condition = ',ct+data[i.condition]);
f := 15;
display(comments (i,ct+data[i.com+link]));
end; (display+ct+pair++data)

(VARIABLE DISPLAY ROUTINES)

PROCEDURE display+current+variable (curr+variable : expr+item+ptr);
  (will display name of current variable in list of variables used
  in a subroutine)
begin
  clear+display;
  display(line [11]);
  written ('it(s),w(v,i(q)))'variable = ', curr+variable+name);
end; (display+current+variable)

PROCEDURE display+ext+float+var (var+data : vptr);  
  (will display data entered for a variable of type
  external floating point)
begin
  display(line [2]);
  written ('it(s),w(v,i(q)))'type = external floating point');
  display(line [3]);
  written ('it(s),w(v,i(q)))'initial value = ', var+data[.value]);
  display(line [4]);
  written ('it(s),w(v,i(q)))'memory address = ', var+data[.mem+addr]);
  display(line [5]);
  written ('it(s),w(v,i(q)))'precision = ', var+data[.precision+ref1]);
  display(line [6]);
  written ('it(s),w(v,i(q)))'minimum value = ', var+data[.min+val+etf]);
  display(line [7]);
  written ('it(s),w(v,i(q)))'maximum value = ', var+data[.max+val+etf]);
  display(line [8]);
  written ('it(s),w(v,i(q)))'antissa size = ', var+data[.antiss+etf]);
  display(line [9]);
  written ('it(s),w(v,i(q)))'exponent size = ', var+data[.exponent+etf]);
PROCEDURE display+variable (var data : vntype);
        (will display name of variable for which data has been entered and
         then call the appropriate subroutine, determined by the variable type,
         to display the rest of the data)
begin
clear+display;
    display+line (1);
    writeln ('It(s),x(x(t(a)))"variable =',var+data.name);
    case var+data.kind of
        analog:
             message (3);  (not yet implemented)
        boolin:
             message (3);
        ext+fixed:
             message (3);
        ext+float:
             display+ext+float+vbl (var+data);
        int+fixed:
             message (3);
        int+float:
             message (3);
        end; (case)
    display+variable
end;

PROCEDURE display+begin (var line : integer);
        (will write 'begin' on the screen to be used in conjunction
         with display of statements)
begin
display+line (line);
    writeln ('It(s),x(x(t(a)))"begin');
    line := line + 2;
    reset;display+line (line);
end;

PROCEDURE display+end (var line : integer);
        (will write 'end' on the screen to be used in conjunction
         with display of statements)
begin
display+line (line);
    writeln ('It(s),x(x(t(a)))"end');
    line := line + 2;
    reset;display+line (line);
end;
PROCEDURE display+stmt (var line : integer; statement+ptr : stmt+ptr);  
I will write a statement data from record to screen
display area. Increment line counter and, if it exceeds 19, reset it

var kind : (sense, issue);
begin
  if statement+ptr <> nil then
    begin
      display+line (line);
      case statement+ptr.direction, operator of
        data+in:  (input)
          kind := sense;
        data+out: (output)
          kind := issue;
        end; (case)
      writeln ('"t(s),x(v,1(q))",",kind,","j,statement+ptr.direction, right+ptr.name,"");
      line := line + 1;
      reset+display+line (line);
    end;
  end; (display+stmt)

PROCEDURE display+statements (var line : integer; stmts+ptr : stmt+ptr);  
I will traverse list of statements and display them until
it reaches the end of the list

var statement+ptr : stmt+ptr;
begin
  statement+ptr := stmts+ptr;
  if statement+ptr = nil then
    writeln ('"s(s),x(v,1(q))","no statements entered"')
  else
    begin
      display+begin (line);
      repeat (until statement+ptr = nil)
        case statement+ptr.stat+type of
          io:
            display+stmt (line, statement+ptr);
            (and others later)
          end; (case)
        until statement+ptr = statement+ptr.next+stmt
      display+end (line);
    end;
  end; (display+statements)

PROCEDURE display+routine+name (var line : integer; stmt+data : subroutine+ptr);  
I will write subroutine type and name on given line

begin
display+line (line);
if stmt+data.kind = func then
  writeln ('"t(s),x(v,1(q))","function ', stmt+data.name,"")
else (procedure)
(this is check.nas)

(file check.nas - primitive check routines for entering or changing data)

(BASIC ROUTINES)

PROCEDURE check_item (var item : name; temp : line; var done : item : boolean)
  (will take identifier entered by user and check length, that first character is a letter, and that there are no blanks)

const
  alphabet = 'a'..'z';

var
  itemerror : boolean;
  len : integer;
  i : integer;

begin
  itemerror := false;
  len := length (temp);
  if len = 0 then
    begin
      message (17); (no name entered)
      itemerror := true;
    end
  else if len > 10 then
    begin
      message (15); (name too long)
      itemerror := true;
    end
  else if not (temp[1] in alphabet) then
    begin
      message (5);
      itemerror := true;
    end
  else
    begin
      for i := 1 to len do
        if temp[i] = ' ' then
          itemerror := true;
        if itemerror then
          message (16); (contains blanks)
    end;
  if not itemerror then
    begin
      for i := 1 to len do
        if temp[i] = ' ' then
          itemerror := true;
        if len < 10 then
          for i := len + 1 to 10 do
            if temp[i] = ' ' then
              itemerror := true;
        done := itemerror := false;
        done := itemerror;
    end
  else itemerror;
  item := 'itemerror';
PROCEDURE check_digits (var conv explosions integer number digits var done_digs boolean)
will check numbers entered as character strings for non-numeric characters,
including blanks, and for size greater than 6 digits. If errors exist, will
write appropriate message and await reentry.
If there are no errors, will call system library routine to convert
the character string to its numerical value.

const
number_set = ('0'..'9')
type
six_digs = packed array [1..7] of char
var
digit_error boolean;
len result integer;
done_digs boolean;
i integer;
value integer;

FUNCTION sconvstr (const descr integer var value volatile)
six_digs int ref size integer := ximed 4;
flags integer := ximed 1; integer;
external;

begin
digit_error := false;
len := length number;
if len = 0 then
begin
convval := 0;
done_digs := true;
end
else if len > 6 then
begin
message (11); (more than 6 digits)
digit_error := true;
end
else
begin
for i := 1 to len do
if not (number[i] in number_set) then
digit_error := true;
if digit_error then
message (12); (non-numeric characters)
end;
if (not digit_error) and (not done_digs) then
begin
number_sales [i] := 'e';
for i := 1 to len do
number_sales [i+1] := number [i];
if len = 0 then
for i := len + 2 to 7 do
number_sales [i] := 'e';
result := sconvstr (charstore number_sales, var value);
if ok then
end
end
PROCEDURE subroutinenamecheck (var temp*ptr : subroutineptr;
   name : namesize);
   (will traverse a linked list of subroutines until it finds a name match or reaches the last record in the list)
begin
   if temp*ptr <> nil then
      while ((temp*ptrf.next <> nil) and not(temp*ptrf.name = name)) do
         temp*ptr := temp*ptrf.next;
   end; subroutinenamecheck
end;

PROCEDURE ct*namecheck (var temp*ptr : cttair*ptr;
   funcname, procname : namesize);
   (will traverse a linked list of ctt pair records until it finds a function or procedure name match or reaches the last record in the list)
begin
   if temp*ptr <> nil then
      while ((temp*ptrf.nextnilpair <> nil) and not(funcname = temp*ptrf.funciname) and not(procname = temp*ptrf.procname)) do
         temp*ptr := temp*ptrf.nextnilpair;
   end; ct*namecheck
end;

PROCEDURE check*variable : list : var var*ptr : vlist*ptr; name : namesize);  
   (will traverse a linked list of variable data records until it finds a name match or reaches the last record in the list)
begin
var
c*head : c*types*ptr;
begin
new (destinnodata);
new (c*head);
with destinnodata do
begin
id*link := nil;
crit*link := c*head;
crit*link := nil;
env*link := nil;
func*link := nil;
proc*link := nil;
end; (with)
with c*head do
begin
init*list := nil;
run*list := nil;
end; (with)
end; (header*record)

procedure enter*comments (var first*com : com*ptr);
will create a linked list of lines of comments, with first*com pointing to the first record in the list
var
c, c*next : com*ptr;
done*comts : boolean;
comnts : line*table;
begin
readln (comnts);
if length (comnts) = 0 then
  first*com := nil
else
  begin
    new (c);
    first*com := c;
    c*line := comnts;
    done*comts := false;
    clear*input;
    repeat (until done*comts)
      readln (comnts);
      if length (comnts) = 0 then
        done*comts := true;
PROCEDURE enter--; (var idlnk: integer;

(Will display id menu and instructions, and then obtain identification information, placing it in the fields of the id record and linking the id record to the section record. Will then display data entered and allow designer the opportunity to call the section change routine to modify the data.)

var
  name, day, title, comments: linesize;
  instdata: inst;
  choice: char;
  doneid: boolean;

begin
  ismenu;
  drawmarker(1);
  readln (name);
  clearmarker(1);
  drawmarker (2);
  clearinput;
  readln (title);
  clearmarker (2);
  drawmarker (3);
clear+input;
readln (day);
clear+marker (5);
new(iedioata);
with iродata do
begin
    designer := name;
    project := title;
    date := day;
end {with}

draw+marker (4);
clear+input;
enter+comments (iродата, ком+link);

id+link := iродата;
display+iродата (i+link);
display+instructions;
done+id := false;
repeat (until done+id)
    readln (choice);
    case choice of
    'n': (exit)
    'y': (change);
    message (5);
    otherwise
    message (9); {enter y or n}
end {case}
until done+is:

end (enter+id)

{CONTINUITY/TASK}

PROCEDURE check+other+ct+list (var cr+done : boolean;
    ct+type : ct+kind; ty+ptr : ct+typ+ptr;
    func+name, proc+name, uan+size);
{given a kind of ct pair of either init or run,
will check the other kind list to see if the name
has already been used; if it has, will return
ct+done of true}

var
other+list+ptr : ct+pair+ptr;

begin
    case ct+type of
    init:
        other+list+ptr := ty+ptr.run+list;
    run:
        other+list+ptr := ty+ptr.init+list;
    end {case}

ct+name+check (other+list+ptr, func+name, proc+name)
if other+list+ptr <> nil then
    if (other+list+ptr, func+name = func+name) or
        (other+list+ptr, proc+name = proc+name) then
        ct+done := true;
end; (check+other+ct+list)

PROCEDURE add+ct+record (var ct+temp : ct+name+ptr);
    var ct+done : boolean; ct+temp : ct+name+ptr;
    func+name, proc+name : namesize;
    (will+traverse+a+list+of+c/t+records+to+match+either
    function+or+procedure+names. If+either+match,+will
    return+true+for+ct+done.+Otherwise+will+add+a
    new+c/t+pair+record)
begin
    ct+name+check (ct+temp, func+name, proc+name);
    if ((ct+temp, func+name = func+name) or
        (ct+temp, proc+name = proc+name)) then
        ct+done := true;
        ct+data := nil;
    end
else
    begin
        while ct+temp, next+pair <> nil do
            ct+temp := ct+temp, next+pair;
            new (ct+data);
            ct+temp, next+pair := ct+data;
        end;
end; (add+ct+list)

PROCEDURE add+ct+record (var ct+data : ct+name+ptr);
    var ct+done : boolean; ct+temp : ct+name+ptr;
    func+name, proc+name : namesize;
    (if+no+records+are+in+the+appropriate+type+list,+will
    place+the+first+record+on+the+list.+Otherwise+will+call+add+ct+record
    check+appropriate+list+and,+if+c/t+pair+not+already
    entered,+will+add+record;+will+then+enter+c/t+true)

var
    ct+temp := ct+name+ptr;
begin
    case ct+type of
        init:
        begin
            if type+ptr, init+list <> nil then
                begin
                    new (ct+data);
                    type+ptr, init+list := ct+data;
                end;
            else
                begin
                    ct+temp := type+ptr, init+list;
                end
            end
add+to+ct+list(ct+temp,ct+data,ct+done,func+name,proc+name); 
end; 
end; 
run+begin 
if type+trf.run+list = nil then 
begin 
new(ct+data); 
type+trf.run+list := ct+data; 
end 
else 
begin 
ct+temp := type+trf.run+list; 
add+to+ct+list(ct+temp,ct+data,ct+done,func+name,proc+name); 
end; 
end; 
{case} 
if not ct+done then 
ct+data1.kind := ct+type; 
end; 
{add+ct+record}

PROCEDURE ct+subroutine+link (var +str+ptr : subroutine+ptr; 
+name : namesize; +type : subroutine+kind; 
+data : ct+storage+ptr; design+data : design+ptr); 
{will check procedure or function list against the 
procedure or function name used with the ct+data. 
if a match is found, ct and subroutine records 
will be linked, if not, a new subroutine record 
will be obtained, linked, and initialized}

var 
+data : subroutine+ptr;

begin 
if +str+ptr = nil then 
begin 
new (+data); 
case +str+type of 
func: 
design+data.func+link := +data; 
proc: 
design+data.proc+link := +data; 
end; 
{case} 
with +data do 
begin 
kind := +str+type; 
name := +str+name; 
ct+error := ct+data; 
cont+link := nil; 
first+ptr := nil; 
log+swil+link := nil; 
met+ptr+link := nil; 
next := nil; 
end; 
{with}
end if

else
begin
subroutine name := check (s+ptr, s+name);
if s+ptr.name = s+name then
begin
s+data := s+ptr;
s+data.ct+pair := c+data;
end
else
begin
while s+ptr.next <> nil do
s+ptr := s+ptr.next;
new (s+data);
s+ptr.next := s+data;
with s+data do
begin
kind := stype;
name := s+name;
c+pair := c+data;
com+link := nil;
first+of+link := nil;
loc+link := nil;
stars+link := nil;
next := nil;
end; (with)
end; (else)
end; (false)
case stype of
proc:
c+data.uc+oc := s+data;
func:
c+data.uc+func := s+data;
end; (case)
end; (ct+subroutine+link)

PROCEDURE enter+ct+type (var ct+type : ct+kind);

"will determine type of ct pair, initialization or run time to be entered"

var
choice : char;
one+type : boolean;
begin
ct+type := one+type;
one+type := false;
repeat (until one+type)
readln (choice);
clear;
write choice of
'1':
begin
ct+type := true;
end

136
PROCEDURE enter+ct+names (ct+type : ct+kind)
  design+data : design+ptr) var ct+done : boolean;
  var ct+data : ct+pair+ptr); [will obtain function and procedure names, call check+other+ct+list to
  see that the pair has not already been entered
  in the other list (unit or run), and, if not, call
  add+ct+record to check names and add a record to the
given c/t list, and call ct+subroutine+link to
  link it to the function and procedure named]
  var
  ct+temp : ct+pair+ptr;
  type+ptr : ct+type+ptr;
  func+name, proc+name : names+size;
  func+ptr, proc+ptr : subroutine+ptr)
begin
  [initialize pointers to be used]
  type+ptr := design+data1.ct+link;
  func+ptr := design+data1.func+link
  proc+ptr := design+data1.proc+link
  ct+done := false;
  ct+names:;
  draw+marker (11)
  enter+item (func+name)
  clear+input
  draw+marker (11)
  enter+item (proc+name)
  clear+input
  check+other+ct+list (ct+done,ct+type,ct+ptr,func+name,proc+name)
  if not ct+done then
add<ct>recor<ct>(ct+data, ct+one, ct+type, type+ptr, func+name, proc+name));

if not ct+done then
begin
  ct+subroutine+link (func+ptr, func+name, func+ct+data, design+data);
  ct+subroutine+link (proc+ptr, proc+name, proc+ct+data, design+data);
end;

end; {enter<ct>ct+names}

procedure enter<ct>ct+time+units (ct+data : ct+pair+ptr);

var
  choice : char;
  done+units : boolean;
begin
  ct+menu+time+units;
  repeat (until done+units true)
    readln (choice);
    clearmsg;
    case choice of
      '1':
        begin
          ct+data+time+units := h;
          done+units := true;
          end;
      '2':
        begin
          ct+data+time+units := m;
          done+units := true;
          end;
      '3':
        begin
          ct+data+time+units := s;
          done+units := true;
          end;
      '4':
        begin
          ct+data+time+units := ms;
          done+units := true;
          end;
      '5':
        begin
          ct+data+time+units := us;
          done+units := true;
          end;
      '6':
        begin
          ct+data+time+units := ns;
          done+units := true;
          end;
      otherwise

begin
  readln
  message (1);
  done+units := false;
  clear+input;
  end;
end (case)
until done+units;
clear+input;
end (enter+ct+time+units)

PROCEDURE enter+ct+conting+ile (ct+data : ct+pair+ptr);

var
  choice : char;
  done+def : boolean;
begin
  ct+menu+cont+def;
  repeat (until done+def = true)
    readln (choice);
    clear+msg;
    case choice of
      '1':
      begin
        ct+data+cont+def := when;
        done+def := true;
      end;

      '2':
      begin
        message (3);
        done+def := false;
      end;

      '3':
      begin
        message (5);
        done+def := false;
      end;

      '4':
      begin
        message (5);
        done+def := false;
      end;

      otherwise
      begin
        message (1);
        done+def := false;
        clear+input;
      end;
    end (case)
  until done+def;
end (enter+ct+time+units)
clear+input;
end; (enter+ct+cont
snoredef)

PROCEDURE enter+ct+background (ct+data : ct+pair+ptr)
var
choice : char;
done+bg : boolean;

begin
ct+ menu+background;
repeat (until done+bg = true)
readin (choice);
clear+sn
case (choice of
'1':
beg in
ct+data1.background := true;
done+bg := true;
end;
'2':
beg in
ct+ data1.background := false;
done+bg := true;
end;
otherwise
beg in
message (1);
done+bg := false;
clear+input;
end;
end (case)
until done+bg;
clear+input;
end; (enter+ct+background)

PROCEDURE enter+ct+condition (ct+data : ct+pair+ptr)
var
choice : char;
done+cond : boolean;

begin
ct+ menu+condition;
repeat (until done+condition = true)
readin (choice);
clear+sn
case (choice of
'1':
begin
  message (5);
  nonecond := false;
end;
'
29.' begin
  message (5);
  nonecond := false;
end;
'
30.' begin
  clsetata, c+cond := none;
  donecond := true;
end;

otherwise begin
  message (1);
  donecond := false;
  clearinput;
end;
end; (case)

until donecond;
clearinput;
end; (enter+ct+condition)

PROCEDURE enter+ct+values (ct+data : ct+pair+ptr);

var
t+rho, t+pet1, t+pet2, t+petb, t+loc1 : integer;
t+pm1, t+pmax : integer;
begin
  ct+menu+values;
  drawmarker (1);
  enter+values (t+rho);
  clearmarker (1);
  drawmarker (2);
  enter+values (t+pet1);
  clearmarker (2);
  drawmarker (3);
  enter+values (t+pet2);
  clearmarker (3);
  drawmarker (4);
  enter+values (t+petb);
  clearmarker (4);
  drawmarker (5);
  enter+values (t+loc1);
  clearmarker (5);
PROCEDURE `enter-comment` (ct-data : ct-pair+ptr)
begin
  ct-menu(comments)
  draw-marker (f)
  `enter-comment` (ct-data, com+link)
end; `enter-comment`

PROCEDURE `enter-pairs` (design-data : design+ptr)
{will call subroutines to enter data in fields of ct/pair record. will then display data entered and allow designer to call ct-change subroutine to modify data}

var
  ct-done : boolean;
  ct-type : ct-kind;
  ct-data : ct-pair+ptr;
  done-ct : boolean;
  choice : char;
begin
  `enter-type` (ct-type);
  `enter-names` (ct-type, lesion-data, ct-done, ct-data);
  if ct-done then
    message (b)
  else
    `enter-time` (ct-data);
    `enter-continue` (ct-data);
    `enter-continue` (ct-data);
    `enter-comment` (ct-data);
    `enter-comment` (ct-data);
end; 
enter:ct*comments (ct*data);  
display*ct*pairs*data (ct*data);  
display*instructions;  
done*ct := false;  
repeat (until done*ct)  
readln (choice);  
clear*ln;  
case choice of  
'0': (exit)  
'done*ct := true;  
'y': (change)  
begin  
change*ct*pairs (ct*data);  
done*ct := true;  
end;  
otherwise  
message (9); (enter y or n)  
end; (case)  
until done*ct;  
end; (enter*ct*pairs)  

#include 'enter2.pas/nolists'

(MAIN ENTRY ROUTINE)

PROCEDURE enternewmain (var design*data : design*ptr);  
will get header record, display the main entry menu with instructions, and continue  
in a loop of calling entry subroutines until  
uses desires to exit.

var  
done*enter : boolean;  
choice : char;  

begin  
draw*screen;  
header*record (design*data);  
done*enter := false;  
repeat (until done*enter)  
clear*ln;  
main*entry*menu;  
readln (choice);  
clear*ln;  
case choice of  
'9':  
(exit)  
if design*data ^= nil then  
begin  
clear*ln;  

    enter case (design=datat, id=link)
    end
    else
    message (2); {already done}

'2':
    {criteria}
    if design=datat, crit=link = nil then
    begin
    clear input;
    enter criteria (design=datat, crit=link)
    end
    else
    message (2); {already done}

'3':
    begin
    clear input;
    enter criteria (design=datat)
    end

'4':
    {procedure}
    begin
    clear input;
    enter subroutine (design=datat, proc)
    end

'5':
    {function}
    begin
    clear input;
    enter subroutine (design=datat, func)
    end

'6':
    {exit}
    done enter := true;

otherwise
    message (1); {error msg}
end {case}

clear display;
until done enter;
end {enter=new=main}

{end enter, pas}
(file entries - second file of entry routines - contains subroutine, criteria, and variable related routines)

[Criteria data entry routines]

PROCEDURE enter_criteria + crit (criter-data : criterion+ptr)
  (will call menu and read criteria option selected by the user)
  var
    choice : char;
    done+crit : boolean;
  begin
    criterion+menu+crit;
    done+crit := false;
    repeat (until done+crit true)
      readin (choice);
      clear+sql;
      case choice of
        '1':
          begin
            criter-data . crit := first;
            done+crit := true;
          end;
        '2':
          begin
            criter-data . crit := cost;
            done+crit := true;
          end;
        '3':
          begin
            criter-data . crit := power;
            done+crit := true;
          end;
        otherwise
          begin
            messane (1); (not in menu)
          end;
      end; (case)
    until done+crit;
  end; (enter_criteria+crit)

PROCEDURE enter_criteria+comments (criter-data : criterion+ptr);
  (will write menu and call enter+comments)
  begin
    criterion+menu+comments;
    draw+marker (1);
    enter+comments (criter-data . comment+link);
  end; (enter_criteria+comments)

PROCEDURE enter_criteria+monitors (var mon+link : monitor+ptr);
  (will write menu, obtain monitor data from user, set a new monitor record, enter the data, and link the record to the criteria record)
  var
mon1, mon2, mon3, mon4, mon5 : integers
mondata : monitors*ptr;

begin

criteria = menu*mon;
drawmarker (1);
enterdigits (mon1);
clearmarker (1);
drawmarker (2);
enterdigits (mon2);
clearmarker (2);
drawmarker (3);
enterdigits (mon3);
clearmarker (3);
drawmarker (4);
enterdigits (mon4);
clearmarker (4);
drawmarker (5);
enterdigits (mon5);
clearmarker (5);

new (mondata);
with mondata do
begin
   m1 := mon1;
m2 := mon2;
m3 := mon3;
m4 := mon4;
m5 := mon5;
end;
monlink := mondata;
end; (enter criteria*monitors)

PROCEDURE enter criteria*volumes (var vol*link : volumes*ptr);
   (will write menu, obtain volume data from user, get a new volume record, enter the data, and link the record to the criteria record)

var
   vol1, vol2, vol3, vol4, vol5 : integers;
   vol6, vol7, vol8, vol9, vol10 : integers;
   vol*data : volumes*ptr;
begin

criteria = menu*vol;
drawmarker (1);
enterdigits (vol1);
clearmarker (1);
drawmarker (2);
enterdigits (vol2);
clearmarker (2);
drawmarker (3);
enterdigits (vol3);
clearmarker (3);
drawmarker (4);


PROCEDURE entercriteria (var crit*link : criterias+struct);
(will get criteria records, call subroutines to get data, and then
link criteria record to decision record. Will then display data
entered and allow user opportunity to call change routine)
var
criteria : criteria+struct;
nonecrit : boolean;
choice : char;
begin
new (criteria);
entercriteria+entry (criteria);
entercriteria+co-ments (criteria);
end;
enter criteria=monitors (criteria, monitors=link);
enter criteria=volumes (criteria, volumes=link);
crit=link := crit=link;
display criteria=data (crit=link);
display instructions;
done crit := false;
repeat (until done crit)
readln (choice);
clearms;
case choice of
‘n’: (exit)
  done crit := true;
‘y’: (channel)
  message (3);
otherwise
  message (9); (enter y or n)
end (case)
until done crit;
end (enter criteria);

(VARIABLE DATA ENTRY)

PROCEDURE enter variable=scape (var scope : scope=types);
  (will display menu and obtain from the user whether the
   variable for which data will be entered is global or local
   in scope)
begin
  var
done scope : boolean;
choice : char;
begin
  variable=menu=scope;
done scope := false;
repeat (until done scope)
clearinput;
readln (choice);
clearms;
case choice of
‘1’:
  begin
    scope := global;
done scope := true;
  end;
‘2’:
  begin
    scope := local;
done scope := true;
  end;
otherwise
  message (11);
end (case)
until done scope;
end (enter variable=scape)
PROCEDURE entervariabletechnology (var field : tech);
   (will obtain technology for variable from user)
   var
done*tech : boolean;
choice : char;
begin
done*tech := false;
variable*menutechnology;
repeat (until done*tech)
clear*input;
readin (choice);
clear*msg;
case choice of
   '1':
      begin
         field := ttl;
done*tech := true;
      end;
   '2':
      begin
         field := ec1;
done*tech := true;
      end;
   '3':
      begin
         field := i21;
done*tech := true;
      end;
   otherwise
      message (1);
end; (case)
until done*tech;
end; (entervariable*technology)

PROCEDURE entervariable*addr (var field : integer);
   (will call menu and obtain value for address)
begin
variable*menu*addr;
draw*marker (1);
enter*attrs (field);
end; (entervariable*addr)

PROCEDURE entervariable*precision1 (var field : precis);
   (will call menu and obtain value for precision of variable)
var
choice : char;
done*prec : boolean;
begin
variable*menurec*precision1;
done*prec := false;
repeat (until done*prec)
clear*input;
readin (choice);
clear*msg;
end; (entervariable*precision1)
case choice of
'1':
begin
  field := 8;
doneprec := true;
end;
'2':
begin
  field := 16;
doneprec := true;
end;
'3':
begin
  field := 32;
doneprec := true;
end;
'4':
begin
  field := 64;
doneprec := true;
end;
otherwise
  message (1);
end; [case]
until doneprec;
end; [enter+variable+precision+1]

PROCEDURE enter+variable+precision+2 (var field : precis2);
[will call menu and obtain value for precision of variable]
var
  choice : char;
doneprec : boolean;
begin
  variablerename+precision+2;
doneprec := false;
repeat [until doneprec]
  clear+input;
  readln (choice);
  clear+input;
case choice of
'1':
begin
  field := !6;
doneprec := true;
end;
'2':
begin
  field := 32;
doneprec := true;
end;
'3':
begin
  field := 64;
doneprec := true;
end;
otherwise
  message (1);
end; [case]
end; (case)
until (doneport);
end; (entervariable+precision+2)

PROCEDURE entervariable=port (var field : integer);
{will call menu and obtain value for port}
begin

PROCEDURE entervariable=sample=units (var field : units);
{will call menu and obtain timing unit type}
begin

until done=units;
clear=inputs;
end; (enter=variable=sample=units)

PROCEDURE enter=variable=sample=cycle (var field : integer);
will call menu and obtain amount of units of time for
sampling cycle
begin
variable=menu=sample=cycle;
draw=marker (1);
enter=inputs (field);
end; (enter=variable=sample=cycle)

PROCEDURE enter=variable=internal=type (var field : internal=type);
will write menu and set internal variable type (variable or
constant)
var
done=type : boolean;
choice : char;
begin
done=type := false;
variable=menu=internal=type;
repeat (until done=type)
clear=inputs;
read=inputs (choice);
clear=equal
case choice of
'1':
begin
field := vbl;
done=type := true;
end;
'2':
begin
field := cons;
done=type := true;
end;
otherwise
message (1);
end; (case)
until done=type;
end; (enter=variable=internal=type)

PROCEDURE enter=variable=initial=val (var field : integer);
will call menu and obtain initial value
begin
variable=menu=initial=val;
draw=marker (1);
enter=inputs (field);
end; (enter=variable=initial=val)
PROCEDURE entervariableboolinit (var field : boolean);  
  (will call menu and obtain initial value for boolean variables)
  var  
donebool : boolean;  
choice : char;
begin  
variablemenunodeinit;  
donebool := false;  
repeat (until donebool)  
clearinput;  
readin (choice);  
clearinput;  
case choice of  
'1':  
begin  
field := true;  
donebool := true;  
end;  
'2':  
begin  
field := false;  
donebool := true;  
end;  
otherwise  
message (1);  
end; (case)  
until donebool;  
end (entervariableboolinit);

PROCEDURE entervariablemaxmin (var minimum : integer; var maximum : integer);  
  (will call menu and obtain maximum and minimum values for variable)
begin  
variablemenumaxmin;  
drawmarker (1);  
enterints (minimum);  
clearmarker (1);  
drawmarker (2);  
enterints (maximum);  
end (entervariablemaxmin);

PROCEDURE entervariablefloat (var mantissa : integer; var exponent : integer);  
  (will call menu and obtain exponent and mantissa values for floating point variable)
begin  
variablemenufloat;  
drawmarker (1);  
enterints (mantissa);  
clearmarker (1);  
drawmarker (2);  
enterints (exponent);  
end (entervariablefloat);
PROCEDURE enterextfloatvbl (variabledata : vblentr);
    will obtain data for external floating point variable and
    enter in appropriate record fields.
begin
  variabledata.kind := extfloat;
  entervariableinitial (variabledata.value);
  entervariableaddr (variabledata.addr);
  entervariableprecision (variabledata.precisionref);
  entervariablemaxmin (variabledata.minvalref, variabledata.maxvalref);
  entervariabletechnology (variabledata.technologyref);
  entervariabletype (variabledata.type);
  entervariableport (variabledata.portnumref);
end; (enterextfloatvbl)

PROCEDURE entervariabletype (variabledata : vblentr);
    will display menu to obtain variable type and, based on type
    entered, will call appropriate subroutine to enter rest of
    variable data.
var
  choice : char;
  donetype : boolean;
begin
  variablemenu.types;
  donetype := false;
  repeat (until donetype)
    clearinout;
    readln (choice);
    clearerr;
    case choice of
    '1': (analng)
      message (1) (not yet implemented)
    '2': (boolen)
      message (2);
    '3': (external fixed)
      message (3);
    '4': (external float)
      begin
        enterextfloatvbl (variabledata);
        donetype := true;
      end;
    '5': (internal fixed)
      message (5);
    '6': (internal float)
      message (6);
    otherwise
      message (1);
    end;
  end (case)
until donetype;
end; (entervariabletype)

PROCEDURE entervariabledata (variabledata : vblentr ; name : namersize);
    will enter name into record provided, call entervariabletype
    to obtain the rest of the data, and then display data.
procedure entervariables (design+data : design+ptr; sre+data : subroutine+ptr);  /* will traverse list of variables used in a subroutine, checking to see if data has already been entered, and if not, setting a new variable record, linking it and entering the name, and calling entervariables+data to obtain and enter the rest of the information */ 

var scope : scope+types; 
current+variable : current+item+ptr; 
var+ptr : var+ptr; 
variable+data : var+ptr; 

begin 
current+variable := sre+data.first+var+; 
while current+variable <> nil do 
begin 
display+current+variable (current+variable); 
enter+variable+current+variable (current+variable); 
if scope = global then 
if length+data+envelope+link = nil then 
begin 
new (variable+data); 
design+data.envelope+link := variable+data; 
enter+variable+data (variable+data, current+variable+name); 
var+ptr := nil; 
end 
else 
var+ptr := design+data.envelope+link; 
if scope = local then 
if var+data+loc+envelope+link = nil then 
begin 
new (variable+data); 
end
SUBROUTINE DATA ENTRY

PROCEDURE check+other+relist (var name+used : boolean; sr+kind : subroutine+kind;
  design+data : [design+entry; sr+name : name+size]);
  (will check list of subroutine kind not given to see if
  name entered has been previously used)
var
  other+list+otr : subroutine+entry;
begin
  case sr+kind of
    proc:
    other+list+otr := design+data, func+link;
    func:
      other+list+otr := design+data, proc+link;
    end; (case)
  subroutine+name+check (other+list+otr, sr+name);
  if other+list+otr <> nil then
    if other+list+otr, name = sr+name then
      begin
        name+used := true;
        message (7);
      end;
    end; (check+other+relist)

PROCEDURE add+other+relist (var sr+entry : subroutine+entry; var name+used : boolean)
BEGIN
subroutine->name->check (system, srname);
if $srext->name = srname then
BEGIN
message [A];
nameused := true;
srdata := nil;
END
else srdata := system
END

PROCEDURE addsrrecord (var nameused : boolean; var srdata : subroutine);routine Srkind : subroutinekind; design*data : design*type;
srname : namesize);
BEGIN
CASE Srkind OF
PROC:
BEGIN
IF design*data.proc*link = nil THEN
BEGIN
new (srdata);
design*data.proc*link := srdata;
WITH srdata DO
BEGIN
kind := srkind;
name := srname;
ctpair := nil;
stats->link := nil;
next := nil;
END; (WITH)
END; (WITH)
END; (WITH)
END; (WITH)
END; (WITH)
END; (WITH)
END;}
end
else begin
  sretemp := design+data,func+link;
  addtosrelist (sretemp,name+used,sr+data,sr+kind,sr+name);
end;
else
  func:
  begin
    if design+data,func+link = nil then
      begin
        new (sr+data);
        design+data,func+link := sr+data;
        with sr+data do
        begin
          kind := sr+kind;
          name := sr+name;
          ct+pair := nil;
          sr+g+link := nil;
          next := nil
        end; (with)
      end;
    else begin
      sretemp := design+data,func+link;
      addtosrelist (sretemp,name+used,sr+data,sr+kind,sr+name);
    end;
  end; (case)
end; (add+sr+record)

PROCEDURE enter+subroutine+name (var sr+data : subroutine+);
var name+used : boolean; sr+kind : subroutine+kind;
begin
  if name+used = true then
  begin
    name+used := true;
    check+other+srelist (name+used,sr+kind,design+data,sr+name);
    if name+used = true then
    begin
      enter+sr+record (name+used,sr+data,sr+kind,design+data,sr+name);
    end;
  end;
  enter+sr+record
end;

PROCEDURE enter+variable+name (var sr+name : name+size);
begin
end;

(STATEMENT ROUTINES)
begin
  statement = menu + variable + name;
  draw-marker (1);
  enter-item (val + name);
end; (enter + variable + name)

PROCEDURE link-variable (sr = data + subrout + ptr; vb = rec + expr + item + ptr)
  var last + vb1; expr + item + ptr;
  var expr + set + link; expr + item + ptr;
  (will link latest terminal record in an expression to the
  list of variables in a subroutine, and then update the forward and
  backward pointers in that list)
begin
if sr.dat + at.first + vb1 = nil then
  begin
    sr.dat + at.first + vb1 := vb + rec;
    vb + rec + prev + vb1 := nil;
  end
else
  begin
    last + vb1.next + vb1 := vb + rec;
    vb + rec + prev + vb1 := last + vb1;
  end;
  vb + rec + expr + set := expr + set + link;
  last + vb1 := vb + rec;
end; (link + variable)

PROCEDURE link-statement (sr = data + subrout + ptr; stmt + data + stmt + + ptr)
  var stmt + + ptr; stmt + + ptr;
  (will link new statement to linked list of statements in a subroutine)
begin
if sr.dat + at stmt + link = nil then
  sr.dat + at stmt + link := stmt + data + stmt + + ptr
else
  stmt + + ptr.next + stmt := stmt + data + stmt + + ptr;
end; (link + statement)

PROCEDURE statement + + mechanics (sr + dat + at subrout + ptr; kind + operators)
  var stmt + + ptr; stmt + + ptr;
  var last + vb1; expr + item + ptr;
  (will obtain new record, enter type, obtain non-terminal record
  and enter kind of I/O statement, and then obtain a terminal
  record, enter the name, and call link-variable and line-statement
  to link on the statement and variable to previous ones in this subroutine)
var
  stmt + + data + stmt + + ptr;
  inst + rec + one; inst + rec + two; expr + item + ptr;
  name + name + size;
begin
  new (stmt + + data);
  stmt + + data + stmt + + type := 10;
  r + = (inst + rec + one);
  stmt + + data + inst + rec + direction := inst + rec + one;
  inst + rec + one + inst := nonterm;
PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
var last+vl : ex+st+ement+ptr;
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatements (sr+data : subroutine ptr);
begin
  writeln: 'Enter statements to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;

PROCEDURE enter+ostatement (sr+data : subroutine ptr; var statement+ptr : statement ptr);
begin
  writeln: 'Enter statement to be added:','
  readln (statement+ptr);
end;
choice : char;
statement*ptr : stmt*ptr;
lastvbl : external*ptr;
line : integer;

begin
clear
display;
line := 1;
display subroutine name (line, src+data);
display main (line);
non+stmts := false;
repeat (until done+stmts)
statement*ptr := next+stmt
clear+input;
read+in choice;
clear+screen;
case choice of
'1' : (assignment stmt)
    message (1);
'2' : (conditional stmt)
    message (2);
'3' :
    begin
      enter+stmt (src+data, statement*ptr, last+vbl);
      display+stmt (line, statement*ptr);
    end;
'4' : (exit)
    begin
      statement*ptr.next+stmt := nil;
      last+vbl.next+vbl := nil;
      done+stmts := true;
      display+end (line);
    end;
end (case) until done+stmts;
end (enter+statements)

PROCEDURE enter+subroutine (design+data : design*ptr)
  subroutine : subroutine*ptr
  (will write menu for subroutine name and comments and call enter+subroutine+name
  to check whether the name entered has been used previously. If not,
  will then call enter+comments to obtain comments)

var src+data : subroutine*ptr;
name+used : boolean;

begin
  subroutine+menu;
  draw+marker (1);
  enter+subroutine+name (src+data, name+used, subroutine, design+data);
  if not name+used then
    begin
      clear+screen;
      clear+marker (1);
      draw+marker (2);
      enter+comments (src+data, cont+link);
    end;
(FILE convert.pas - routines to convert run time data structures to primitive list format)

{ALGORITHM}\n\ncheck exit (design data : design ptr, var done : boolean) \n{will check to see that all necessary data has been entered \nbefore data is converted to primitive list format} \nbegin \nif design data id link = nil then \nbegin \nmessage 'data needed' \nerror id (design data id link) \nend \nif design data crit link = nil then \nbegin \nmessage 'data needed' \nerror criteria (design data crit link) \nend \nif design data ct type 1 run list = nil \n\nbegin \nmessage 'data needed' \nerror ct pairs (design data ct type 1 run list); \nend \n{may want to repeat above for init list also} \nif design data func link = nil then \nbegin \nmessage 'data needed' \nerror subroutine (design data func link) \nend \n{repeat above for procedure link} \n\ncheck := design data func link \nrepeat (until check = nil) \n\nif check stmt link = nil then \nbegin \nmessage 'statements needed' \nerror subroutine (check) \nend \nif check ct pair = nil then \nbegin \nmessage 'ct data needed' \nerror ct pair \nend \n\ncheck := check next \nuntil check = nil \n{repeat above for procedures} \n\ndone := true \nend \n{check exit} \n
{end of convert.pas}
file files.pas - contains Pascal routines to write data entered to a file in CSD/Ana format

(BASIC ROUTINES)

PROCEDURE openfile;
  (will open a file with variable name data and prepare it for rewriting with new data)
begin
  open (data, 'data.csd');
  rewrite (data);
end; (openfile)

PROCEDURE closefile;
  (will close file named data and write it to memory)
begin
  close (data, disposition := save);
end; (closefile)

PROCEDURE file_comments (c : comments);   
  (will traverse a linked list of comments, writing the comments to the data file)
begin
  while c <> nil do
    writeln (data, '--', c.line);
    c := c.nextcomments;
  end; (while)
end; (file_comments)

IDENTIFICATION DATA

PROCEDURE fileid (iz : data, ide : integer);    
  (will write contents of the fields of the id record to the data file, and then will traverse the list of comment records and write the comments to the data file)
var
  c : comment;

begin
  writeln (data, '--IDENTIFICATION DATA');

49
write 'general
if srcdata = nil then
  writeln (data,'-- no data entered')
else
  with srcdata do
    begin
      writeln (data,'-- Header: ',header);
      writeln (data,'-- Project: ',project);
      writeln (data,'-- Date: ',date);
      writeln (data);
      filecomments (cont+link);
      end;
    writeln (data); writeln (data);
  end; (filter)
end; (filter)

(CRITERIA DATA)

PROCEDURE filecriteria (critidata : criteria*ptr);
  (will write heading and data contained in criteria, monitors, and volumes records)
begin
  writeln (data); writeln (data);
  writeln (data,'-- CRITERIA DATA');
  writeln (data);
  if critidata = nil then
    writeln (data,'-- no data entered')
  else
    begin
      with critidata do
        begin
          writeln (data,'-- Criteria: ',crit);
          filecomments (cont+link);
          with monitors+link do
            begin
              writeln (data,'-- Monitors: ',m1;4,m2;4,m3;4,m4;4,m5;4)
              with volumes+link do
                begin
                  writeln (data,'-- Volumes: ',v1;4,v2;4,v3;4,v4;4,v5;4)
                  writeln (data,v6;4,v7;4,v8;4,v9;4,v10;4)
                end;
            end;
        end;
    writeln (data); writeln (data);
  end; (filecriteria)
end; (filecriteria)

(CURRENT/TASK DATA)

PROCEDURE cireadings;
  (will write headings for table to display crit data)
begin
PROCEDURE file+ct+record (ct+otr : ct+pair+ptr);  
  (*will write out contents of one contingency/pair record*)
begin
  writeln (data);
  with ct+otr do
  begin
    writeln (data,'--' ,funcT.name);''
    write (data, procT.name, ':');
    write (data, contT.setname, ':');
    write (data, Prior, ':');
    write (data, Tunits, ':');
    write (data, betaT:0, ':');
    write (data, betaT:1, ':');
    write (data, alphaT:0, ':');
    write (data, alphaT:1, ':');
    write (data, lambdaT:0, ':');
    write (data, lambdaT:1, ':');
    writeln (data);
    writeln (data); (*cont+link*)
  end;
end; (*file+ct+record*)

PROCEDURE file+ct+pairs (design+data : design+ptr);  
  (*will write title and then call file+ct+record repeatedly to write out contingency/task data*)
var
  temp : ct+pair+ptr;
begin
  writeln (data); writeln (data);
  writeln (data,'-- CONTINGENCY/TASK PAIR DATA');
  writeln (data);
  if ((design+data.ct+lins, init+list = nil) and 
      (design+data.ct+lins, run+list = nil) and 
      (design+data.ct+lins, init+list = nil)) then 
    writeln (data,'-- no data entered')
  else
    begin
      ct+heading; writeln (data);
      writeln (data,'-- initialization');
      writeln (data);
      temp := design+data.ct+lins, init+list;
      if temp = nil then
        writeln (data,'-- no data entered')
      else
        write (data, 'serve

')


repeat (until temp = nil)
    filect+rec (temp);
    temp := temp1.nextpair;
until temp = nil;
write (data);
write (data,'-- run time');
write (data);
temp := measures+data.ct+list.run+list;
if temp = nil then
    writeln (data, 'no data entered');
else
    repeat (until temp = nil)
        filect+rec (temp);
        temp := temp1.nextpair;
until temp = nil;
write (data);
write (data);
end; (filect+pairs)

(VARIABLE DATA)

PROCEDURE fileext+float+vl (var+data : vhl+ptr);
    (will write data entered for a variable of type external
     floating point to a file)
begin
    writeln (data,'-- value addr prec min max mantis espon port');
    with var+data do
        begin
            write (data,'-- value ,min+max+fp+precision +f+min+val+e+max+val+e+f+exp+error+port+e');
            writeln (data,mantis+espsilon+exp+error+port+e);
        end;
end; (fileext+float+vl)

PROCEDURE filevariables (var+data : vhl+ptr);
    (will traverse a list of variables, writing their name and
     type to a file, and then calling the subroutine appropriate to
     their type to write the rest of the information)
var
    var+temp : vhl+ptr;
begin
    writeln (data);
    writeln (data);writeln (data,'-- VARIABLES');writeln (data);
    if var+data = nil then
        writeln (data, 'no variables entered');
    else
        begin
            var+temp := var+data;
            ...
while var+temp <> nil do
begin
writeln (data, var+temp+name, ': ', var+temp+kind, ', ');
case var+temp+kind of
  (anal =)
    (bool =)
    (ext+fixed =)
    (ext+float =)
      file->ext+float+vb (var+temp);
    (int+fixed =)
    (int+float =)
end; (case)
writeln (data);
var+temp := var+temp+next+vb;
end; (while)
end; (else)
writeln (data); writeln (data);
end; (file+variables)

(FUNCTION AND PROCEDURE DATA)

PROCEDURE file+iost (statement+ptr : stat+ptr);

   (will write record data to file in io statement format)
   var
      kind : (sense, issue);
   begin
      if statement+ptr <> nil then
        begin
          case statement+ptr+direction+operator of
            data+int:
              kind := sense;
            data+out:
              (output)
              kind := issue;
          end; (case)
          writeln (data, kind, ', ', statement+ptr+direction+right+ptr+name, ', ');
        end;
      end; (if)
   end; (file+iost)
PROCEDURE file-statements (statement+ptr : stmt+ptr)

  (will traverse linked list of statements and write them to a file until it reaches the end of the list)

  var
      statement+ptr : stmt+ptr;
  begin
      statement+ptr := statement+ptr+1;
      if statement+ptr = nil then
        writeln (data,"-- no statements entered")
      else
        begin
          writeln (data,"BEGIN");
          repeat (until statement+ptr = nil)
            case statement+ptr.type of
              10:
                file+stmt : (statement+ptr);
                (add more later)
              end; (case)
          statement+ptr := statement+ptr+1.next+stmt;
          until statement+ptr = nil;
        writeln (data,"END");
      end;
  end; (file-statements)

PROCEDURE file+subroutine (s+ptr : subroutine+ptr)

  (will write subroutine data to file, calling file+comments and file-statements)

  begin
    file+comments (s+ptr.com+link);
    file+variables (s+ptr.var+list+link);
    file-statements (s+ptr.stat+list+link);
    writeln (data); writeln (data);
  end;

PROCEDURE file+functions (func+ptr : subroutine+ptr)

  (will write heading and then traverse the function list, writing function names and calling file+subroutine to write remainder of data to file data)

  var
    f+temp : subroutine+ptr;
  begin
    f+temp := func+ptr;
    writeln (data); writeln (data);
    writeln (data,"-- FUNCTIONS");
    writeln (data);
    if f+temp = nil then
      writeln (data,"-- no functions entered")
    else
      repeat (until f+temp = nil)
PROCEDURE fileprocedures (nroccen: subrouteptr);
 will write heading and then traverse the procedure
 list, writing procedure names and calling
 filesubroutine to write remainder of data
 to file data

 var ptemp: subrouteptr

 begin
 ptemp := nroccen;
 writeln (data); writeln (data);
 writeln (data);--PROCEDURE
 writeln (data);
 if ptemp = nil then
  writeln (data,'no procedures entered')
 else
  repeat (until ptemp = nil)
   writeln (data,'procedure ', ptemp.name, ',');
   filesubroutine (ptemp);
   ptemp := ptemp.next
  until ptemp = nil;
 writeln (data); writeln (data);
 end; (fileprocedures)

 (MAIN ROUTINE)

 PROCEDURE filemain (designdata: designptr);
 will open file, call subroutines to write sections of data to
 the file, close the file, and write a message to the screen
 that the data has been written to a file

 begin
 open=file:
 fileid: (designdata, '1', link);
 filecriteria (designdata, critlink);
 file=persons (designdata, datas);
 file=variables (designdata, envvalink);
 file=functions (designdata, funcvalink);
 file=procedures (designdata, nroccen);
 close=file;
 message=postit;
 writeln ('file(s)=(v,i,c)''data written to file');
 end; (filemain)

 (end file,mas)
procedure test;

var
designdata : designptr;
item : namesize;
line : integer;
variablerecord : vbilptr;
variable : expstitemptr;
vblex : vblexptr ;
exprexp : exp contradiction;

begin
main;
end;}  (test)
FILE change.oss - routines for making changes to data
already entered

PROCEDURE change+digits (var value : integer);  
will read and check length of input. If length > 0, will call
check+digits to check entry for other criteria. If not
errors are found, will substitute new value for old,
is called with pointer to an already filled record field as
its parameter.

var
  temp : digits;
  done+digits : boolean;
  conv+val : integer;
begin
  done+digits := false;
  repeat (until done+digits)
    readln (temp);
    if length (temp) > 0 then
      begin
        check+digits (conv+val, temp, done+digits);
        if done+digits then
          value := conv+val;
      end
    else
      done+digits := true;
  until done+digits;
end (change+digits)

PROCEDURE change+ct+values (ct+data : ct+params);
will show menu for changing values and call change+digits to
check entries for each value in the list.

begin
  ct+change+menu+values;
  draw+marker (1);
  change+digits (ct+data.t.ho);  
  clear+marker (1);
  draw+marker (2);
  change+digits (ct+data.bet);  
  clear+marker (2);
  draw+marker (3);
  change+digits (ct+data.bet);  
  clear+marker (3);
  draw+marker (4);
  change+digits (ct+data.ginte);  
  clear+marker (4);
  draw+marker (5);
  change+digits (ct+data.loen);  
  clear+marker (5);
PROCEDURE change+data (ct+data : ct+pair+opt);
  (will display menu of options for change of ct data and continue in
   loop if calling specific change routines until user decides
   to exit)
  var
    choice : char;
    done+change : boolean;
  begin
    done+change := false;
    repeat (until done+change)
      clear+input;
      ct+change+menu+data;
      readln (choice);
      clear+menu;
      case choice of
        '1': (timings units)
          message (3);
        '2': (contingency data)
          message (3);
        '3': (data values)
          change+ct+values(ct+data);
        '4': (background)
          message (3);
        '5': (condition)
          message (3);
        '6': (comments)
          message (3);
        '7': (exit)
          done+change := true;
        otherwise
          message (1);
      end; (case)
      display+ct+pair+data (ct+data);
    until done+change;
end; (change+ct+data)

PROCEDURE change+ct+pair (ct+data : ct+pair+opt);
  (will display menu and determine whether user desires to make
   changes in linkage of ct pairs (procedure names or type of
   pair, initialization or run time), or if data assigned to various
   fields of the ct pair record, will continue in loop until user
   desires to exit)
  var
    choice : char;
begin
done\-\change := false;
dislay\+ct\+pairs\+data\+(ct\+data);
repeat \(\text{until} \ done\+\change\)
clear\+input;
clear\+menu;
readin\+(choice);
clear\+msg;
case \choice of
'1':
\(\text{linkage}\)
'2':
\(\text{data}\)
'3':
\(\text{exit}\)
done\+\change \:= true
otherwise
message (3);
end \(\text{case}\)
until \(\text{done}\+\change\);
end \(\text{change}+ct\+pairs\).

PROCEDURE change\+main (design\+data \(\Rightarrow\) design\+ptr)\; \(\text{main routine for making changes to entire set of already entered data, will display menu of work areas and call change subroutines based on choice entered by user, will continue in loop until user decided to exit})\; var
done\+\change \(\Rightarrow\) boolean;
choice \(\Rightarrow\) char;
temp \(\Rightarrow\) ct\+pair\+ptr;
begin
done\+\change \:= false;
repeat \(\text{until} \ done\+\change\)
clear\+input;
main\+change\+menu;
readin\+(choice);
clear\+msg;
case \choice of
'1':
\(\text{tid}\)
'2':
\(\text{criteria}\)
'3':
\(\text{ct pairs}\)
begin
\text{temp} \(\Rightarrow\) design\+data.\+ct\+link.\+init\+list;
\text{while} \text{temp} \(\text{not} \ null\ do\ do\ begin\ do$
\text{change}+ct\+pairs\ (temp);
clear\+display;
\text{temp} \(\Rightarrow\) temp.\+next\+pair
end$
\text{temp} \(\Rightarrow\) design\+data\.\+ct\+link.\+run\+list;
\text{while} \text{temp} \(\text{not} \ null\ do\ do$
\text{begin}$
\text{change}+ct\+pairs\ (temp);
clear\+display;
\text{temp} \(\Rightarrow\) temp.\+next\+pair
end$
end$
end$
\[
\text{Ir} - \alpha - 0, 0^* \text{-- S} \sim 4^* \sim U \sim 4^* 44^* 4^*.
\]
## INITIAL DISTRIBUTION LIST

<table>
<thead>
<tr>
<th>No.</th>
<th>Copies</th>
<th>Name and Address</th>
</tr>
</thead>
</table>
| 1.  | 2      | Defense Technical Information Center  
      Careeron Station  
      Alexandria, Virginia 22314 |
| 2.  | 2      | Library, Code 0412  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 3.  | 1      | Department Chairman, Code 52  
      Department of Computer Science  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 4.  | 1      | Curricular Officer  
      Computer Technology, Code 37  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 5.  | 2      | ITCCI Alan A. Ross, USAF  
      Department of Computer Science, Code 52Rs  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 6.  | 1      | Professor George A. Rahe  
      Department of Computer Science, Code 52Ra  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 7.  | 1      | Professor Herschel H. Locmis  
      Department of Electrical Engineering, Code 62Lm  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 8.  | 1      | Ms. Jeanne L. Bowers  
      Department of Computer Science, Code 52  
      Naval Postgraduate School  
      Monterey, California 93940 |
| 9.  | 1      | Mr. Joel Trimble  
      Code 240  
      Office of Naval Research  
      800 North Quincy Street  
      Arlington, VA 22217 |
| 10. | 1      | Professor R. Steven Schiavo  
      Psychology Department  
      Wellesley College  
      Wellesley, MA 02181 |
11. Library
   Wellesley College
   Wellesley, MA 02181

12. LCDR Barbara J. Sherlock, USN
    FME 120-3
    Naval Electronic Systems Command Headquarters
    Washington, D. C. 20360